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Introduction
In this contribution, we review the contents of the additional LTE SIB in order to support the UE with the cell reselection of NR in a NR SA deployment. 
[bookmark: _Ref178064866]Discussion
Existing LTE SIBs
The list of LTE SIBs and their brief description is provided in Table 1.
[bookmark: _Ref487103676]Table 1: List of LTE SIBs
	SIB
	Contents

	SIB1
	Information needed to access the cell and scheduling information for other SIBs

	SIB2
	Radio resource configuration common for all UEs

	SIB3
	Common cell re-selection information

	SIB4
	Neighbouring cell information for intra-frequency cell re-selection

	SIB5
	Information relevant for inter-frequency cell re-selection

	SIB6
	Information relevant for inter-RAT cell re-selection to UTRA

	SIB7
	Information relevant for inter-RAT cell re-selection to GERAN

	SIB8
	Information relevant for inter-RAT cell re-selection to CDMA2000

	SIB9
	Home eNB name

	SIB10
	ETWS primary notification

	SIB11
	ETWS secondary notification

	SIB12
	CMAS notification

	SIB13
	MBMS control information

	SIB14
	EAB parameters

	SIB15
	MBMS service area identities

	SIB16
	GPS and UTC

	SIB17
	Traffic steering between E-UTRAN and WLAN

	SIB18
	Sidelink communication related information

	SIB19
	Sidelink discovery related information

	SIB20
	MBMS transmission using SC-PTM 

	SIB21
	V2X sidelink related information




In LTE, the SIB4 provides the intra-frequency cell reselection parameters related to the neighbour cell and SIB5 provides the inter-frequency cell reselection parameters. The SIB6, SIB7, SIB8 provide the cell re-selection parameters for the UTRA, GERAN and CDMA2000 RATs. In the same way, in order to support the UE with the cell reselection towards NR, the LTE cells need to broadcast system information related to the NR cell reselection.

Adopt the additional SIB (SIB22) that contains the inter-RAT cell re-selection to NR.
As mentioned before, the contents of the SIB5 in LTE are related to the inter frequency cell reselection within EUTRA. The parameters provided in this SIB includes a list of carriers and for each of the carrier, the SIB5 includes information related to, amongst other things,  ARFCN corresponding to the carrier, minimum required rx level (q-RxLevMin), cell reselection timer (TreselectionEutra) etc.
[bookmark: _GoBack] In the NR specifications, there will be system information blocks corresponding to the inter frequency NR cell reselection parameters similar to SIB5 in LTE. The contents of such a system information block will include the frequency specific offsets, measurement quality evaluation metrics like QrxLevMin etc. However, there are still many open issues in NR related to how to indicate a cell in a carrier (in case of multi-SSB carriers) and which cell reselection parameters to be borrowed from LTE as is, which parameters are removed and which additional parameters are introduced newly in NR. Therefore, one could say for the time being that the contents of the SIB22 could be filled in once the inter frequency cell reselection parameters are settled for the stand alone NR cells.
Contents of the SIB22 is based on the inter-frequency cell reselection related system information block in NR.

Conclusion
Based on the discussion in section 2 we propose the following:

1. Adopt the additional SIB (SIB22) that contains the inter-RAT cell re-selection to NR.
1. Contents of the SIB22 is based on the inter-frequency cell reselection related system information block in NR.
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