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1. Introduction

At RAN2#99 the outcome of the email discussion [NR-AH2#14][NR] was presented in R2-1709494 which was endorsed in R2-1709891 after offline discussion #51. During the email discussion [NR-AH2#14][NR] several FFS were identified to be resolved. This document provides the list of FFS extracted from R2-1709891. The FFS list is provided according to the agenda items under 10.4.1.6 for RAN2#99Bis. It is recommended that company Tdocs in future meetings should focus on resolving the listed FFS issues. 
2. List of FFS Issues
10.4.1.6.1
MIB content

[FFS indication in MIB that a cell is not campable]

10.4.1.6.2
System information content/structure

[FFS whether all the information needed to access the cell is included in SIB1 or if both SIB1 and SIB2 are essential in NR].
10.4.1.6.3
Stored system information

[FFS if the UE is required to store SI other than for the currently camped/serving cell]

[FFS if different versions of SIBs are provided]

[FFS UE may or shall store several versions of SI]
[FFS whether the area ID and valuetag is separately signalled or as a single identifier]
[FFS whether the area ID is associated to each SIB/ SI message or associated to a group of SIBs/ SI messages or all SIBs/ SI messages]
[FFS terminology to be used is systemInfoValueTag or systemInfoConfigurationIndex]
[FFS terminology to be used for area ID is systemInfoAreaIdentifier]
10.4.1.6.4
System information modification

[FFS if upon receiving a SI change indication the SI acquisition depend on stored SI] 

[FFS if value tags and area identifier included in paging message to reacquire SIB1]
[FFS if upon receiving HO command the SI acquisition depend on stored SI] 
[FFS the update mechanism for access control notifications and other non-access control configuration updates]

10.4.1.6.5
System information scheduling

[FFS the details of the mapping to subframes/slots where the SI messages are scheduled]
[FFS if there are any exceptions on e.g. subframes where SI messages cannot be transmitted]
[FFS if the SI-windows of different SI messages do not overlap].

[FFS if multiple SI messages can be mapped to same SI window]
[FFS if the length of SI-window is common for all SI messages or if it is configured per SI message]
[FFS if the UE may accumulate the SI-Message transmissions across several SI-Windows within the Modification Period]

10.4.1.6.6
On demand system information

[FFS Whether there is an additional indication that an on demand SI is actually being broadcast at this instant in time]
 [FFS on the details of from which SI-window the UE shall receive the DL-SCH upon triggering the SI request]
[FFS on the details of how many SI-windows the UE should monitor for SI message reception if transmission triggered by UE request]

[FFS if UE need to monitor all the TTIs in SI window for receiving SI message]

[FFS if there is a need for a separate sub-clause to describe case where on demand SI is not successfully received by the UE and where it should initiate a new request]

10.4.1.6.7
System information -other

[FFS on the term to be used in Stage-3 for NG-RAN]
[FFS on details of RRC connection re-establishment procedure and corresponding reading of SI in RRC_CONNECTED].
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