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1. Overall Description:

Regarding whether to support Type 3 UL transmission without UL grant, RAN1 made following agreement.
	Agreements:
· It is not necessary to support Type 3 UL transmission without UL grant


In addition, following agreements regarding the configuration and transmission were achieved at RAN1#90 meeting.
	Agreements:
· Confirm the Working assumption: Both DFT-S-OFDM and CP-OFDM are supported for UL transmission without grant.
Agreements:
· Support using MAC CE as an acknowledgement for L1 signalling for activation/deactivation of Type 2 UL transmission without grant (similar/same behaviour as in LTE SPS).
· Regarding the RV determination for K repetitions including the initial transmission, further study following options including possible down-selection:

· For Type 1:

· Option 1: Fixed to

· 1-1: a single value

· 1-2: a RV pattern  

· Option 2: RRC configured

· 2-1: a single value

· 2-2: a RV pattern  

· For Type 2:

· Option 1: Same as Type 1

· Option 2: Based on the L1 signalling

· Repetition number K for Type 2 UL transmission without grant is down-selected from the following:

· Option 1: Only RRC signalling

· Option 2: Combination of RRC + L1 activation signalling

· At least when an UL grant is used for retransmissions of Type 1 UL transmission without UL grant, different RNTI from the RNTI for UL transmission with grant is needed.

· FFS how to determine the RNTI.

· For Type 2 UL transmission without UL grant, different RNTI from the RNTI for UL transmission with grant is needed for activation/deactivation and at least for re-transmission.
· FFS how to determine the RNTI.


RAN1 made the following agreements regarding HARQ related procedure for UL transmission without UL grant.  
	Agreements:
· If HARQ feedback is supported, to indicate HARQ feedback of UL transmission without grant, following options and related UE behavior should be further studied.

· Option 1: Based on UL grant to indicate “ACK”

· Option 2: Group-common DCI

· 2-1: Only ACK 

· 2-2: ACK and NACK

· Option 3: Define a Timer, UE assumes following, when the Timer expires

· 3-1: ACK if an NACK is not received after the K repetitions

· 3-2: NACK if an ACK is not received 

· FFS: Option 1, Option 2 and Option 3-2 can be used during and after the K repetition 
· Note: UL grant for the same TB initially transmitted without grant can indicate “NACK”


RAN1 will continue discussion on the remaining details of NR UL transmission without UL grant.

2. Actions:

RAN1 would like RAN2 to take the above agreements into consideration in their future work. 
3. Date of Next RAN WG1 Meetings:
TSG RAN WG1 Meeting NR Ad-Hoc #3
18 – 21 September 2017              Nagoya, Japan
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