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1. Overall Description: 
RAN2 would like to inform RAN1 following agreements made during RAN2#99bis.
	Carrier selection in CA
- CBR should be considered for the UEs’ Tx carrier selection in PC5 CA from RAN2 perspective.

- Priority indicated by PPPP should be considered for the UE’s Tx carrier selection in PC5 CA from RAN2 perspective. Not closed for other factors.

- AS is aware of candidate V2X frequencies for V2X packet transmissions, which configured by upper layers (Same as Rel-14). FFS on the additional need in Rel-15.

- UE capability on PC5 CA should be considered for the UE’s Tx carrier selection from RAN2 perspective. However no additional specification impacts are foreseen at the moment.

- Configuration/Preconfiguration of PC5 carriers (at least one candidate set of PC5 CC) for the UE’s Tx carrier selection (like Rel-14). FFS if further standard changes (including UE behaviors) are needed for Rel-15 eV2X.

- From RAN2 point of view we do NOT need a PCC and SCC.

- No need of activation/deactivation mechanism for carriers.

- FFS on how to handle Rx limited V2X UE.

Resource selection in CA
- As in the legacy specification, one resource pool is associated to a single carrier only.

- For parallel transmissions on different carriers, UE RRC selects different pools on different carriers, UE MAC performs resource (re-)selection on each selected pool.


2. Actions:

To RAN WG1
RAN2 kindly requests to RAN1 to consider above information in their Rel-15 V2X work item.
3. Date of Next TSG-RAN2 Meetings:

RAN2#100
27 Nov. - 1 Dec. 2017
Reno

U.S.A
RAN2#101
25 Feb. - 2 Mar. 2018
Athens

Greece
