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1
Introduction
This contribution addresses some open issues and corrections to the mobility procedure in [1]:

· Correction of multiple RRCConnectionReconfigurationComplete messages in handover procedure
· The need for DedicatedRandomAccessParams in MobilityControlInformation is clarified
· Information in RRCConnectionReconfigurationComplete and RRCConnectionReestablishmentComplete message
· Adding the missing filed descriptions in RRCConnectionReconfiguration
· Editorial corrections (new title for RRC re-establishment reject, correction of typo)

A TP is provided below.
2
Discussion

1) Both at reception of the RRCConnectionReconfiguration by the UE (subclause 5.3.5.3) and reception of the handover command (subclause 5.3.6.1) the RRCConnectionReconfigurationComplete message is submitted to lower layers for transmission. The TP shown below proposes to send the complete message only if the UE successfully completes all the procedures invoked by the RRCConnectionReconfiguration message, as specified in 5.3.5.3.
2) The IE DedicatedRandomAccessParams is currently FFS in MobilityControlInformation. The UE shall use the dedicated preamble if provided in the MobilityControlInformation. Otherwise the UE shall not continue to use the stored preamble but select the preamble randomly. We therefore propose to specify the need as OD.
 
3) Currently RRCConnectionReconfigurationComplete message and RRCConnectionReestablishmentComplete are empty IEs. I our view there is no need to send more information. Therefore the ffs for adding further IEs could be removed for Rel8.
  
4) The filed descriptions in particular for mobilityControlInformation in RRCConnectionReconfiguration are missing. The TP below contains these field descriptions.
5) It is proposed to change the title of subclause 5.3.7.7 to “Reception of the RRCConnectionReestablishmentReject by the UE”.
6) The TP corrects a typo in the field description for modificationPeriodCoeff.
3
Conclusion
The proposed corrections to the issues discussed above are captured in the TP.
Beginning of Text Proposal
5.3.6.1
Reception of the handover command

The UE shall:

1>
start timer T304;

1>
stop timer T310, if running;

1>
if the eutra-CarrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the eutra-CarrierFreq with a physical cell identity indicated by the targetCellIdentity;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetCellIdentity;

1>
if the dl-Bandwidth is included:

2>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
else:

2>
for the target cell, apply the same downlink bandwidth as for the current cell;

1>
if the ul-Bandwidth is included:

2>
for the target cell, apply the uplink bandwidth indicated by the ul-Bandwidth;

1>
else:

2>
for the target cell, apply the same uplink bandwidth as for the current cell;

1>
synchronise to the DL of the target cell;
1>
 configure lower layers in accordance with the received semiStaticCommonChConfig;

Editor's note:
It has been agreed that the UE is not required to determine the SFN of the target cell by acquiring system information from that cell.

1>
If the RRCConnectionReconfiguration message includes the securityConfiguration: 

2>
apply the AS-derived keys associated with the AS-base key indicated by the keyIndicator;

2>
configure lower layers to apply the indicated integrity protection algorithm immediately, i.e. the new algorithm shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

2>
configure lower layers to apply the indicated ciphering algorithm immediately, i.e. the new algorithm shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

Editor’s note
The handling of the radio configuration is covered by the general reconfiguration procedure. It has been agreed that the configuration used in the target cell may either be specified as a delta to the one used in the serving cell or by providing the full configuration (signalling details are FFS)

Editor’s note
Currently it is specified that the keyIndicator always needs to be provided upon handover as a result of which the securityConfiguration becomes mandatory in case of handover. If however the securityConfiguration would be optional in case of handover, the case the IE is not included needs to be covered also.

1>
reset MAC and re-establish RLC for all RBs that are established;

1>
indicate the occurrence of handover to PDCP;

NOTE:
The handling of the radio bearers after the successful completion of handover, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].


Next subclause
–
MobilityControlInformation
The IE MobilityControlInformation includes parameters relevant for network controlled mobility to/within E‑UTRA.

Editor's note
The UE is not aware if the handover involves a change of eNB, i.e. no UE behaviour is defined specific for the intra-eNB and the inter-eNB cases

Editor's note
It is FFS if other system information may be provided in the message used to trigger handover, e.g. Semi-static shared channel configuration information, UE timers and constants

MobilityControlInformation information element
-- ASN1START

MobilityControlInformation ::=

SEQUENCE {


targetCellIdentity




PhysicalCellIdentity,


eutra-CarrierFreq




EUTRA-CarrierFreq




OPTIONAL,
-- Need OC


eutra-CarrierBandwidth



EUTRA-CarrierBandwitdh



OPTIONAL,
-- Need OC


additionalSpectrumEmission


INTEGER (0..31)





OPTIONAL,
-- Need OC


semiStaticCommonChConfig


SemiStaticCommonChConfig


OPTIONAL,
-- Need OC


dedicatedRandomAccessParams


DedicatedRandomAccessParams


OPTIONAL
-- Need OD
}

EUTRA-CarrierBandwitdh ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {ffs}
OPTIONAL,
-- Need OC, 4-bit field FFS

ul-Bandwitdh





ENUMERATED {ffs}
OPTIONAL
-- Need OC, 4-bit field FFS
}

-- ASN1STOP

	MobilityControlInformation field descriptions

	additionalSpectrumEmission

Defined in [36.101]

	dl-Bandwidth

Parameter: Downlink bandwidth [36.101]

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]


Next subclause
–
RRCConnectionReconfigurationComplete
The RRCConnectionReconfigurationComplete message is used to confirm the successful completion of an RRC connection reconfiguration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionReconfigurationComplete message
-- ASN1START

RRCConnectionReconfigurationComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReconfigurationComplete-r8












RRCConnectionReconfigurationComplete-r8-IEs,



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionReconfigurationComplete-r8-IEs ::= SEQUENCE {


}

-- ASN1STOP

Editor's note:
The extension mechanisms in this message are FFS.

	RRCConnectionReconfigurationComplete field descriptions

	%fieldIdentifier%




Editor's note:
(Temporary note, just for information, i.e. nothing to be captured) Also when this message is used to confirm a successful handover, the same transfer mechanism applies, i.e. SRB1, RLC AM, DCCH. Contention is handled at the MAC (control element including C-RNTI), while PDCP includes regular MAC-I. If segmentation is needed, the eNB may provide an additional allocation, e.g. in the sub-frame following Msg3 transmission.

Next subclause
–
RRCConnectionReestablishmentComplete
The RRCConnectionReestablishmentComplete message is used to confirm the successful completion of an RRC connection reestablishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionReestablishmentComplete message
-- ASN1START

RRCConnectionReestablishmentComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReestablishmentComplete-r8












RRCConnectionReestablishmentComplete-r8-IEs,



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionReestablishmentComplete-r8-IEs ::= SEQUENCE {


}

-- ASN1STOP

Editor's note:
The extension mechanisms in this message are FFS.

	RRCConnectionReestablishmentComplete field descriptions

	%fieldIdentifier%




Next subclause
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, dedicated NAS information, radio resource configuration (including RBs, transport channel configuration and physical channel configuration), security configuration and UE related information.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measurementConfiguration


MeasurementConfiguration


OPTIONAL,
-- Need OP


mobilityControlInformation


MobilityControlInformation


OPTIONAL,
-- Need OP


nas-DedicatedInformation


NAS-DedicatedInformation


OPTIONAL,
-- Need OP


radioResourceConfiguration


RadioResourceConfiguration


OPTIONAL,
-- Need OP


securityConfiguration



SecurityConfiguration


OPTIONAL,
-- Cond Handover


ue-RelatedInformation



UE-RelatedInforamtion



OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

Editor's note:
Need set to "OP" based on draft tabular. The measurementConfiguration, the mobilityControlInformation, the radioResourceConfiguration and possibly the ue-RelatedInformation should evidently be "OC", because it should be possible to send the message with only, for instance, the measurementConfiguration included, without deleting the configuration of mobility control, radio resources, etc.

Editor's note:
The extension mechanisms in this message are FFS.

	RRCConnectionReconfiguration field descriptions

	measurementConfiguration

This IE specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

	mobilityControlInformation

This IE includes parameters relevant for network controlled mobility to/within E‑UTRA.

	nas-DedicatedInformation

This IE is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this information.

	radioResourceConfiguration

This IE is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels.

	securityConfiguration

This IE is used to configure AS integrity protection (CP) and AS ciphering (CP and UP).

	ue-RelatedInformation

This IE is used to convey miscellaneous UE related information.


	Conditional presence
	Explanation

	Handover
	The IE is mandatory present in case of inter-RAT handover to E‑UTRA; it is optionally present in case of handover within E‑UTRA; otherwise it is not needed.


Editor's note:
The "Handover" condition seems to be based on procedure requirements and should possibly not be specified here; rather a need "OP".

Next subclause
5.3.7.7
 Reception of the RRCConnectionReestablishmentReject by the UE
Upon receiving the RRCConnectionReestablishmentReject message, the UE shall:

1>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.11.

Editor's note:
It is up to upper layers to take further action. To facilitate this, the cause of the release may need to be indicated to upper layers.
Next subclause
–
SemiStaticCommonChConfig
The IE SemiStaticCommonChConfigSIB and IE SemiStaticCommonChConfig are used to specify common channel configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static layer‑1 parameters.

SemiStaticCommonChConfig information element
-- ASN1START

SemiStaticCommonChConfigSIB ::=

SEQUENCE {


genericRandomAccessParams


GenericRandomAccessParams,


referenceSignalPower



INTEGER (0),







-- encoding FFS

p-a








SEQUENCE {}




OPTIONAL,


-- type FFS

p-b








SEQUENCE {}




OPTIONAL,


-- type FFS

prach-Configuration




PRACH-ConfigurationSIB,


bcch-Configuration 




BCCH-Configuration,


pcch-Configuration 




PCCH-Configuration

}

SemiStaticCommonChConfig ::=

SEQUENCE {


genericRandomAccessParams


GenericRandomAccessParams,


numberOfTransmitAntennas


ENUMERATED {n1, n2, n4}












OPTIONAL,




-- Need OC, 2-bit field FFS

phich-Configuration




PHICH-Configuration




OPTIONAL,
-- Need OC


referenceSignalPower



INTEGER (0),





  -- need, encoding FFS

prach-Configuration




PRACH-Configuration

}

BCCH-Configuration ::=



SEQUENCE {


modificationPeriodCoeff



INTEGER (0)








-- range FFS

}

PCCH-Configuration ::=



SEQUENCE {


defaultPagingCycle




ENUMERATED {












ms320, ms640, ms1280, ms2560},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEightT,












onSixteenthT, oneThirtySecondT}

}

-- ASN1STOP

	SemiStaticCommonChConfig field descriptions

	numberOfTransmitAntennas

Parameter: Number of (cell-specific) antenna-ports [RAN1 specification; FFS]

	referenceSignalPower

Parameter: Reference-signal power [RAN1 specification; FFS]

	p-a

Parameter: P_A provides information about the exact power setting of the PDSCH transmission. [RAN1 specification; FFS]

	p-b

Parameter: P_B offset between Type A and Type B PDSCH resource elements [RAN1 specification; FFS]


	BCCH-Configuration

	modificationPeriodCoeff

Actual modification period= modificationPeriodCoeff * defaultPagingCycle


	PCCH-Configuration

	defaultPagingCycle

Default paing cycle, referred to a ‘T’ in TS 36.304 [4]

	nB

Parameter: Nb is used to derive the number of paging groups according to TS 36.304 [4]


End of Text Proposal
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