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1. Introduction
This paper includes a text proposal to clarify the handling of the RRC connection reconfiguration failure procedure. 
2. Discussion

The current procedural text for RRC connection reconfiguration procedure specifies that ：

1>
If the UE successfully completes all the procedures invoked by the RRCConnectionReconfiguration message:

2> perform the actions related to the transmission of the RRCConnectionReconfigurationComplete message as specified in 5.3.5.4.

2>
the procedure ends.
1>
else if the RRCConnectionReconfiguration message includes the mobilityControlInformation:

2>
apply the handover failure procedure as specified in 5.3.6.3;
1>
else:

2>
revert back to the configuration used prior to the reception of the RRCConnectionReconfiguration message;
NOTE 3:
If one or more procedure fails, the UE rejects all procedures invoked by the RRCConnectionReconfiguration message i.e. including the ones it is able to complete successfully.

2> perform the actions related to the transmission of the RRCConnectionReconfigurationFailure message as specified in 5.3.5.5.
But the 5.3.6.3 is only describe the handling of the T304 expires (handover failure). This couldn’t cover all the case of the RRC connection reconfiguration failure procedure, e.g. Unsupported or invalid configuration case. So we propose that:
Proposal: Remove the description of the RRC connection reconfiguration failure procedure of the handover case in the 5.3.5.3. 
3. Conclusion
A text proposal to TS 36.331 is provided at the end of this document and we propose the RAN2 agrees to this text proposal.
4. Reference
[1]
R2-082903 CR0003r0 to 36331(REL-8) on Miscellaneous clarifications and corrections, 
Source: Rapporteur (Samsung)
5. Text Proposal to 36.331

The proposed changes are relative to the draft CR0003r0 [1] to 36.331.
-------------------------------------  Start of Text Proposal ------------------------------------
5.3.5.3
Reception of the RRCConnectionReconfiguration by the UE

The UE shall:

1> If the RRCConnectionReconfiguration message includes the radioResourceConfiguration: 

2>
perform the Radio resource configuration procedure as specified in 5.3.9;
1> If the RRCConnectionReconfiguration message includes the ue-RelatedInformation:

2>
set the C-RNTI to the value of the newUE-Identity, if received;

1> If the RRCConnectionReconfiguration message includes the mobilityControlInformation: 

2> perform the handover procedure as specified in 5.3.6;

NOTE 1:
Security reconfiguration only applies in case of a handover and hence is specified in the corresponding section.

1> If the RRCConnectionReconfiguration message includes the nas-DedicatedInformation: 

2>
Forward the nas-DedicatedInformation to upper layers;

1> If the RRCConnectionReconfiguration message includes the measurementConfiguration:

2> perform the Measurement configuration procedure as specified in 5.5.2;

NOTE 2:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers others than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
If the UE successfully completes all the procedures invoked by the RRCConnectionReconfiguration message:

2> perform the actions related to the transmission of the RRCConnectionReconfigurationComplete message as specified in 5.3.5.4.

2>
the procedure ends.


1>
else:

2>
revert back to the configuration used prior to the reception of the RRCConnectionReconfiguration message;
NOTE 3:
If one or more procedure fails, the UE rejects all procedures invoked by the RRCConnectionReconfiguration message i.e. including the ones it is able to complete successfully.

2> perform the actions related to the transmission of the RRCConnectionReconfigurationFailure message as specified in 5.3.5.5.

-------------------------------------  End of Text Proposal ------------------------------------
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