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1. Introduction

This document discusses RACH behaviour for RRC connection re-establishment. In RAN2#62, RAN2 agreed following two points on this aspect. 
· In main session, T311 is used to terminate endless RACH re-attempt in MAC
· In c-plane session, UE goes to LTE_IDLE, if cell reselection is performed after cell selection  
Based on these agreements which were achieved independently, this document discusses how RRC connection re-establishment behaviour should be.
2. Discussion
T311 is only used to terminate endless RACH re-attempt in MAC after the initiation of the RRC connection re-establishment procedure, since cell reselection is not supported during T311. T311 may be long value like several seconds. Long value is necessary to find suitable cell in E-UTRA and other RATs. However, it’s not necessary to use long value to terminate endless RACH re-attempt in MAC. In other words, it’s not good to continue endless RACH re-attempt in MAC for a long period, since this causes interference to other UEs. Therefore we propose following two proposals as illustrated in Figure.1.
Proposal 1:  T311 is stopped, after UE initiates RRC connection re-establishment procedure

Proposal 2:  endless RACH re-attempt in MAC is terminated by RRC as same as UL data resuming (i.e. T312 is used)
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Figure 1: Proposed behaviour for RRC connection re-establishment
3. Conclusion
This document discusses RACH behaviour for RRC connection re-establishment. We propose RAN2 agrees following proposals.

Proposal 1:  T311 is stopped, after UE initiates RRC connection re-establishment procedure
Proposal 2:  endless RACH re-attempt in MAC is terminated by RRC as same as UL data resuming
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