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1 Introduction
This paper aims to focus the stage 3 E-UTRA RRC specification work. This is done by providing a general overview of how the specification work is planned to be progressed. Furthermore, the document provides an overview of the main open issues that the E-UTRA RRC specification work is focussing on.

2 General i.e. main focus areas
This document includes an overview of the main issues the each of the major RRC specification areas:

1. System information
2. Connection control (including associated security and intra LTE mobility)
3. Measurements 

4. Inter RAT mobility (including associated security)
5. Other e.g. NAS dedicated information transfer, UE capability transfer
The current focus of the work is on resolving the issues related to basic connection control, which are primarily within the domain of system information and connection control.

3 Main issues

This section includes the main topics on which the E-UTRA RRC specification work is currently focussing on i.e. these are the main topics for the E-UTRA RRC agenda items at RAN2 meetings as well as during the off line work in-between the meetings.

1. System information

· Which parameters affect connectivity of a UE in RRC_CONNECTED and how frequently are they expected to change (RAN1)

· Should an offset be used after SIB2+

· It there a need for rule for the case it is impossible to fit all information within the shortest repetition period
· Is there is a need to specify requirements regarding when a UE in connected shall try receiving the Paging message
· Clarification of the purpose of the different SIs, and e.g. if is SI-3 really needed, to facilitate mapping content

· Detailed contents of the SIBs including need of parameters and their value ranges

2. Connection control
· Structure of the radio resource configuration information and signalling optimisations (sytem information, handover)
· Access control i.e. the mechanism to separately control TA updating as well as whether to have separate access control per PLMN
· Need for overall supervision timer for RRC connection establishment, the need to limit RA in a single cell upon re-establishment
· Should constraints be specified regarding how long the UE shall refrain from considering other RATs following T304, T310 & T312 expiry

· Order of (handover related) actions in different layers i.e. should RRC just inform PDCP which then notifies the next layer and so on
· Should RRC or the physical layer count the ‘in sync’/ ‘out of sync’ indications
· Need to support TA update in connected (awaiting SA2)
· Macro level MBSFN allocation scheme i.e. whether flexible (bitmap) or equally distributed (repetition period of 2^N)
· Details of the radio configuration usage (i.e. SR/ CGI, scheduled resources, DRX, ..) in different scenario’s e.g. recovery during T310, initially on target cell i.e. prior to having acquired SFN, re-establishment after handover failure 
· FFS if timers are provided via system information or dedicated signalling (especially for T304)

· Detailed message contents including need of parameters and their value ranges and associated procedure e.g.
· The need for a definite reject (i.e. no AS- retries, UE immediately enters RRC_IDLE) e.g. wait timer 0

· Need and encoding of the GUMMEI parts within RegisteredMME are FFS, wait for SA2
· Actual value of the time before the UE is allowed to move to idle upon connection release

3. Security configuration

· Whether or not to transfer (a short) SN for initial security activation (CT1)

· Details of the KSI indicator (related to key synchronisation upon handover, SA2/ SA3)

· Should the UE be aware of the type of handover or can the X2-handover procedure (forward security) be used for intra eNB handover (waiting SA3 reply to R2-082890)
· Is it possible to use the same derived key for ciphering of SRBs and DRBs

· How should the MAC-I be computed i.e. whether or not to use the global cell identity
4. Measurement configuration

· FFS if an additional mechanism is introduced to allow reporting of detected UTRA cells

· Need to introduce additional mechanisms to restrict the load resulting from ICIC measurement reports

· Is there a need to have multiple filter quantities for E-UTRAN

· FFS which measurement reports to combine in a single message

· Are additional parameters required e.g. to control the stopping the event triggered reporting, to cover SON and or CGI e.g. reporting of specific cells

· Further details about the reporting need to be specified e.g. what the UE shall include (ASN.1 is missing), how this relates to the reporting configuration parameters

5. Inter RAT mobility

· Signalling model for supporting CCO i.e. can we transparently transfer a GERAN message (PCCO) as for the handover

· Activation of security and associated parameters e.g. to support key derivation (awaiting SA3)
· Overall procedure framework e.g. failure handling (alignment with intra E-UTRA handover)

· Detailed message contents and associated procedure details i.e. any additional parameters
6. Other

· How to inform NAS about DRB release i.e. distinction explicit release and release due to transfer to idle
· UE capability transfer – implications of SA2 agreements

7. PDUs

· Any additional messages needed e.g. Handover to E-UTRA message and/ or UE capability transfer compact
· Details of the parameters only configured by RRC (PDCP, RLC, MAC, Physical layer)

· Some restructuring of the IE section may be desirable e.g. to align with the new structure of the procedural specification. Some sub-IEs may not be needed e.g. to avoid an additional level
· Detailed message contents e.g.

· Further details of the MBSFN allocation pattern
· How to signal the global cell identity (awaiting RAN3)

8. Miscellaneous

· Performance requirements for RRC procedures

· Some aspects may be more appropriate to specify in elsewhere e.g. MAC may cover detecting an "SI-RNTI" on "PDCCH"

· How to constrain the contents of messages exchanged in-between network nodes (so as to avoid duplicate definitions of AS- configuration IEs)

9. Specification methodology

· FFS how to capture E-UTRAN requirements regarding message contents

· Protocol extension mechanism and the associated error handling
· Review of the PDU specification conventions

10. Finally
· ETWS (e.g. how to support primary notification, RRC segmentation for secondary notification)
· CSG (use of special PCI-range, use of measurement gaps during VoIP call, prioritisation of CSG for cell re-selection when using mixed frequency)
· SON (which additional measurement reporting mechanism are needed)
· CS fallback (which additional AS- mechanisms are required e.g. indication of call type, indication to trigger CS registration, expedited measurement reporting)
· Subscriber type and related mechanisms (assumed to have no/ limited impact)
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