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	Reason for change:
	The poolToAddModList IE is only contained in the IE SL-DiscConfig, which specifies the dedicated configuration information for sidelink discovery. In another word, the poolToAddModList IE could only be configured via dedicated signalling. As the result, according to the current description under ASN.1 review, the RSRP-based pool selection mechanism is only applicable for the CONNECTED UEs, which is not aligned with the agreements.
In addition, “the reference cell as indicated by discTxRefCarrier” in the description of sidelink discovery announcement pool selection is not accurate. According to the section 5.10.6b in the current 36.331 running CR, the reference cell could be 1) the primary carrier; or 2) a secondary carrier; or 3) the cell indicated by the discTxRefCarrierDedicated IE; or 4) the cell indicated by the discTxRefCarrierCommon IE; or 5) the DL frequency paired with the one used to transmit sidelink discovery announcements on as reference. So the current description excludes the case 1), 2) and 5) and is not accurate.

	
	

	Summary of change:
	1) The description for discovery pool selection is modified to cover both configurations via dedicated signalling and SIB19 cases. “within poolToAddModList” is removed.
2) The description for reference cell is modified to cover all the cases specified in the section 5.10.6b in the current 36.331 running CR. “the reference cell as indicated by discTxRefCarrier” is replaced by “the reference cell as specified in section 5.10.6b”.

	
	

	Consequences if not approved:
	The description of sidelink discovery announcement pool selection is inaccurate. 
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5.10.6a	Sidelink discovery announcement pool selection
A UE that is is configured with a list of resource pool entries for sidelink discovery announcement transmission shall:
1>	if poolSelection within poolToAddModList is set to rsrpBased:
2>	select an entry of the list of resource pools poolToAddModList for which the RSRP measurement of the reference cell as specified in 5.10.6bindicated by discTxRefCarrier, after applying the layer 3 filter defined by quantityConfig as specified in 5.5.3.2 , is in-between threshLow and threshHigh;
1>	else:
2>	randomly select, using a uniform distribution, an entry of the list of resource poolspoolToAddModList;
1>	configure lower layers to transmit the sidelink discovery announcement using the selected pool of resources;

