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1. Introduction
In the ASN.1 review issue list, the comment C.072 is proposed to group PUCCH related configuration on PUCCH SCell. This contribution gives the interpretation in detail about this issue. 
2. Discussion
In the draft RRC CR, the strudcture of PhysicalConfigDedicatedSCell-r10 is used for not only normal SCell but also PUCCH SCell. So the PUCCH SCell specific configuration is included in the PhysicalConfigDedicatedSCell-r10. Table-1 gives the PUCCH SCell specific parameter.  
Table-1
	No.
	PUCCH SCell specific parameter

	1
	pucch-ConfigDedicated-r13

	2
	pucch-ConfigDedicatedExt1-r13

	3
	pucch-ConfigDedicatedExt2-r13

	4
	pucch-ConfigDedicatedExt3-r13

	5
	pucch-ConfigDedicatedExt4-r13

	6
	schedulingRequestConfig-r13

	7
	schedulingRequestConfigExt-r13

	8
	cqi-ReportConfig-r13

	9
	pusch-ConfigDedicated-r13

	10
	pusch-ConfigDedicatedExt-r13

	11
	pusch-ConfigDedicatedExt2-r13

	12
	uplinkPowerControlDedicated-r13

	13
	uplinkPowerControlDedicatedExt-r13

	14
	tpc-PDCCH-ConfigPUCCH-SCell-r13



There are 14 parameters listed in Table-1, and there is no any additional description to indicate it only can be configured on PUCCH SCell.  To make the configuration clearly and the spec readable, we propose to group all the PUCCH SCell specific parameter together and based on the condition of PUCCH SCell .
Proposal 1:  propose to group the parameter listed in Table-1 into one structure, and the configuration is based on the condition of PUCCH SCell. 
The corresponding text proposal is given as below (i.e. change is marked in yellow). 
PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10






AntennaInfoDedicated-r10
OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r10

CrossCarrierSchedulingConfig-r10
OPTIONAL,
-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10


OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated

OPTIONAL
-- Need ON


}















OPTIONAL, 
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10


OPTIONAL,
-- Need ON



pusch-ConfigDedicatedSCell-r10


PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Need ON



uplinkPowerControlDedicatedSCell-r10
UplinkPowerControlDedicatedSCell-r10
OPTIONAL,
-- Need ON



cqi-ReportConfigSCell-r10



CQI-ReportConfigSCell-r10
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-r10

SoundingRS-UL-ConfigDedicated
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...,


[[
-- DL configuration as well as configuration applicable for DL and UL


csi-RS-ConfigNZPToReleaseList-r11
CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToAddModList-r11
CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigZPToReleaseList-r11
CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,
-- Need ON



csi-RS-ConfigZPToAddModList-r11

CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,
-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11



OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130

OPTIONAL,
-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130


OPTIONAL,
-- Need ON



pusch-ConfigDedicated-v1130



PUSCH-ConfigDedicated-v1130
OPTIONAL,
-- Need ON



uplinkPowerControlDedicatedSCell-v1130
UplinkPowerControlDedicated-v1130
OPTIONAL
-- Need ON

]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250

OPTIONAL,
-- Need ON



eimta-MainConfigSCell-r12


EIMTA-MainConfigServCell-r12
OPTIONAL,
-- Need ON


cqi-ReportConfigSCell-v1250


CQI-ReportConfig-v1250


OPTIONAL,
-- Need ON 



uplinkPowerControlDedicatedSCell-v1250
UplinkPowerControlDedicated-v1250
OPTIONAL,
-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250



OPTIONAL
-- Need ON

]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280

OPTIONAL
-- Need ON

]],



[[







pucch-Cell-r13





ENUMERATED {true}


OPTIONAL,
-- Cond PUCCH_SCell


crossCarrierSchedulingConfig-r13
CrossCarrierSchedulingConfig-r13
 OPTIONAL,
-- Cond Cross-Carrier-Config













pdcch-ConfigSCell-r13



PDCCH-ConfigSCell-r13

OPTIONAL,
-- Need ON




pdsch-ConfigDedicated-v13x0


PDSCH-ConfigDedicated-v13x0

OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-v13x0









SoundingRS-UL-ConfigDedicated-v13x0

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13









SoundingRS-UL-ConfigDedicatedUpPTsExt-r13

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v13x0









SoundingRS-UL-ConfigDedicatedAperiodic-v13x0
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13









SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

OPTIONAL,

-- Need ON




csi-RS-Config-v13x0




CSI-RS-Config-v13x0



OPTIONAL,
-- Need ON



laa-SCellConfiguration-r13

LAA-SCellConfiguration-r13

OPTIONAL
-- Need ON


pucch-SCellConfigDedicated-r13


PUCCH-SCellConfigDedicated-r13

OPTIONAL,

-- Cond PUCCH-SCell

]]

}
PUCCH-SCellConfiguration-r13 ::=


SEQUENCE {



pucch-ConfigDedicated-r13


PUCCH-ConfigDedicated

OPTIONAL,
-- Need ON


pucch-ConfigDedicatedExt1-r13

PUCCH-ConfigDedicated-v1020
OPTIONAL,
-- Need ON



pucch-ConfigDedicatedExt2-r13

PUCCH-ConfigDedicated-v1130
OPTIONAL,
-- Need ON



pucch-ConfigDedicatedExt3-r13

PUCCH-ConfigDedicated-v1250
OPTIONAL,
-- Cond eimta



pucch-ConfigDedicatedExt4-r13

PUCCH-ConfigDedicated-v13xy
OPTIONAL,
-- Need ON


pusch-ConfigDedicated-r13


PUSCH-ConfigDedicated

OPTIONAL,
-- Cond PUSCH-SCell



pusch-ConfigDedicatedExt-r13

PUSCH-ConfigDedicated-v1020
OPTIONAL,
-- Cond PUSCH-SCell



pusch-ConfigDedicatedExt2-r13

PUSCH-ConfigDedicated-v13xy
OPTIONAL,
-- Cond PUSCH-SCell


uplinkPowerControlDedicated-r13

UplinkPowerControlDedicated
OPTIONAL,
-- Cond UL-Power-SCell



uplinkPowerControlDedicatedExt-r13
UplinkPowerControlDedicated-v1020
OPTIONAL,
-- Cond UL-Power-SCell


schedulingRequestConfig-r13


SchedulingRequestConfig

OPTIONAL,

-- Need ON



schedulingRequestConfigExt-r13

SchedulingRequestConfig-v1020
OPTIONAL,
-- Need ON


tpc-PDCCH-ConfigPUCCH-SCell-r13

TPC-PDCCH-ConfigSCell

OPTIONAL,
-- Cond PUCCH-SCell



cqi-ReportConfig-v13xy




CQI-ReportConfig-v13xy



OPTIONAL,
-- Need ON

}
Proposal 2: propose to adopt the text proposal. 
3. Conclusion

According to the analysis in section 2, it is proposed:
Proposal 1:  propose to group the parameter listed in Table-1 into one structure, and the configuration is based on the condition of PUCCH SCell. 

Proposal 2: propose to adopt the text proposal. 
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