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1. Overall Description:

RAN2 thanks SA3 for the LS on algorithm selection in E-UTRA-NR Dual Connectivity.
RAN2 has discussed the handling of the UE’s NR security capabilities for EN-DC. The preferred choice is still to handle this on NAS layer since it is assumed similar solution will be adopted for standalone NR. 

It is however acceptable from a RAN2 point of view to handle these security capabilities as part of the NR radio access capabilities, which are obtained in the RAN using the UECapabilitiyEnquiry message and transparently stored in the MME, under the assumption that the parameters can be handled as any other UE NR capabilities. E.g. 

· No requirements to echo the NR security capabilities back to the UE
· The capabilities can be uploaded once and then stored in the MME as part of the Radio Access capabilities.

Additionally RAN2 would like to receive feedback on how the UE NR security capabilities should be handled for stand-alone NR. As mentioned above RAN2s assumption is that they would be handled as part of NAS and NG-C signalling. 

2. Actions:

To SA3 group.

ACTION:  To consider RAN2 reply in selecting the solution for handling the UE NR security capabilities and inform RAN2 about the agreed solutions for both EN-DC and stand alone NR.
3. Date of Next TSG-RAN2 Meetings:

RAN2#99
21 - 25 Aug 2017   
Berlin
RAN2#99-Bis
9 - 13 Oct 2017   
Prague
