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1
Introduction

Referring to the latest version of TS 37.324, there is a sub-clause 5.1 that defines actions upon establishment and release of the SDAP entity. Since the corresponding sub-clause specifies actions per a single SDAP entity, there is no need to clarify whether a particular SDAP entity is per a PDU session, per a cell group, etc. These and other architectural aspects could be captured in e.g. sub-clause 4.2, while sub-clause 5.1 will concentrate only on functionality of a single SDAP entity.
The corresponding text proposal can be found below, in section 2.

2
Text proposal for TS 37.324
------------------------------- TEXT PROPOSAL (BEGIN) ------------------------------------------
4.2.2
SDAP entities
The SDAP entities are located in the SDAP sublayer. Several SDAP entities may be defined for a UE. There is an SDAP entity configured per cell group for each individual PDU session. 
Editor’s Note: RAN2 should confirm if an SDAP entity on the network side has a corresponding peer entity on the UE side.

An SDAP entity receives/delivers SDAP SDUs from/to upper layers and sends/receives SDAP PDUs to/from its peer SDAP entity via lower layers. 
------------------------------- next section ------------------------------------------
5.1
SDAP entity handling

5.1.1
SDAP entity establishment
When RRC [3] requests an SDAP entity establishment, the UE shall:

-
establish an SDAP entity;

-
associate the SDAP entity with a default DRB.
5.1.2
SDAP entity release

When RRC [3] requests an SDAP entity release, the UE shall:

-
release the SDAP entity.
--------------------------------- TEXT PROPOSAL (END) -------------------------------------------
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