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1. Overall Description:

As specified in the current TS 38.321, the target preamble received power, i.e. PREAMBLE_RECEIVED_TARGET_POWER
, is computed as follows, and it is a necessary parameter to set the transmission power for preamble:
1>
set PREAMBLE_RECEIVED_TARGET_POWER to ra-PreambleInitialReceivedTargetPower + DELTA_PREAMBLE + (PREAMBLE_POWER_RAMPING_COUNTER – 1) * powerRampingStep;

One of the parameters in the above equation, DELTA_PREAMBLE, is the "preamble format based power offset". However, unlike in LTE where DELTA_PREAMBLE values are defined in TS 36.321 (see Table 7.6-1), the values of this parameter in NR has not been specified in TS 38.321. The missing of this parameter will result in the target preamble received power unable to be calculated. 
2. Actions:

To RAN1 group:
ACTION: 
RAN2 respectfully ask RAN1 the values of the preamble format based power offset, DELTA_PREAMBLE. 
3. Date of Next RAN2 Meetings:

TSG-RAN2 Meeting #101
26 February - 02 March 2018
Athens, Greece
TSG-RAN2 Meeting #101bis
16 - 20 April 2018
Sanya, China
� This parameter corresponds to � EMBED Equation.3 ��� in TS 38.213, V15.0.0
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