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1. Overall Description:

A CR on Emergency Service Fall back from NR to LTE (S2-179595) was approved during SA WG2 Meeting #124.
 According to the agreed CR, the UE would only trigger a emergency service request if
· emergency services indicator is included in the Registration Accept message earlier, and 

· the network indicates IMS PS voice is not supported or emergency service indicator is set to NO

The service request is meant for handover or redirection to a RAT supporting Emergency services. According to SA2 CR, based on service request from UE with service type set to emergency, the AMF would trigger N2 procedure resulting in either Connected state mobility (Handover procedure) or Idle state mobility (redirection) to either E-UTRA/5GC or to E-UTRAN/EPC. 

There are some confirmations required on the RAN assumption and SA2 requirements pertaining to emergency fall back support, including
· In LTE, MME is not able to trigger a handover without any initial request from source eNB, as the MME has no knowledge of UE radio conditions. RAN assumes that SA2 agreed to enhanced AMF functionality in 5GC to indicate/notify to the RAN that mobility for emergency fall back purposes is recommended.  

· AMF would not be able to trigger an optimum handover towards RAN for emergency purposes without any knowledge of the radio conditions of the UE. It is assumed that RAN would handle the handover/Release with redirect including selecting the target node based on RAN configuration. On receiving emergency service request, AMF would only trigger an N2 based notification procedure towards RAN for emergency fall back without specifying the type of mobility or the target cell.

· RAN continue to assume that the support for emergency services is consistent within a UE registration area, as for other features i.e network slicing.
· Emergency fall back from NR to LTE support is an optional feature in 5GS but if it is deployed, RAN assumes that all AMF’s support it within the 5GC to ensure consistent behaviour of the overall 5G network. 
2. Actions:

To SA2
ACTION: 
RAN WG2 requests SA2 to confirm the above RAN assumptions in terms of emergency fall back from NR to LTE and the requirements on RAN to support emergency fall back from NR to LTE, respectively. 
3. Date of Next RAN WG2 Meetings:

RAN WG2 Meeting #101 

26th Feb – 2nd March 2018
Athens, Greece
RAN WG2 Meeting #101bis
16th April– 20th April 2018
Sanya, China
