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	Reason for change:
	The reliability of activating/deactivating PDCP duplication needs to be improved. Duplication is typically expected to be triggered when the radio conditions start to deteriorate. It is possible that in some cases the MAC PDU including the Duplication Activation/Deactivation MAC CE is lost and not received by the UE. While this is less critical for deactivating the duplication (causing some waste of resources), it is an important problem when activating the duplication.


	
	

	Summary of change:
	The network optionally transmits multiple copies of one duplication control MAC CE in multiple MAC PDUs, either sequentially on a single carrier or on different carriers, using time or frequency diversity. If the PDCP on the UE receives an activation/deactivation request for a DRB for which duplication is already activated/deactivated or is not configured, it ignores the request silently.
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------------------------------------start of change-----------------------------------
5.11
Activation/Deactivation of PDCP duplication

At reception of an indication to activate the PDCP duplication from lower layers, the receiving PDCP entity shall:

-
if pdcpDuplication is configured and not activated:

-
set pdcpDuplication to activated.

-
else:

-
ignore the indication.

At reception of an indication to deactivate the PDCP duplication from lower layers, the receiving PDCP entity shall:

-
if pdcpDuplication is configured and activated:

-
set pdcpDuplication to not activated.

-
else:

-
ignore the indication.
------------------------------------the end of change----------------------------------

