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START OF THE FIRST CHANGE

10.3 Secondary Node Modification (MN/SN initiated)
[bookmark: _Toc497508512]10.3.1	EN-DC
The Secondary Node Modification procedure may be initiated either by the MN or by the SN and be used to modify, establish or release bearer contexts, to transfer bearer contexts to and from the SN or to modify other properties of the UE context within the same SN. It may also be used to transfer an NR RRC message from the SN to the UE via the MN and the response from the UE via MN to the SN (e.g. when SRB3 is not used).
The Secondary Node modification procedure does not necessarily need to involve signalling towards the UE.
MN initiated SN Modification
[image: ]
Figure 10.3.1-1: SN Modification procedure - MN initiated
The MN uses the procedure to initiate configuration changes of the SCG within the same SN, e.g. the addition, modification or release of SCG bearer(s) and the SCG RLC bearer of split bearer(s), as well as configuration changes for SN terminated MCG bearers. Bearer type change may result in adding the new bearer configuration and releasing the old bearer configuration within a single MN initiated SN Modification procedure for the respective E-RAB. The MN uses this procedure to perform handover within the same MN while keeping the SN. The MN also uses the procedure to query the current SCG configuration, e.g. when delta configuration is applied in a MN initiated SN change. The MN also uses the procedure to indicate whether SN can modify the SCG configuration of the UE via SRB3 or should refrain from modifying the configuration via SRB3. MN may not use the procedure to initiate the addition, modification or release of SCG Scells. The SN may reject the request, except if it concerns the release of SN terminated bearer(s) or the SCG RLC bearer of MN terminated bearer(s), or if it is used to perform handover within the same MN while keeping the SN. Figure 10.3.1-1 shows an example signalling flow for a MN initiated SN Modification procedure.
END OF THE FIRST CHANGE

START OF THE SECOND CHANGE
[bookmark: _Toc497508513]10.3.2	MR-DC with 5GC
Editor’s note: MR-DC with the 5GC is not complete and is targeted for completion in June 2018.
The SN Modification procedure may be initiated either by the MN or by the SN and be used to modify, establish or release PDU session/QoS Flow contexts, to transfer PDU session/QoS Flow contexts to and from the SN or to modify other properties of the UE context within the same SN. It may also be used to transfer an NR RRC message from the SN to the UE via the MN and the response from the UE via MN to the SN (e.g. when SRB3 is not used).
The SN modification procedure does not necessarily need to involve signalling towards the UE.
MN initiated SN Modification
[image: ]
Figure 10.3.2-1: SN Modification procedure - MN initiated 
The MN uses the procedure to initiate configuration changes of the SCG within the same SN, including addition, modification or release PDU session/QoS Flows mapped onto SN terminated bearer(s) and MN terminated bearers with an SCG RLC bearer. The MN uses the procedure to query the current SCG configuration, e.g. when delta configuration is applied in a MN initiated SN change. The MN also uses the procedure to indicate whether SN can modify the SCG configuration of the UE via SRB3 or should refrain from modifying the configuration via SRB3. MN may not use the procedure to initiate the addition, modification or release of SCG Scells. The SN may reject the request, except if it concerns the release of PDU session/QoS flow. Figure 10.3.2-1 shows an example signalling flow for a MN initiated SN Modification procedure.
END OF THE SECOND CHANGE
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