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1	Introduction
The offline discussion #08 was created during RAN2 NR-AH#3 with the following scope:
R2-1800834	UE capabilities for SUO [N.118]	Nokia, Nokia Shanghai Bell	discussion	Rel-15	38.331	NR_newRAT-Core	Late
=>	Location of singleTx within the UL and/or DL parts of the band combination to be concluded after the UL/DL decoupling is included.
[bookmark: _Toc504743858]=>	Offline discussion to conclude on the rewording of the description in 36.306 (Offline discussion #08, Nokia)

In this document we present the result of the offline discussion for agreement.
2	Updated capability description for SUO
After discussion, the following TP seems agreeable to companies: 

-	singleTx
This field indicates that the UE does not supports simultaneous UL transmissions as defined in 3GPP TS 38.101-3 [X]. The UE may only set this bit for a problematic certain band combinations defined in 3GPP TS 38.101-3 [2]. If set for a particular band combination,s the bit it applies to all fallback band combinations of this band combination BCs that are defined in 3GPP TS 38.101-3 [X2] as being allowed to set the bitproblematic BCs and . It does not apply to any other fallback band combinationsBCs that are defined in 3GPP TS 38.101-3 [X2] as not problematic BCs.

[bookmark: _GoBack]Proposal 1: Adopt the changes shown in this document to 38.306.
