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------------------------------------1st change start ----------------------------------------------

5.1.4
Random Access Response reception

Once the Random Access Preamble is transmitted and regardless of the possible occurrence of a measurement gap, the MAC entity shall:

1>
if 'multiple preamble transmission' has been signalled:

2>
start the ra-ResponseWindow at the start of the first PDCCH occasion after a fixed duration of X symbols (specified in TS 38.213 [6]) from the end of the first preamble transmission;
2>
monitor the PDCCH of the SpCell for Random Access Response(s) identified by the RA-RNTI(s) while ra-ResponseWindow is running;
1>
else if the contention free Random Access Preamble for beam failure recovery request was transmitted by the MAC entity:
2>
start the bfr-ResponseWindow at the start of the first PDCCH occasion after a fixed duration of X symbols (specified in TS 38.213 [6]) from the end of the preamble transmission;

2>
monitor the PDCCH of the SpCell for response to beam failure recovery request identified by the C-RNTI while bfr-ResponseWindow is running;
1>
else:

2>
start the ra-ResponseWindow at the start of the first PDCCH occasion after a fixed duration of X symbols (specified in TS 38.213 [6]) from the end of the preamble transmission;

2>
monitor the PDCCH of the SpCell for Random Access Response(s) identified by the RA-RNTI while the ra-ResponseWindow is running;
1>
if PDCCH transmission is addressed to the C-RNTI; and

1>
if the contention free Random Access Preamble for beam failure recovery request was transmitted by the MAC entity:

2>
consider the Random Access procedure successfully completed.
2>  stop bfr-ResponseWindow.
1>
else if a downlink assignment has been received on the PDCCH for the RA-RNTI and the received TB is successfully decoded:
2>
if the Random Access Response contains a Backoff Indicator subheader:

3>
set the PREAMBLE_BACKOFF to value of the BI field of the Backoff Indicator subheader using Table 7.2-1.

2>
else:

3>
set the PREAMBLE_BACKOFF to 0 ms.

2>
if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted PREAMBLE_INDEX (see subclause 5.1.3):

3>
consider this Random Access Response reception successful;

2>
if the Random Access Response reception is considered successful:

3>
if the Random Access Response includes RAPID only:
4>
consider this Random Access procedure successfully completed; 
4>
indicate the reception of an acknowledgement for the SI request to upper layers;
3>
else:

4>
if 'multiple preamble transmission' has been signalled:
5>
stop transmitting remaining preambles, if any; 

4>
apply the following actions for the Serving Cell where the Random Access Preamble was transmitted:

5>
process the received Timing Advance Command (see subclause 5.2);

5>
indicate the ra-PreambleInitialReceivedTargetPower and the amount of power ramping applied to the latest preamble transmission to lower layers (i.e. (PREAMBLE_POWER_RAMPING_COUNTER – 1) * powerRampingStep);
5>
process the received UL grant value and indicate it to the lower layers;

4>
if the Random Access Preamble was not selected by the MAC entity among the common PRACH preambles:

5>
consider the Random Access procedure successfully completed.

4>
else:

5>
set the TEMPORARY_C-RNTI to the value received in the Random Access Response;

5>
if this is the first successfully received Random Access Response within this Random Access procedure:

6>
if the transmission is not being made for the CCCH logical channel:

7>
indicate to the Multiplexing and assembly entity to include a C-RNTI MAC CE in the subsequent uplink transmission;
6>
obtain the MAC PDU to transmit from the Multiplexing and assembly entity and store it in the Msg3 buffer.
1>
if ra-ResponseWindow expires, and if the Random Access Response containing Random Access Preamble identifiers that matches the transmitted PREAMBLE_INDEX has not been received; or

1>
if bfr-ResponseWindow expires and if the PDCCH addressed to the C-RNTI has not been received:

2>
consider the Random Access Response reception not successful;
2>
increment PREAMBLE_TRANSMISSION_COUNTER by 1;

2>
if PREAMBLE_TRANSMISSION_COUNTER = ra-PreambleTx-Max + 1:

3>
if the Random Access Preamble is transmitted on the SpCell:

4>
indicate a Random Access problem to upper layers;

3>
else if the Random Access Preamble is transmitted on a SCell:

4>
consider the Random Access procedure unsuccessfully completed;

2>
if in this Random Access procedure, the Random Access Preamble was selected by MAC among the common PRACH preambles:

3>
select a random backoff time according to a uniform distribution between 0 and the PREAMBLE_BACKOFF;

3>
delay the subsequent Random Access Preamble transmission by the backoff time;

2>
perform the Random Access Resource selection procedure (see subclause 5.1.2).
The MAC entity may stop ra-ResponseWindow (and hence monitoring for Random Access Response(s)) after successful reception of a Random Access Response containing Random Access Preamble identifiers that matches the transmitted PREAMBLE_INDEX.
HARQ operation is not applicable to the Random Access Response transmission.
------------------------------------1st change end ----------------------------------------------

------------------------------------2nd change start ---------------------------------------------

5.7
Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE’s PDCCH monitoring. When in RRC_CONNECTED, if DRX is configured, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the MAC entity shall monitor the PDCCH continuously. When using DRX operation, the MAC entity shall monitor PDCCH according to requirements found in this specification.
RRC controls DRX operation by configuring the following timers:

-
drx-onDurationTimer: the duration at the beginning of a DRX Cycle;
-
drx-SlotOffset: the delay in slots before starting the drx-onDurationTimer;
-
drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates an initial UL or DL user data transmission for the MAC entity;

-
drx-RetransmissionTimerDL (per DL HARQ process): the maximum duration until a DL retransmission is received;

-
drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;
-
drx-LongCycle: the Long DRX cycle;

-
drx-ShortCycle (optional): the Short DRX cycle;

-
drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;

-
drx-HARQ-RTT-TimerDL (per DL HARQ process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;

-
drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.

When a DRX cycle is configured, the Active Time includes the time while: 

-
drx-onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimerDL or drx-RetransmissionTimerUL or ra-ContentionResolutionTimer (as described in subclause 5.1.5) or bfr-ResponseWindow (as described in subclause 5.1.4)is running; or

-
a Scheduling Request is sent on PUCCH and is pending (as described in subclause 5.4.4); or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the preamble not selected by the MAC entity (as described in subclause 5.1.4).

When DRX is configured, the MAC entity shall:
1>
if a drx-HARQ-RTT-TimerDL expires:

2>
if the data of the corresponding HARQ process was not successfully decoded:

3>
start the drx-RetransmissionTimerDL for the corresponding HARQ process.
1>
if an drx-HARQ-RTT-TimerUL expires:

2>
start the drx-RetransmissionTimerUL for the corresponding HARQ process.

1>
if a DRX Command MAC CE or a Long DRX Command MAC CE is received:

2>
stop drx-onDurationTimer;

2>
stop drx-InactivityTimer.

1>
if drx-InactivityTimer expires or a DRX Command MAC CE is received:

2>
if the Short DRX cycle is configured:

3>
start or restart drx-ShortCycleTimer;

3>
use the Short DRX Cycle.

2>
else:

3>
use the Long DRX cycle.
1>
if drx-ShortCycleTimer expires:

2>
use the Long DRX cycle.
1>
if a Long DRX Command MAC CE is received:

2>
stop drx-ShortCycleTimer;

2>
use the Long DRX cycle.

1>
if the Short DRX Cycle is used, and [(SFN * 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or

1>
if the Long DRX Cycle is used, and [(SFN * 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:

2>
if drx-SlotOffset is configured:
3>
start drx-onDurationTimer after drx-SlotOffset;
2>
else:

3>
start drx-onDurationTimer.

1>
if the MAC entity is in Active Time:
2>
monitor the PDCCH;

2>
if the PDCCH indicates a DL transmission or if a DL assignment has been configured:
3>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process immediately after the corresponding PUCCH transmission;

3>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process;
2>
if the PDCCH indicates a UL transmission or if a UL grant has been configured:

3>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process immediately after the first repetition of the corresponding PUSCH transmission;

3>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process;

2>
if the PDCCH indicates a new transmission (DL or UL):

3>
start or restart drx-InactivityTimer.
1>
else (i.e. not part of the Active Time):

2>
not report CQI/PMI/RI on PUCCH.

------------------------------------2nd change end --------------------------------------------
