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	The resetting of the RLF timers and counters should be specified in normative text instead of just having this sentence in the field description of the RRC spec as currently done. There are 3 sub cases where the RLF timers and counters should be reset: 

1) Explicit reconfiguration of RS(s) for RLF. 

2) No explicit RS for RLF but only one TCI-state is configured for the UE and this TCI stage is reconfigured by the network 

3) No RLM RS is configured and a MAC CE is used to change the TCI state from one state to another (when multiple TCI states are configured for the UE).
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	Other comments:
	


5.3.10
Radio link failure related actions
5.3.10.1
Detection of physical layer problems in RRC_CONNECTED

The UE shall:
1>
upon receiving N310 consecutive "out-of-sync" indications for the SpCell from lower layers while T311 is not running:

2>
start timer T310 for the corresponding SpCell.

Editor's Note: FFS: Under which condition physical layer problems detection is performed, e.g. neither T300, T301, T304 nor T311 is running. It's subject to the harmonization of the RRC procedures for RRC Connection establishment/resume/re-establishment and RRC connection reconfiguration. 

5.3.10.2
Recovery of physical layer problems
Upon receiving N311 consecutive "in-sync" indications for the SpCell from lower layers while T310 is running, the UE shall:
1>
stop timer T310 for the corresponding SpCell.

NOTE 1:
In this case, the UE maintains the RRC connection without explicit signalling, i.e. the UE maintains the entire radio resource configuration.

NOTE 2:
Periods in time where neither "in-sync" nor "out-of-sync" is reported by layer 1 do not affect the evaluation of the number of consecutive "in-sync" or "out-of-sync" indications.

5.3.10.3
Detection of radio link failure
The UE shall:
1>
upon T310 expiry in PCell; or

1>
upon random access problem indication from MCG MAC while T311 is not running; or

Editor's Note: FFS: Under which condition physical layer problems detection is performed, e.g. neither T300, T301, T304 nor T311 is running. It's subject to the harmonization of the RRC procedures for RRC Connection establishment/resume/re-establishment and RRC connection reconfiguration.

1>
upon indication from MCG RLC that the maximum number of retransmissions has been reached:

Editor's Note: FFS whether maximum ARQ retransmission is only criteria for RLC failure.

2>
consider radio link failure to be detected for the MCG i.e. RLF;

Editor's Note: FFS Whether indications related to beam failure recovery may affect the declaration of RLF.

Editor's Note: FFS: How to handle RLC failure in CA duplication for MCG DRB and SRB. 

Editor's Note: FFS: RLF related measurement reports e.g. VarRLF-Report is supported in NR. 

2>
if AS security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in x.x.x FFS_Ref, with release cause 'other';

2>
else:

3>
initiate the connection re-establishment procedure as specified in x.x.x FFS_Ref.

The UE shall:

1>
upon T310 expiry in PSCell; or

1>
upon random access problem indication from SCG MAC; or

1>
upon indication from SCG RLC that the maximum number of retransmissions has been reached:

2>
consider radio link failure to be detected for the SCG i.e. SCG-RLF;

Editor's Note: FFS: How to handle RLC failure in CA duplication for SCG DRB and SRB. 

2>
initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.

5.3.10.4
Handling of RLF Timers & Constants
The UE shall:
1>
if at least one RadioLinkMonitoringRS with the purpose set as rlf or both is configured in the RadioLinkMonitoringConfig:
2>
if the RadioLinkMonitoringRS for RLF (with purpose set as rlf or both) is reconfigured by the network:
3>
stop timer T310 for the corresponding SpCell, if running, and
3>
reset the counters N310 and N311
1>
else

2>
if there’s only one TCI state configured in the tci-StatesPDCCH-ToAddList and the configured TCI State is reconfigured to another one (e.g. due to the reconfiguration of ControlResourceSet or reconfiguration of the tci-StatesPDCCH-ToAddList):
3>
stop timer T310 for the corresponding SpCell, if running, and
3>
reset the counters N310 and N311
2>
if RLF reset indication is received from lower layers:
3>
stop timer T310 for the corresponding SpCell, if running, and
3>
reset the counters N310 and N311
–
RadioLinkMonitoringConfig
The RadioLinkMonitoringConfig IE is used to configure radio link monitoring for detection of beam- and/or cell radio link failure. See also 38.321, section 5.1.1.

RadioLinkMonitoringConfig information element

-- ASN1START

-- TAG-RADIOLINKMONITORINGCONFIG-START

RadioLinkMonitoringConfig ::=

SEQUENCE {


failureDetectionResourcesToAddModList
SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS
OPTIONAL, 
-- Need N


failureDetectionResourcesToReleaseList
SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS-Id
OPTIONAL,-- Need N


beamFailureInstanceMaxCount



ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}








OPTIONAL,
-- Need S


beamFailureDetectionTimer      


ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}


OPTIONAL,
-- Need R


...

}

RadioLinkMonitoringRS ::=


SEQUENCE {


radioLinkMonitoringRS-Id



RadioLinkMonitoringRS-Id,


purpose







ENUMERATED {beamFailure, rlf, both},


detectionResource




CHOICE {



ssb-Index






SSB-Index,



csi-RS-Index





NZP-CSI-RS-ResourceId


},


...

}

-- TAG-RADIOLINKMONITORINGCONFIG-STOP

-- ASN1STOP

	RadioLinkMonitoringConfig field descriptions

	beamFailureDetectionTimer
Timer for beam failure detection (see 38.321, section FFS_Section). See also the BeamFailureRecoveryConfig IE. Value in number of "periods of Beam Failure Detection" Reference Signal. Value pbfd1 corresponds to 1 period of Beam Failure Detection Reference Signal, value pbfd2 corresponds to 2 periods of Beam Failure Detection Reference Signal and so on. When the network reconfigures this field, the UE resets on-going beamFailureDetectionTimer and the counter related to beamFailureInstanceMaxCount.

	beamFailureInstanceMaxCount
This field determines after how many beam failure events the UE triggers beam failure recovery (see 38.321, section 5.17). Value n1 corresponds to 1 beam failure instance, n2 corresponds to 2 beam failure instances and so on. When the network reconfigures this field, the UE resets on-goingbeamFailureDetectionTimer and the counter related to beamFailureInstanceMaxCount. If the field is absent, the UE does not trigger beam failure recovery.

	failureDetectionResourcesToAddModList
A list of reference signals for detecting beam failure and/or cell level radio link failure (RLF). The network configures at most two detectionResources per BWP for the purpose "beamFailure" or "both". If no RSs are provided for the purpose of beam failure detection, the UE performs beam monitoring based on the activated TCI-State for PDCCH. However, if the activated TCI state refers to an aperiodic or semi-persistent CSI-RS, the gNB configures the failure detection resources explicitly (FFS_RAN1: TBC by RAN1). If no RSs are provided in this list at all (neither for Cell- nor for Beam-RLM), the UE performs also Cell-RLM based on the activated TCI-State of PDCCH (FFS_RAN1: TBC by RAN1). When the RS(s) for beam failure detection (BFD) is reconfigured by the network, the UE resets the on-going beamFailureDetectionTimerand the counter related to beamFailureInstanceMaxCount.


	RadioLinkMonitoringRS field descriptions

	detectionResource
A reference signal that the UE shall use for radio link monitoring. 

	purpose
Determines whether the UE shall monitor the associated reference signal for the purpose of cell- and/or beam failure detection.


