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	Reason for change:
	According to the latest RAN3 specification TS38.413, the field "UE Radio Capability for Paging" is defined in NG-C interface for paging enhancement feature, and the field description mentioned "RRC container, as defined in TS38.331[18]" (see below).
9.3.1.68
UE Radio Capability for Paging
This IE contains paging specific UE Radio Capability information.

IE/Group Name

Presence

Range

IE type and reference

Semantics description

UE Radio Capability for Paging
M
OCTET STRING

RRC Container, as defined in TS 38.331 [18].
So the corresponding inter-Node RRC message can be introduced in 38.331, same with "UERadioPagingInformation" in 36.331, this new message can include the UE suppoted NR band list.



	
	

	Summary of change:
	Introducing a new inter-node RRC message “UERadioPagingInformation” in section 11.2, which including the UE supported NR band list. 
Impact Analysis
Applicable to EN-DC or SA

SA

Impacted functionality

Paging enhancement in SA RRC_CONNECTED and RRC IDLE

Inter-operability

1.
This modification is backward compatible, No impact.
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Start of change

11.2
Inter-node RRC messages

11.2.1
General

This section specifies RRC messages that are sent either across the X2-, Xn- or the NG-interface, either to or from the gNB, i.e. a single 'logical channel' is used for all RRC messages transferred across network nodes. The information could originate from or be destined for another RAT.

-- ASN1START

-- TAG_NR-INTER-NODE-DEFINITIONS-START

NR-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ARFCN-ValueNR,


CellIdentity,


CSI-RS-Index,

FreqBandIndicatorNR,

GapConfig,


maxBandComb,


maxNrofSCells,


maxNrofServingCells-1,


maxNrofIndexesToReport,


MeasQuantityResults,


MeasResultSCG-Failure,


MeasResultCellListSFTD,


MeasResultList2NR,

maxBands,

P-Max,


PhysCellId,


RadioBearerConfig,


RRCReconfiguration,


ServCellIndex,


SetupRelease,


SSB-Index,


SSB-MTC,


ShortMAC-I,


UE-CapabilityRAT-ContainerList

FROM NR-RRC-Definitions;

-- TAG_NR-INTER-NODE-DEFINITIONS-STOP

-- ASN1STOP

11.2.2
Message definitions

******** Ignore the non-related part *********

–
UERadioPagingInformation
This message is used to transfer radio paging information, covering both upload to and download from the AMF.

Direction: gNB to/ from AMF
UERadioPagingInformation message

-- ASN1START

UERadioPagingInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueRadioPagingInformation


UERadioPagingInformation-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UERadioPagingInformation-IEs ::= SEQUENCE {


supportedBandListNRForPaging

SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicatorNR 
OPTIONAL,


nonCriticalExtension



SEQUENCE {}











OPTIONAL
}

-- ASN1STOP

	UERadioPagingInformation field descriptions

	supportedBandListNRForPaging

Indicates the UE supported NR frequency bands which is derived by the gNB from UE-NR-Capability.


11.3
Inter-node RRC information element definitions

End of change
