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6.3.2
Radio resource control information elements

********** CONTENT IS PARTIALLY OMITED **********
–
CellAccessRelatedInfo


The IE CellAccessRelatedInfo indicates cell access related information for this cell.
CellAccessRelatedInfo information element

-- ASN1START

-- TAG-CELL-ACCESS-RELATED-INFO-START

CellAccessRelatedInfo
::=


SEQUENCE {


plmn-IdentityList




PLMN-IdentityInfoList,



reservedForFutureUse            

ENUMERATED {true}  OPTIONAL, 


...

}

-- TAG- CELL-ACCESS-RELATED-INFO-STOP

-- ASN1STOP
********** CONTENT IS PARTIALLY OMITED **********
–
PLMN-IdentityInfoList
Includes a list of PLMN identity information.
PLMN-IdentityInfoList information element

-- ASN1START

-- TAG-PLMN-IDENTITY-LIST-START

PLMN-IdentityInfoList ::=



SEQUENCE (SIZE (1..maxPLMN-Info)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-IdentityList






SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity,


trackingAreaCode






TrackingAreaCode OPTIONAL,  


ranNotificationAreaCode





RANNotificationAreaCode




OPTIONAL,
cellIdentity







CellIdentity,


cellReservedForOperatorUse 




ENUMERATED {reserved, notReserved}, 

...

}

-- TAG-PLMN-IDENTITY-LIST-STOP

-- ASN1STOP
********** CONTENT IS PARTIALLY OMITED **********
–
RANNotificationAreaCode
The IE RANNotificationAreaCode is used to identify a RAN notification area within the scope of a tracking area.
RANNotificationAreaCode information element

-- ASN1START

-- TAG-RAN-Notification-Area-Code-START

RANNotificationAreaCode ::=



BIT STRING (SIZE (8))

-- TAG-RAN-Notification-Area-Code-STOP

-- ASN1STOP

