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	Reason for change:
	If there is no redirectedCarrierInfo configuration, the RRC_INACTIVE UE should take the carriers in the RAN notification area as the highest in roder to redcue the signlaing overhead for RRC_INACTIVE UE.

	
	

	Summary of change:
	The main changes:

1. If there is no redirectedCarrierInfo configuration, the RRC_INACTIVE UE should take the carriers in the RAN notification area as the highest in roder to redcue the signlaing overhead for RRC_INACTIVE UE.
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	If there is no redirectedCarrierInfo configuration, the RRC_INACTIVE UE will endure the higher signlaing overhead due to RNAU.
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****************************************Begin of the change **************************************
5.2.6
Selection of cell when leaving RRC_CONNECTED state
On transition from RRC_CONNECTED to RRC_IDLE state or RRC_INACTIVE state, UE shall attempt to camp on a suitable cell according to redirectedCarrierInfo if included in the RRC message used for this transition. If the UE cannot find a suitable cell, the UE is allowed to camp on any suitable cell of the indicated RAT. 
If the RRC Release message does not contain the redirectedCarrierInfo when the network releases UE to RRC_IDLE state, UE shall attempt to select a suitable cell on a NR carrier. If no suitable cell is found according to the above, the UE shall perform cell selection using stored information in order to find a suitable cell to camp on.
If the RRC Release message does not contain the redirectedCarrierInfo when the network releases UE to RRC_INACTIVE state, UE shall attempt to select a suitable cell on a carrier contained in the current RAN notification area and consider priorities of the cells contained in the current RAN notification area are higher than the cells not in the current RAN notification area on a selected carrier. If the UE cannot find a suitable cell, the UE is allowed to camp on any suitable cell.
When returning to RRC_IDLE state after UE moved to RRC_CONNECTED state from camped on any cell state, UE shall attempt to camp on an acceptable cell according to redirectedCarrierInfo, if included in the RRC Release message. If the UE cannot find an acceptable cell, the UE is allowed to camp on any acceptable cell of the indicated RAT. If the RRC Release message does not contain redirectedCarrierInfo UE shall attempt to select an acceptable cell on a NR carrier. If no acceptable cell is found according to the above, the UE shall continue to search for an acceptable cell of any PLMN in state any cell selection.
****************************************End of the change **************************************

