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Introduction
At the previous RAN2#102 meeting, the question of whether a PDCCH order to initiate CFRA should leave the UE with the freedom to select which UL carrier to use. We further discuss this topic in this contribution.
[bookmark: _Ref178064866]Discussion
In the previous RAN2#102 meeting two contributions, [1] and [2], discussed if the PDCCH order should indicate UL carrier. In the previous RAN1#93 it was agreed, see [3], that the PDCCH order to initiate RA should contain a 1 bit SUL indicator to distinguish if the preamble should be transmitted on the SUL or NUL. The same logic is used when CFRA resources are configured using RRC in the RACH-ConfigfDedicated IE in ReconfigurationWithSync for HO. 
[bookmark: _Toc347822666][bookmark: _Toc347823812][bookmark: _Toc347823993][bookmark: _Toc347824244][bookmark: _Toc516819248][bookmark: _Toc517288629][bookmark: _Toc517360969]Both RRC configuration of CFRA resources and PDCCH order to initiate CFRA indicate if the SUL or NUL is used.
We believe that when the gNB sends a PDCCH order to a UE to initiate CFRA it will have sufficient knowledge of the channel conditions to decide which UL carrier should be used. In any event, if the gNB has outdated information or is unsure if the channel conditions on NUL is sufficient, it can always choose the SUL carrier since it can be assumed to have better channel conditions.  In addition to this, the gNB has the knowledge to determine how to distribute load on the carriers. 
To conclude, we propose:
[bookmark: _Toc347823621][bookmark: _Toc347824073][bookmark: _Toc347824246][bookmark: _Toc516577198][bookmark: _Toc517288595][bookmark: _Toc517288617][bookmark: _Toc517288631][bookmark: _Toc517360971]The PDCCH order for Random Access agreed by RAN1 is sufficient and requires no updates to 38.321.
Conclusion
In section 2 we made the following observations:
Observation 1	Both RRC configuration of CFRA resources and PDCCH order to initiate CFRA indicate if the SUL or NUL is used.

Based on the discussion in section 2 we propose the following:
[bookmark: _GoBack]Proposal 1	The PDCCH order for Random Access agreed by RAN1 is sufficient and requires no updates to 38.321.
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