3GPP TSG-RAN WG2 NR Ad Hoc 1807

R2-1810103
Montreal, Canada, 2nd – 6th July, 2018
Title:
[Draft] LS reply on inclusion of NSSAI in RRC connection establishment procedure
Response to:

Release:
Rel-15
Work Item:
NR_newRAT-Core
Source:
LGE [to be RAN2]
To:
SA2
Cc:
RAN3, CT1
Contact person:
HyunJung Choe

stella.choe@lge.com 
Attachments:


1
Overall description
RAN2 thanks SA2 for their LS on inclusion of NSSAI in RRC connection establishment procedure. 

RAN2 has discussed the following questions in the LS:

1) Does RAN need Requested NSSAI during RRC Connection establishment procedure triggered by the NAS procedure other than Registration procedure (e.g. Service Request procedure)? If the RAN needs it then how does the RAN use Requested NSSAI in RRC Connection establishment procedure for purposes different than AMF routing?
2) Would the RAN benefit from receiving an Allowed NSSAI from CN during CN initiated paging procedure?

RAN2 Reply:

RAN2 has discussed the first question and concluded as follows:
· RAN does not need Requested NSSAI during RRC connection establishment triggered by the NAS procedure other than Registration procedure. 
RAN2 has also discussed the second question and concluded as follows.
· In RAN2 point of view, RAN does not need Requested NSSAI during CN initiated paging procedure. 
2
Actions
To SA2
ACTION: 
RAN2 respectfully asks SA2 to take the above answers from RAN2 into account. 
3
Dates of next RAN2 meetings
RAN2#103
20th – 24th Jul 2018

Gothenburg, Sweden 
RAN2#103Bis
8th October – 12th October, 2018
Chengdu, China
