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5.3.1.2
Security

AS security comprises of the integrity protection of RRC signalling (SRBs) as well as the ciphering of RRC signalling (SRBs) and user data (DRBs).

RRC handles the configuration of the security parameters which are part of the AS configuration: the integrity protection algorithm, the ciphering algorithm and two parameters, namely the keyChangeIndicator and the nextHopChainingCount, which are used by the UE to determine the AS security keys upon handover, connection re-establishment and/ or connection resume.

The integrity protection algorithm is common for signalling radio bearers SRB1 and SRB2. When configured with MCG only, the ciphering algorithm is common for all radio bearers (i.e. SRB1, SRB2 and DRBs). Neither integrity protection nor ciphering applies for SRB0.

RRC integrity and ciphering are always activated together, i.e. in one message/ procedure. RRC integrity and ciphering are never de-activated. However, it is possible to switch to a 'NULL' ciphering algorithm (eea0).

The 'NULL' integrity protection algorithm (eia0) is used only for the UE in limited service mode [32, TS33.401]. In case the 'NULL' integrity protection algorithm is used, 'NULL' ciphering algorithm is also used.

NOTE 1:
Lower layers discard RRC messages for which the integrity check has failed and indicate the integrity verification check failure to RRC.

The AS applies three different security keys: one for the integrity protection of RRC signalling (KRRCint), one for the ciphering of RRC signalling (KRRCenc) and one for the ciphering of user data (KUPenc). All three AS keys are derived from the KeNB key. The KeNB is based on the KASME key, which is handled by upper layers.
Upon connection establishment new AS keys are derived. No AS-parameters are exchanged to serve as inputs for the derivation of the new AS keys at connection establishment.

The integrity and ciphering of the RRC message used to perform handover is based on the security configuration used prior to the handover and is performed by the source eNB.

The integrity and ciphering algorithms can only be changed upon handover. The four AS keys (KeNB, KRRCint, KRRCenc and KUPenc) change upon every handover, connection re-establishment and connection resume. The keyChangeIndicator is used upon handover and indicates whether the UE should use the keys associated with the KASME key taken into use with the latest successful NAS SMC procedure. The nextHopChainingCount parameter is used upon handover, connection re-establishment and connection resume by the UE when deriving the new KeNB that is used to generate KRRCint, KRRCenc and KUPenc (see TS 33.401 [32]). An intra cell handover procedure may be used to change the keys in RRC_CONNECTED.

For each radio bearer an independent counter (COUNT, as specified in TS 36.323 [8]) is maintained for each direction. For each DRB, the COUNT is used as input for ciphering. For each SRB, the COUNT is used as input for both ciphering and integrity protection. It is not allowed to use the same COUNT value more than once for a given security key. At connection resume the COUNT is reset. In order to limit the signalling overhead, individual messages/ packets include a short sequence number (PDCP SN, as specified in TS 36.323 [8]). In addition, an overflow counter mechanism is used: the hyper frame number (TX_HFN and RX_HFN, as specified in TS 36.323 [8]). The HFN needs to be synchronized between the UE and the eNB. The eNB is responsible for avoiding reuse of the COUNT with the same RB identity and with the same KeNB, e.g. due to the transfer of large volumes of data, release and establishment of new RBs. In order to avoid such re-use, the eNB may e.g. use different RB identities for successive RB establishments, trigger an intra cell handover or an RRC_CONNECTED to RRC_IDLE to RRC_CONNECTED transition.

For each SRB, the value provided by RRC to lower layers to derive the 5-bit BEARER parameter used as input for ciphering and for integrity protection is the value of the corresponding srb-Identity with the MSBs padded with zeroes.

In case of DC, a separate KeNB is used for SCG-DRBs (S-KeNB). This key is derived from the key used for the MCG (KeNB) and an SCG counter that is used to ensure freshness. To refresh the S-KeNB e.g. when the COUNT will wrap around, E-UTRAN employs an SCG change, i.e. an RRCConnectionReconfiguration message including mobilityControlInfoSCG. When performing handover, while at least one SCG-DRB remains configured, both KeNB and S-KeNB are refreshed. In such case E-UTRAN performs handover with SCG change i.e. an RRCConnectionReconfiguration message including both mobilityControlInfo and mobilityControlInfoSCG. The ciphering algorithm is common for all radio bearers within a CG but may be different between MCG and SCG. The ciphering algorithm for SCG DRBs can only be changed upon SCG change.

In case of EN-DC, the network indicates whether the UE shall use either KeNB or S-KgNB for a particular DRB. S-KgNB is derived in the same way as S-KeNB as defined in 33.501[86], uses a different counter (sk-Counter) and is used only for DRBs using NR PDCP. Whenever there is a need to refresh S-KgNB, e.g. upon change of MN or SN, the NR SCG reconfiguration with sync and key change is used (see 5.3.1.1). E-UTRAN provides a UE configured with EN-DC with an sk-Counter even when no DRB is setup using S-KgNB i.e. to facilitate configuration of SRB3. The same ciphering algorithm is used for all radio bearers using the same key (i.e. KeNB or S-KgNB). Likewise, the same integrity algorithm is used for all SRBs using the same key. Although NR RRC uses different values for the security algorithms than E-UTRA, the actual algorithms are the same in case of EN-DC in this version of the specification. Hence, for such algorithms, the security capabilities supported by a UE are consistent across these RATs.

NOTE 2: The network ensures that not the same values of the SCG counter and the sk-Counter is used when deriving S-KgNB and/or S-KeNB from the same KeNB. 
5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:

2>
re-establish PDCP for SRB2 configured with E-UTRA PDCP entity and for all DRBs that are established and configured with E-UTRA PDCP, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established and configured with E-UTRA RLC, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in 5.3.5.8;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 1:
Void

NOTE 2:
Void

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 3:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or

1>
if the current UE configuration includes one or more split DRBs configured with pdcp-Config and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;

1>
if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release: or
1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:

2>
perform ENDC release as specified in TS38.331 [82, 5.3.5.10];

1>
if the received RRCConnectionReconfiguration includes the sk-Counter:

2>
perform key update procedure as specified in TS 38.331 [82, 5.3.5.7];

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:

2>
resume SRB2 and all DRBs that are suspended, if any, including RBs configured with NR PDCP;

NOTE 4:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

NOTE 5:
The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;

1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:

2>
perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;

1>
if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated:

2>
perform the V2X sidelink communication dedicated configuration procedure as specified in 5.3.10.15a;

1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;

1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
upon RRC connection establishment, if UE does not need UL gaps during continuous uplink transmission:

2>
configure lower layers to stop using UL gaps during continuous uplink transmission in FDD for RRCConnectionReconfigurationComplete message and subsequent uplink transmission in RRC_CONNECTED except for UL transmissions as specified in TS36.211 [21];

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the RRCConnectionReconfiguration message includes perCC-GapIndicationRequest:

3>
include perCC-GapIndicationList and numFreqEffective;

2>
if the frequencies are configured for reduced measurement performance:

3>
include numFreqEffectiveReduced;

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82, 5.3.5.3];
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
stop timer T370, if running;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
if BL UE or UE in CE:

2>
if sameSFN-Indication is not present in mobilityControlInfo:

3>
acquire the MasterInformationBlock in the target PCell;

1>
if makeBeforeBreak is configured:

2>
perform the remainder of this procedure including and following resetting MAC after the UE has stopped the uplink transmission/downlink reception with the source cell(s);

NOTE 1a:
It is up to UE implementation when to stop the uplink transmission/ downlink reception with the source cell(s) to initiate re-tuning for connection to the target cell [16], if makeBeforeBreak is configured.

1>
reset MCG MAC and SCG MAC, if configured;

1>
re-establish PDCP for all RBs configured with pdcp-config that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish MCG RLC and SCG RLC, if configured, for all RBs that are established;

1>
configure lower layers to consider the SCell(s) other than the PSCell, if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
if the received RRCConnectionReconfiguration message includes the rach-Skip:
2>
configure lower layers to apply the rach-Skip for the target MCG, as specified in TS 36.213 [23] and 36.321 [6];
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;
1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or

1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the KASME key taken into use with the latest successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release; or

1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:

2>
perform ENDC release as specified in TS 38.331 [82, 5.3.5.10];

1>
if the received RRCConnectionReconfiguration includes the sk-Counter:

2>
perform key update procedure as specified in in TS 38.331 [82, 5.3.5.7];

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3].

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6].

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;

1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:

2>
perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;

1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;

1>
if handoverWithoutWT-Change is not configured:
2>
release the LWA configuration, if configured, as described in 5.6.14.3;

1>
release the LWIP configuration, if configured, as described in 5.6.17.3;

1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated or mobilityControlInfoV2X:
2>
perform the V2X sidelink communication dedicated configuration procedure as specified in 5.3.10.15a;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

3>
include logMeasAvailableMBSFN;

2>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

2>
if the RRCConnectionReconfiguration message includes perCC-GapIndicationRequest:

3>
include perCC-GapIndicationList and numFreqEffective;

2>
if the frequencies are configured for reduced measurement performance:

3>
include numFreqEffectiveReduced;

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82, 5.3.5.3];
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure; or

1>
if MAC indicates the successful reception of a PDCCH transmission addressed to C-RNTI and if rach-Skip is configured:

2>
stop timer T304;

2>
release rach-Skip;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
if the UE is configured to provide IDC indications:

3>
if the UE has transmitted an InDeviceCoexIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;

2>
if the UE is configured to provide power preference indications, overheating assistance information, SPS assistance information, delay budget report or maximum bandwidth preference indications:

3>
if the UE has transmitted a UEAssistanceInformation message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

2>
if SystemInformationBlockType15 is broadcast by the PCell:

3>
if the UE has transmitted a MBMSInterestIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
ensure having a valid version of SystemInformationBlockType15 for the PCell;

4>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

4>
determine the set of MBMS services of interest in accordance with 5.8.5.3a;

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;

2>
if SystemInformationBlockType18 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink communication related parameters relevant in target PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or

2>
if SystemInformationBlockType19 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in target PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or

2>
if SystemInformationBlockType21 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of V2X sidelink communication related parameters relevant in target PCell (i.e. change of v2x-CommRxInterestedFreqList or v2x-CommTxResourceReq) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

3>
initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell, except for BL UEs or UEs in CE when sameSFN-Indication is not present in mobilityControlInfo.

5.5.5
Measurement reporting

5.5.5.1
General
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Figure 5.5.5.1-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN. The UE shall initiate this procedure only after successful security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultPCell to include the quantities of the PCell;

1>
set the measResultServFreqList to include for each E-UTRA SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in [16], except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>
for each E-UTRA serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>
set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;

1>
if the triggerType is set to event; and if the corresponding measObject concerns NR; and if eventId is set to eventB1 or eventB2; or

1>
if the triggerType is set to event; and if eventId is set to eventA3 or eventA4 or eventA5:

2>
if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to a value other than reportLocation:

3>
set the measResultServFreqListNR to include for each NR serving frequency, if any, the following:

4>
set measResultSCell to include the available results of the NR serving cell, as specified in 5.5.5.2;

4>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

5>
set measResultBestNeighCell to include the available results, as specified in 5.5.5.2, of the best non-serving cell, ordered based on the quantity determined as specified in 5.5.5.3;

5>
for each (serving or neighbouring) cell for which the UE reports results according to the previous, additionally include available beam results according to the following:

6>
if maxReportRS-Index is configured, set measResultCellRS-Index to include available results, as specified in 5.5.5.2, of up to maxReportRS-Index beams, ordered based on the quantity determined as specified in 5.5.5.3;
1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 1:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to event; or the purpose is set to reportStrongestCells or to reportStrongestCellsForSON:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
if the measObject associated with this measId concerns NR:

6>
set the measResultCell to include the quantity(ies) indicated in the reportQuantityCellNR within the concerned reportConfig in order of decreasing quantity according to bN-ThresholdYNR, i.e. the best cell is included first;

6>
if maxReportRS-Index and reportQuantityRS-IndexNR are configured, set measResultCellRS-Index to include results of the best beam and the beams whose quantity is above threshRS-Index defined in the VarMeasConfig for the corresponding measObject, up to maxReportRS-Index beams in total, and in order of decreasing quantity, same as used for cell reporting, and as follows:

7>
order beams based on the sorting quantity determined as specified in 5.5.5.3;

7>
include ssbIndex;

7>
if reportRS-IndexResultsNR is configured, for each quantity indicated, include the corresponding measurement result;

5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT includes the reportQuantityUTRA-FDD:

6>
set the measResult to include the quantities indicated by the reportQuantityUTRA-FDD in order of decreasing measQuantityUTRA-FDD within the quantityConfig, i.e. the best cell is included first;

5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT does not include the reportQuantityUTRA-FDD; or

5>
if the measObject associated with this measId concerns UTRA TDD, GERAN or CDMA2000:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;

3>
else if the purpose is set to reportCGI:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the includeMultiBandInfo is configured:

6>
include the freqBandIndicator;

6>
if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;
6>
if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to member if the cell is a CSG member cell;

5>
if the si-RequestForHO is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields other than the plmn-IdentityList that have been successfully acquired;

6>
include, within the cgi-Info, the field plmn-IdentityList in accordance with the following:

7>
if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:

a)
equal to the RPLMN or an EPLMN; and

b)
the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;

7>
if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;

7>
if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;

7>
if the cell does not broadcast csg-Identity and the UE is capable of reporting the plmn-IdentityList from cells not broadcasting csg-Identity:

8>
include in the plmn-IdentityList the list of identities starting from the second entry of PLMN identities in the broadcast information;

5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;

1>
for the cells included according to the previous (i.e. covering the PCell, the SCells, the best non-serving cells on serving frequencies as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in 36.133 [16];

1>
if there is at least one applicable CSI-RS resource to report:

2>
set the measResultCSI-RS-List to include the best CSI-RS resources up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the CSI-RS resources included in the csi-RS-TriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable CSI-RS resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 2:
The reliability of the report (i.e. the certainty it contains the strongest CSI-RS resources on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>
for each CSI-RS resource that is included in the measResultCSI-RS-List:

4>
include the measCSI-RS-Id;
4>
include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follow:

5>
set the csi-RSRP-Result to include the quantity indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantityCSI-RS, i.e. the best CSI-RS resource is included first;
4>
if reportCRS-Meas is included within the associated reportConfig, and the cell indicated by physCellId of this CSI-RS resource is not a serving cell:
5>
set the measResultNeighCells to include the cell indicated by physCellId of this CSI-RS resource, and include the physCellId;

5>
set the rsrpResult to include the RSRP of the concerned cell, if available according to performance requirements in [16];

5>
set the rsrqResult to include the RSRQ of the concerned cell, if available according to performance requirements in [16];

1>
if the ue-RxTxTimeDiffPeriodical is configured within the corresponding reportConfig for this measId;

2>
set the ue-RxTxTimeDiffResult to the measurement result provided by lower layers;

2>
set the currentSFN;
1>
if the measRSSI-ReportConfig is configured within the corresponding reportConfig for this measId:
2>
set the rssi-Result to the average of sample value(s) provided by lower layers in the reportInterval;

2>
set the channelOccupancy to the rounded percentage of sample values which are beyond to the channelOccupancyThreshold within all the sample values in the reportInterval;

1>
if uplink PDCP delay results are available:

2>
set the ul-PDCP-DelayResultList to include the uplink PDCP delay results available;

1>
if the includeLocationInfo is configured in the corresponding reportConfig for this measId or if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation; and detailed location information that has not been reported is available, set the content of the locationInfo as follows:
2>
include the locationCoordinates;

2>
if available, include the gnss-TOD-msec, except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;

1>
if the reportSSTD-Meas is set to true or pSCell within the corresponding reportConfig for this measId:

2>
set the measResultSSTD to the measurement results provided by lower layers;

1>
if the reportSFTD-Meas is set to neighborCells or pSCell within the corresponding reportConfigInterRAT for this measId, for each applicable cell for which results are available:

2>
set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;

2>
optionally include rsrpResult set to the RSRP of the concerned cell, if available according to performance requirements;

1>
if there is at least one applicable transmission resource pool to report:

2>
set the measResultListCBR to include the CBR measurement results in accordance with the following:
3>
if the triggerType is set to event:
4>
include the transmission resource pools included in the poolsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable transmission resource pools for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

3>
for each transmission resource pool to be reported:

4>
set the poolIdentity to the poolReportId of this transmission resource pool;

4>
if adjacencyPSCCH-PSSCH is set to TRUE for this transmission resource pool:

5>
set the cbr-PSSCH to the CBR measurement result on PSSCH and PSCCH of this transmission resource pool provided by lower layers;

4>
else:

5>
set the cbr-PSSCH to the CBR measurement result on PSSCH of this transmission resource pool provided by lower layers if available;
5>
set the cbr-PSCCH to the CBR measurement result on PSCCH of this transmission resource pool provided by lower layers if available;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to periodical:

3>
remove the entry within the VarMeasReportList for this measId;

3>
remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer's HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to FALSE;

1>
if the measured results are for WLAN:

2>
set the measResultListWLAN to include the quantities within the quantityConfigWLAN for up to maxReportCells WLAN(s), determined according to the following:

3>
include WLAN the UE is connected to, if any;

3>
if reportAnyWLAN is set to TRUE:

4>
consider WLAN with any WLAN identifiers to be applicable for measurement reporting;

3>
else:

4>
consider only WLANs which do not match all WLAN identifiers of any entry within wlan-MobilitySet in VarWLAN-MobilityConfig to be applicable for measurement reporting;

3>
include applicable WLAN in order of decreasing WLAN RSSI, i.e. the best WLAN is included first;

2>
for each included WLAN:

3>
set wlan-Identifiers to include all WLAN identifiers that can be acquired for the WLAN measured;

3>
set connectedWLAN to TRUE if the UE is connected to the WLAN measured;

3>
if reportQuantityWLAN exists within the ReportConfigInterRAT within the VarMeasConfig for this measId:

4>
if bandRequestWLAN is set to TRUE:

5>
set bandWLAN to include WLAN band of the WLAN measured;

4>
if carrierInfoRequestWLAN is set to TRUE:

5>
set carrierInfoWLAN to include WLAN carrier information of the WLAN measured if it can be acquired;

4>
if availableAdmissionCapacityRequestWLAN is set to TRUE:

5>
set the measResult to include avaiableAdmissionCapacityWLAN if it can be acquired;

4>
if backhaulDL-BandwidthRequestWLAN is set to TRUE:

5>
set the measResult to include backhaulDL-BandwidthWLAN if it can be acquired;

4>
if backhaulUL-BandwidthRequestWLAN is set to TRUE:

5>
set the measResult to include backhaulUL-BandwidthWLAN if it can be acquired;

4>
if channelUtilizationRequestWLAN is set to TRUE:

5>
set the measResult to include channelUtilizationWLAN if it can be acquired;

4>
if stationCountRequestWLAN is set to TRUE:

5>
set the measResult to include stationCountWLAN if it can be acquired;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

5.5.2.9
Measurement gap configuration

The UE shall:

1>
if measGapConfig is set to setup:
2>
if a measurement gap configuration measGapConfig or measGapConfigPerCC-List is already setup, release the measurement gap configuration;

2>
if the gapOffset in measGapConfig indicates a non-uniform gap pattern:

3>
setup the measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of the first gap of each non-uniform gap pattern occurs at an SFN and subframe meeting the following condition (SFN and subframe of MCG cells):

SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T = LMGRP/10 as defined in TS 36.133 [16];

2>
else:

3>
setup the measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition (SFN and subframe of MCG cells):

SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T = MGRP/10 as defined in TS 36.133 [16];

2>
if EN-DC is configured:

3>
if the UE is configured with fr1-Gap set to TRUE:

4>
apply the gap configuration for LTE serving cells and for NR serving cells on FR1;

3>
else:

4>
apply the gap configuration for all LTE and NR serving cells;

3>
if mgta is set to TRUE, apply a timing advance value of 0.5ms to the gap occurrences calculated above according to TS 38.133 [16];

NOTE 1:
The UE applies a single gap, which timing is relative to the MCG cells, even when configured with DC. In case of EN-DC, the UE may either be configured with a single (common) gap or with two separate gaps i.e. a first one for FR1 (configured by LTE RRC) and a second one for FR2 (configured by NR RRC).

1>
else if measGapConfig is set to release:

2>
release the measurement gap configuration measGapConfig;

1>
if measGapConfigPerCC-List is set to setup:
2>
if a measurement gap configuration measGapConfig is already setup, release measGapConfig;

2>
if measGapConfigToRemoveList is included:

3>
for each ServCellIndex included in the measGapConfigToRemoveList:

4>
release measGapConfigCC for the serving cell indicated by servCellId;

2>
if measGapConfigToAddModList is included:

3>
for each ServCellIndex included in the measGapConfigToAddModList:

4>
store measGapConfigCC for the serving cell indicated by servCellId;

2>
for each serving cell with stored measGapConfigCC indicating a non-uniform gap pattern, setup the measurement gap configuration indicated by the measGapConfigCC in accordance with the received gapOffset, i.e., the first subframe of the first gap of each non-uniform gap pattern occurs at an SFN and subframe meeting the following condition (SFN and subframe of MCG cells):

SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T = LMGRP/10 as defined in TS 36.133 [16];

2>
for each serving cell with stored measGapConfigCC not indicating a non-uniform gap pattern, setup the measurement gap configuration indicated by the measGapConfigCC in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition (SFN and subframe of MCG cells):

SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T = MGRP/10 as defined in TS 36.133 [16];

NOTE 2:
The UE applies gap timing relative to the MCG cells, even when configured with DC.

1>
else (measGapConfigPerCC-List is set to release):

2>
release the measurement gap configuration measGapConfigPerCC-List;

NOTE 3:
When a SCell is released, the UE is not required to apply a per CC measurement gap configuration associated to the SCell.

5.5.2.12
Measurement gap sharing configuration

The UE shall:

1>
if measGapSharingConfig is set to setup:
2>
if a measurement gap sharing configuration is already setup, release the measurement gap sharing configuration;

2>
setup the measurement gap sharing configuration indicated by the measGapSharingConfig in accordance with the received measGapSharingScheme as defined in TS 36.133 [16];

NOTE:
In case of EN-DC, the UE may either be configured with a single (common) gap sharing or with two separate gap sharing configurations, i.e. a first one for FR1 (configured by LTE RRC) and a second one for FR2 (configured by NR RRC). For the case of per FR gap configuration, the gap sharing configured here (i.e. LTE RRC) is applicable only for FR1 gap.
1>
else:

2>
release the measurement gap sharing configuration;

6.3.5
Measurement information elements

<Cut until next modified section>
–
MeasObjectNR
The IE MeasObjectNR specifies information applicable for inter-RAT NR neighbouring cells.

MeasObjectNR information element

-- ASN1START

MeasObjectNR-r15 ::=



SEQUENCE {


carrierFreq-r15





ARFCN-ValueNR-r15,


rs-ConfigSSB-r15




RS-ConfigSSB-NR-r15,


threshRS-Index-r15




ThresholdListNR-r15



OPTIONAL,

-- Need OR


maxRS-IndexCellQual-r15


INTEGER (1.. maxRS-IndexCellQual-r15)


OPTIONAL,

-- Need OR


offsetFreq-r15





Q-OffsetRangeInterRAT


DEFAULT 0,


blackCellsToRemoveList-r15


CellIndexList




OPTIONAL,

-- Need ON


blackCellsToAddModList-r15


CellsToAddModListNR-r15


OPTIONAL,

-- Need ON


quantityConfigSet-r15



INTEGER (1.. maxQuantSetsNR-r15),


cellsForWhichToReportSFTD-r15

SEQUENCE (SIZE (1..maxCellSFTD)) OF PhysCellIdNR-r15
OPTIONAL,
-- Need OR


...,

[[
ss-RSSI-Measurement-r15



SS-RSSI-Measurement-r15


OPTIONAL
-- Need ON


]]
}

RS-ConfigSSB-NR-r15 ::=


SEQUENCE {


measTimingConfig-r15


MTC-SSB-NR-r15,


subcarrierSpacingSSB-r15
ENUMERATED {kHz15, kHz30, kHz120, kHz240},


...

}

CellsToAddModListNR-r15 ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModNR-r15

CellsToAddModNR-r15 ::=


SEQUENCE {


cellIndex-r15




INTEGER (1..maxCellMeas),


physCellId-r15




PhysCellIdNR-r15

}

MTC-SSB-NR-r15 ::=
SEQUENCE {


periodicityAndOffset-r15

CHOICE {



sf5-r15





INTEGER (0..4),



sf10-r15





INTEGER (0..9),



sf20-r15





INTEGER (0..19),



sf40-r15





INTEGER (0..39),



sf80-r15





INTEGER (0..79),



sf160-r15




INTEGER (0..159)


},


ssb-Duration-r15




ENUMERATED {sf1, sf2, sf3, sf4, sf5 }
}

SS-RSSI-Measurement-r15 ::=


SEQUENCE {


measurementSlots-r15




BITSTRING (SIZE(1..80)),


endSymbol-r15






INTEGER(0..3)

}

-- ASN1STOP

	MeasObjectNR field descriptions

	carrierFreq

Identifies NR carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the ARFCN used to indicate this.

	measurementSlots

Indicates the slots in which the UE can perform NR RSSI measurements. The length of the BIT STRING is equal to the number of slots in the configured SMTC window (determined by the ssb-duration and by the subcarrierSpacingSSB). The first (left-most / most significant) bit in the bitmap corresponds to the first slot in the SMTC window, the second bit in the bitmap corresponds to the second slot in the SMTC window, and so on. The UE measures in slots for which the corresponding bit in the bitmap is set to 1.

	endSymbol

Within a slot that is configured for RSSI measurements (see measurementSlots) the UE measures the RSSI from symbol 0 to symbol endSymbol. This field identifies the entry in Table 5.1.33-1 in TS 36.214 which determines the actual end symbol.


–
MeasResultCellSFTD
The IE MeasResultCellSFTD consists of SFN and radio frame boundary difference between the PCell and an NR  cell as specified in TS 38.215 [89] and TS 38.133 [84].

MeasResultCellSFTD information element

-- ASN1START

MeasResultCellListSFTD-r15 ::=


SEQUENCE (SIZE (1..maxCellSFTD)) OF MeasResultCellSFTD-r15

MeasResultCellSFTD-r15 ::=



SEQUENCE {


physCellId-r15






PhysCellIdNR-r15,


sfn-OffsetResult-r15




INTEGER (0..1023),


frameBoundaryOffsetResult-r15


INTEGER (-30720..30719),


rsrpResult-r15






RSRP-RangeNR-r15





OPTIONAL

}

-- ASN1STOP

	MeasResultCellSFTD field descriptions

	physCellId

Indicates the physical layer identity (PCI) of an NR cell.

	sfn-OffsetResult

Indicates the SFN difference between the PCell and the NR cell as an integer value according to TS 38.215 [89].

	frameBoundaryOffsetResult

Indicates the frame boundary difference between the PCell and the NR cell as an integer value according to TS 38.215 [89].

	rsrpResult

Measured RSRP result of an NR cell.
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