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[bookmark: _Toc486025018][bookmark: _Toc477940907]Beginning of changes
[bookmark: _Toc486942247][bookmark: _Toc515567683]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
DRB	Data Radio Bearer
NAS	Non-Access Stratum
PDCP	Packet Data Convergence Protocol
PDU	Protocol Data Unit
QFI	QoS Flow ID
RDI	Reflective QoS flow to DRB mapping Indication
RQI	Reflective QoS Indication
RRC	Radio Resource Control
SDAP	Service Data Adaptation Protocol
SDU	Service Access Point
UE	User Equipment

[bookmark: _Toc486942252][bookmark: _Toc515567688]Start of next changes
4.2.2	SDAP entities
The SDAP entities are located in the SDAP sublayer. Several SDAP entities may be defined for a UE. There is an SDAP entity configured for each individual PDU session. 
An SDAP entity receives/delivers SDAP SDUs from/to upper layers and submits/receives SDAP data PDUs to/from its peer SDAP entity via lower layers. 
-	At the transmitting side, when an SDAP entity receives an SDAP SDU from upper layers, it constructs the corresponding SDAP data PDU and submits it to lower layers;
-	At the receiving side, when an SDAP entity receives an SDAP data PDU from lower layers, it retrieves the corresponding SDAP SDU and delivers it to upper layers.

Start of next changes

[bookmark: _Toc515567691][bookmark: _Toc486942255]4.3.2	Services expected from lower layers
An SDAP entity expects the following services from lower layers:
-	user plane data transfer service;
-	in-order delivery except when reordering functionalityout of order delivery is configureddisabled by RRC [3].

[bookmark: _Toc515567700][bookmark: _Toc515567699][bookmark: _Toc486942261]Start of next changes
5.2.2	Downlink
At the reception of an SDAP data PDU from lower layers for a QoS flow, the receiving SDAP entity shall:
-	if the DRB from which this SDAP data PDU is received is configured by RRC [3] with the presence of SDAP header:
-	perform reflective QoS flow to DRB mapping as specified in the subclause 5.3.2;
-	perform RQI handling as specified in the subclause 5.4;
-	retrieves the SDAP SDU from the DL SDAP data PDU as specified in the subclause 6.2.2.2;
-	else:
-	retrieve the SDAP SDU from the DL SDAP data PDU as specified in the subclause 6.2.2.1;
-	deliver the retrieved SDAP SDU to the upper layer.
Start of next changes
5.3.2	Reflective mapping
For each received DL SDAP data PDU with RDI set to 1, the SDAP entity shall:
-	process the QFI field in the SDAP header and determine the QoS flow;
-	if there is no stored QoS flow to DRB mapping rule for the QoS flow and a default DRB is configured:
-	construct an end-marker control PDU, as specified in subclause 6.2.3, for the QoS flow; 
-	map the end-marker control PDU to the default DRB;
-	submit the end-marker control PDU to the lower layers;
-	if the stored QoS flow to DRB mapping rule for the QoS flow is different from the QoS flow to DRB mapping of the DL SDAP data PDU and the DRB according to the stored QoS flow to DRB mapping rule is configured by RRC [3] with the presence of SDAP header:
-	construct an end-marker control PDU, as specified in subclause 6.2.3, for the QoS flow; 
-	map the end-marker control PDU to the DRB according to the stored QoS flow to DRB mapping rule;
-	submit the end-marker control PDU to the lower layers; 
-	store the QoS flow to DRB mapping of the DL SDAP data PDU as the QoS flow to DRB mapping rule for the UL.

End of changes

