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For Regular BSR, the MAC entity shall:
1>	if the BSR is triggered for a logical channel for which logicalChannelSR-DelayTimerApplied is configured by upper layers:
2>	start or restart the logicalChannelSR-DelayTimer.
1>	else:
2>	if running, stop the logicalChannelSR-DelayTimer.
For Regular and Periodic BSR, the MAC entity shall:
1>	if more than one LCG has data available for transmission when the MAC PDU containing the BSR is to be built:
      2> if the UL-SCH resource available for a new transmission is equal or larger than the size of Long BSR plus its subheader:
32>	report Long BSR for all LCGs which have data available for transmission.
 2> if the UL-SCH resource available for a new transmission is smaller than the size if Long BSR plus its subheader and larger than Long Truncated BSR plus its subheader;
3> report Long Truncated BSR;
2> else
      3> report Short Truncated BSR.
1>	else:
2>	report Short BSR.

For Padding BSR:
1>	if the number of padding bits is equal to or larger than the size of the Short BSR plus its subheader but smaller than the size of the Long BSR plus its subheader:
2>	if more than one LCG has data available for transmission when the BSR is to be built:
3>	if the number of padding bits is equal to the size of the Short BSR plus its subheader:
4>	report Short Truncated BSR of the LCG with the highest priority logical channel with data available for transmission.
3>	else:
4>	report Long Truncated BSR of the LCG(s) with the logical channels having data available for transmission following a decreasing order of priority, and in case of equal priority, in increasing order of LCGID.
2>	else:
3>	report Short BSR.
1>	else if the number of padding bits is equal to or larger than the size of the Long BSR plus its subheader:
2>	report Long BSR for all LCGs which have data available for transmission.
For BSR triggered by retxBSR-Timer expiry, the MAC entity considers that the logical channel that triggered the BSR is the highest priority logical channel that has data available for transmission at the time the BSR is triggered.
The MAC entity shall:
1>	if the Buffer Status reporting procedure determines that at least one BSR has been triggered and not cancelled:
2>	if UL-SCH resources are available for a new transmission:
3>	instruct the Multiplexing and Assembly procedure to generate the BSR MAC CE(s);
3>	start or restart periodicBSR-Timer except when all the generated BSRs are long or short Truncated BSRs;
3>	start or restart retxBSR-Timer.                
2>	if a Regular BSR has been triggered and logicalChannelSR-DelayTimer is not running:
3>	if there is no UL-SCH resource available for a new transmission; or
3>	if the MAC entity is configured with configured uplink grant(s) and the Regular BSR was not triggered for a logical channel for which logical channel SR masking (logicalChannelSR-Mask) is setup by upper layers; or
3>	if the UL-SCH resources available for a new transmission do not meet the LCP mapping restrictions (see subclause 5.4.3.1) configured for the logical channel(s) that triggered the BSR(s):
4>	trigger a Scheduling Request.
A MAC PDU shall contain at most one BSR MAC CE, even when multiple events have triggered a BSR. The Regular BSR and the Periodic BSR shall have precedence over the padding BSR.
The MAC entity shall restart retxBSR-Timer upon reception of a grant for transmission of new data on any UL-SCH.
All triggered BSRs may be cancelled when the UL grant(s) can accommodate all pending data available for transmission but is not sufficient to additionally accommodate the BSR MAC CE plus its subheader. All BSRs triggered prior to MAC PDU assembly shall be cancelled when a MAC PDU which includes a BSR MAC CE is transmitted.
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