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START OF FIRST CHANGE
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<Omitted unchanged parts >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

 [86]
3GPP TS 33.501: "Security Architecture and Procedures for 5G System".

[87]
3GPP TS 38.306: "NR; UE Radio Access Capabilities".

[88]
3GPP TS 38.213: "NR; Physical layer procedures".

[89]
3GPP TS 38.215: "NR; Physical layer measurements".
END OF FIRST CHANGE

START OF SECOND CHANGE

5
Procedures

5.3
Connection control

5.3.5
RRC connection reconfiguration

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
stop timer T370, if running;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
if BL UE or UE in CE:

2>
if sameSFN-Indication is not present in mobilityControlInfo:
3>
acquire the MasterInformationBlock in the target PCell;

1>
if makeBeforeBreak is configured:

2>
perform the remainder of this procedure including and following resetting MAC after the UE has stopped the uplink transmission/downlink reception with the source cell(s);

NOTE 1a:
It is up to UE implementation when to stop the uplink transmission/ downlink reception with the source cell(s) to initiate re-tuning for connection to the target cell [16], if makeBeforeBreak is configured.

1>
reset MCG MAC and SCG MAC, if configured;

1>
re-establish PDCP for all RBs configured with pdcp-config that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish MCG RLC and SCG RLC, if configured, for all RBs that are established;

1>
configure lower layers to consider the SCell(s) other than the PSCell, if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
if the received RRCConnectionReconfiguration message includes the rach-Skip:
2>
configure lower layers to apply the rach-Skip for the target MCG, as specified in TS 36.213 [23] and 36.321 [6];
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;
1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or

1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the securityConfigHO (without suffix) is included in the RRCConnectionReconfiguration
:
2>
if the keyChangeIndicator received in the securityConfigHO
 
is set to TRUE:

3>
update the KeNB key based on the KASME  key taken into use with the latest successful NAS SMC procedure, as specified in TS 33.401 [32] ;
2>
else:

3>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32] ;

2>
store the nextHopChainingCount value;

2>
if the securityAlgorithmConfig is included in the securityConfigHO:

3>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

3>
if connected as an RN:

4>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
2>
else:

3>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

3>
if connected as an RN:
4>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];
1>
else if the securityConfigHO-r15 is included in the RRCConnectionReconfiguration:

2>
if the nas-Container is included in the securityConfigHO-r15:
3>
forward the nas-Container to upper layers;

2>
if the keyChangeIndicator received in the securityConfigHO-r15 is set to TRUE:

3>
update the KeNB key based on the KAMF key, as specified in TS 33.501 [86];

2>
else:

3>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.501 [86];

2>
store the nextHopChainingCount value;

2>
if the securityAlgorithmConfig is included in the securityConfigHO-r15:

3>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

2>
else:

3>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in 33.401 [32];
1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release; or

1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:

2>
perform ENDC release as specified in TS 38.331 [82, 5.3.5.x];

1>
if the received RRCConnectionReconfiguration includes the sk-Counter:

2>
perform key update procedure as specified in in TS 38.331 [82, 5.3.5.8];

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.5].

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2> perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6].

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;

1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:

2>
perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;

1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;

1>
if handoverWithoutWT-Change is not configured:
2>
release the LWA configuration, if configured, as described in 5.6.14.3;

1>
release the LWIP configuration, if configured, as described in 5.6.17.3;

1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated or mobilityControlInfoV2X:
2>
perform the V2X sidelink communication dedicated configuration procedure as specified in 5.3.10.15a;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

3>
include logMeasAvailableMBSFN;

2>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

2>
if the RRCConnectionReconfiguration message includes perCC-GapIndicationRequest:

3>
include perCC-GapIndicationList and numFreqEffective;

2>
if the frequencies are configured for reduced measurement performance:

3>
include numFreqEffectiveReduced;

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82, 5.3.5.3];
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure; or

1>
if MAC indicates the successful reception of a PDCCH transmission addressed to C-RNTI and if rach-Skip is configured:

2>
stop timer T304;

2>
release ul-ConfigInfo, if configured;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
if the UE is configured to provide IDC indications:

3>
if the UE has transmitted an InDeviceCoexIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;

2>
if the UE is configured to provide power preference indications, overheating assistance information, SPS assistance information, delay budget report or maximum bandwidth preference indications:

3>
if the UE has transmitted a UEAssistanceInformation message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

2>
if SystemInformationBlockType15 is broadcast by the PCell:

3>
if the UE has transmitted a MBMSInterestIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
ensure having a valid version of SystemInformationBlockType15 for the PCell;

4>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

4>
determine the set of MBMS services of interest in accordance with 5.8.5.3a;

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;

2>
if SystemInformationBlockType18 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink communication related parameters relevant in target PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or

2>
if SystemInformationBlockType19 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in target PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or

2>
if SystemInformationBlockType21 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of V2X sidelink communication related parameters relevant in target PCell (i.e. change of v2x-CommRxInterestedFreqList or v2x-CommTxResourceReq) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:
3>
initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell, except for BL UEs or UEs in CE when sameSFN-Indication is not present in mobilityControlInfo.

5.3.5.5
Reconfiguration failure

The UE shall:

1>
if the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message:

2>
continue using the configuration used prior to the reception of RRCConnectionReconfiguration message;

2>
if security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause other;

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the connection reconfiguration procedure ends;

NOTE 1:
The UE may apply above failure handling also in case the RRCConnectionReconfiguration message causes a protocol error for which the generic error handling as defined in 5.7 specifies that the UE shall ignore the message.

NOTE 2:
If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/ failure.

NOTE 3:
The compliance also covers the NR configuration carried within octet strings e.g. field nr-SecondaryCellGroupConfig. I.e. the failure behaviour defined also applies in case the UE cannot comply with the NR configuration or with the combination of (parts of) the LTE and NR configurations.

5.3.5.6
T304 expiry (handover failure)

The UE shall:

1>
if T304 expires (handover failure):

NOTE 1:
Following T304 expiry any dedicated preamble, if provided within the rach-ConfigDedicated, is not available for use by the UE anymore.

2>
revert back to the configuration used in the source PCell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Config;
NOTE 1a:
In the context above, "the configuration" includes state variables and parameters of each radio bearer. PDCP entities associtated with RLC UM and SRB bearers are reset after the successful RRC connection re-establishment procedure according to Section 5.2 in TS 36.323 [8]. In EN-DC, "the configuration" includes the RB configuration using NR PDCP (i.e. as configured by nr-RadioBearerConfig1 and nr-RadioBearerConfig2).
2>
store the following handover failure information in VarRLF-Report by setting its fields as follows:

3>
clear the information included in VarRLF-Report, if any;

3>
set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);

3>
set the measResultLastServCell to include the RSRP and RSRQ, if available, of the source PCell based on measurements collected up to the moment the UE detected handover failure and in accordance with the following;

4>
if the UE includes rsrqResult, include the lastServCellRSRQ-Type;

3>
set the measResultNeighCells to include the best measured cells, other than the source PCell, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected handover failure, and set its fields as follows;

4>
if the UE was configured to perform measurements for one or more EUTRA frequencies, include the measResultListEUTRA;

4>
if the UE includes rsrqResult, include the rsrq-Type;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring UTRA frequencies, include the measResultListUTRA;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring GERAN frequencies, include the measResultListGERAN;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring CDMA2000 frequencies, include the measResultsCDMA2000;

4>
for each neighbour cell included, include the optional fields that are available;

NOTE 2:
The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.

3>
if detailed location information is available, set the content of the locationInfo as follows:

4>
include the locationCoordinates;

4>
include the horizontalVelocity, if available;

3>
set the failedPCellId to the global cell identity, if available, and otherwise to the physical cell identity and carrier frequency of the target PCell of the failed handover;

3>
include previousPCellId and set it to the global cell identity of the PCell where the last RRCConnectionReconfiguration message including mobilityControlInfo was received;

3>
set the timeConnFailure to the elapsed time since reception of the last RRCConnectionReconfiguration message including the mobilityControlInfo;

3>
set the connectionFailureType to 'hof';

3>
set the c-RNTI to the C-RNTI used in the source PCell;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends;

The UE may discard the handover failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the failure is detected, upon power off or upon detach.

NOTE 3:
E-UTRAN may retrieve the handover failure information using the UE information procedure with rlf-ReportReq set to true, as specified in 5.6.5.3.

END OF SECOND CHANGE

START OF THIRD CHANGE

5.4
Inter-RAT mobility

5.4.1
Introduction

The general principles of connected mode mobility are described in 5.3.1.3. The general principles of the security handling upon connected mode mobility are described in 5.3.1.2.

For the (network controlled) inter RAT mobility from E-UTRA for a UE in RRC_CONNECTED, a single procedure is defined that supports both handover, cell change order with optional network assistance (NACC) and enhanced CS fallback to CDMA2000 1xRTT. In case of mobility to CDMA2000, the eNB decides when to move to the other RAT while the target RAT determines to which cell the UE shall move.

5.4.2
Handover to E-UTRA

5.4.2.1
General


[image: image1.emf] 
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Figure 5.4.2.1-1: Handover to E-UTRA, successful

The purpose of this procedure is to, under the control of the network, transfer a connection between the UE and another Radio Access Network (e.g. GERAN, UTRAN or NR) to E-UTRAN, or transfer a connection between the UE and the E-UTRAN with one type of CN to the E-UTRAN with a different type of CN.
The handover to E-UTRA procedure applies when SRBs, possibly in combination with DRBs, are established in another RAT or the E-UTRA connected to another type of CN. Handover from UTRAN to E-UTRAN applies only after integrity has been activated in UTRAN.

5.4.2.2
Initiation

The RAN using another RAT or the E-UTRA connected to a different type of CN initiates the handover to E-UTRA procedure, in accordance with the specifications applicable for the other RAT or the E-UTRA connected to a different type of CN, by sending the RRCConnectionReconfiguration message via the radio access technology from which the inter-RAT handover is performed.

E-UTRAN applies the procedure as follows:

-
to activate ciphering, possibly using NULL algorithm, if not yet activated in the other RAT or the E-UTRA connected to a different type of CN;

-
to establish SRB1, SRB2 and one or more DRBs, i.e. at least the DRB associated with the default EPS bearer is established when the target CN is EPC;

5.4.2.3
Reception of the RRCConnectionReconfiguration by the UE


If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:


1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;


2>
release/ clear all current dedicated radio configurations except the MCG C-RNTI, the MCG/MN security configurations
;

Editor’s note: It is FFS on how to handle the MCG/MN security configuration since the UE will have MCG security configuration and for 5GC, UE will have a security configuration associated with master key. 
NOTE 1:
Radio configuration is not just the resource configuration but includes other configurations like MeasConfig and OtherConfig. 

2>
if the RRCConnectionReconfiguration message includes the mobilityControlInfo:
3>
release/ clear all current common radio configurations;

2>
for each srb-Identity value included in the srb-ToAddModList (SRB reconfiguration):

3>
apply the specified configuration defined in 9.1.2 for the corresponding SRB;
3>
apply the corresponding default RLC configuration for the SRB specified in 9.2.1.1 for SRB1 or in 9.2.1.2 for SRB2;

3>
apply the corresponding default logical channel configuration for the SRB as specified in 9.2.1.1 for SRB1 or in 9.2.1.2 for SRB2;
3>
if the corresponding SRB was configured with NR PDCP:

4>
release the NR PDCP entity and establish it with an E-UTRA PDCP entity and with the current (MCG/MN) security configuration;

NOTE 1a:
The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.

4>
associate the RLC bearer of this SRB with the established PDCP entity;

NOTE 2:
This is to get SRB1 and SRB2 to a known state from which the reconfiguration message can do further configuration.

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo, if not previously started
;

1>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target PCell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target PCell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
perform the radio resource configuration procedure as specified in 5.3.10;
1>
if the handoverType in securityConfigHO-r15 is set to fiveGCtoEPC
:


2>
indicate to higher layer that the CN has changed from 5GC to EPC;
2>
derive the key KeNB based on the mapped KASME key as specified for interworking between EPS and 5GS in TS 33.501 [86];
2>
store the nextHopChainingCount value;

1>
else if the handoverType in securityConfigHO-r15 is set to intra5GC:

2>
forward nas-Container 

to the upper layers, if included;

2>
update the key KeNB based on the current key KgNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO-r15, as specified in TS 33.501 [86];

2>
store the nextHopChainingCount value;
1>
else if the handoverType in securityConfigHO-r15 is set to epc-To5GC:


2>
forward the nas-Container to the upper layers
2>
derive the KeNB key, as specified in TS 33.501 [86];
1>
else:





1>
forward the nas-SecurityParamToEUTRA to the upper layers;
12>
derive the KeNB key, as specified in TS 33.401 [32];
1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];



1> 

Editor’s note: It is FFS whether setup of EN-DC or MR-DC can be performed for inter-RAT (inter-system or intra-system) HO from NR, or for inter-system intra-LTE HO. 
1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2> perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6].

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition as specified in 5.3.10.3b;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;

1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:

2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;
1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

3>
include logMeasAvailableMBSFN;

2>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
if the RRCConnectionReconfiguration message does not include rlf-TimersAndConstants set to setup:

2>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 1:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;

NOTE 2:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.

5.4.2.4
Reconfiguration failure

The UE shall:

1>
if the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message:

2>
if the source RAT is E-UTRA:

3>
perform the actions defined in intra-RAT handover failure procedure as specified in 5.3.5.5;

2> else:
3>
perform the actions defined for this failure case as defined in the specifications applicable for the other RAT;

NOTE 1:
The UE may apply above failure handling also in case the RRCConnectionReconfiguration message causes a protocol error for which the generic error handling as defined in 5.7 specifies that the UE shall ignore the message.

NOTE 2:
If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/ failure.

5.4.2.5
T304 expiry (handover to E-UTRA failure)

The UE shall:

1>
upon T304 expiry (handover to E-UTRA failure):

2>
if the source RAT is E-UTRA:
3>
perform the actions defined in intra-RAT handover failure procedure as specified in 5.3.5.6;

2>
else:
2>
reset MAC;

2>
perform the actions defined for this failure case as defined in the specifications applicable for the other RAT;

5.4.3
Mobility from E-UTRA

5.4.3.1
General
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Figure 5.4.3.1-1: Mobility from E-UTRA, successful
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Figure 5.4.3.1-2: Mobility from E-UTRA, failure

The purpose of this procedure is to move a UE in RRC_CONNECTED to a cell using another Radio Access Technology (RAT), e.g. GERAN, UTRA, CDMA2000 systems, NR, or to an E-UTRA cell using different core network. The mobility from E-UTRA procedure covers the following type of mobility:

-
handover, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell;

-
cell change order, i.e. the MobilityFromEUTRACommand message may include information facilitating access of and/ or connection establishment in the target cell, e.g. system information. Cell change order is applicable only to GERAN; and

-
enhanced CS fallback to CDMA2000 1xRTT, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell. The enhanced CS fallback to CDMA2000 1xRTT may be combined with concurrent handover or redirection to CDMA2000 HRPD.

NOTE:
For the case of dual receiver/transmitter enhanced CS fallback to CDMA2000 1xRTT, the DLInformationTransfer message is used instead of the MobilityFromEUTRACommand message (see TS 36.300 [9]).

5.4.3.2
Initiation

E-UTRAN initiates the mobility from E-UTRA procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport message or in response to reception of CS fallback indication for the UE from MME, by sending a MobilityFromEUTRACommand message. E-UTRAN applies the procedure as follows:

-
the procedure is initiated only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;

5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to handover:

2>
if the targetRAT-Type is set to utra or geran:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to geran:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

NOTE 2:
In case of SR-VCC, the DRB to be replaced is specified in [61].
2>
else if the targetRAT-Type is set to eutra:
3>
consider inter-system mobility as initiated towards E-UTRA;

3>
access the target cell indicated in the inter-RAT message in accordance with section 5.4.2.3;
2>
else if the targetRAT-Type is set to nr:

3>
consider inter-RAT mobility as initiated towards NR;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications in TS 38.331 [82];
2>
else if the targetRAT-Type is set to cdma2000-1XRTT or cdma2000-HRPD:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to cellChangeOrder:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
if the targetRAT-Type is set to geran:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36];

3>
use the contents of systemInformation, if provided, as the system information to begin access on the target GERAN cell;

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

1>
if the MobilityFromEUTRACommand message includes the purpose set to e-CSFB:

2>
if messageContCDMA2000-1XRTT is present:

3>
forward the messageContCDMA2000-1XRTT to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specification of the target RAT;

2>
if mobilityCDMA2000-HRPD is present and is set to handover:

3>
forward the messageContCDMA2000-HRPD to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specification of the target RAT;

2>
if mobilityCDMA2000-HRPD is present and is set to redirection:

3>
forward the redirectCarrierCDMA2000-HRPD to the CDMA2000 upper layers;

NOTE 4:
When the CDMA2000 upper layers in the UE receive both the messageContCDMA2000-1XRTT and messageContCDMA2000-HRPD the UE performs concurrent access to both CDMA2000 1xRTT and CDMA2000 HRPD RAT.

NOTE 5:
The UE should perform the handover, the cell change order or enhanced 1xRTT CS fallback as soon as possible following the reception of the RRC message MobilityFromEUTRACommand, which could be before confirming successful reception (HARQ and ARQ) of this message.

5.4.3.4
Successful completion of the mobility from E-UTRA

Upon successfully completing the handover, the cell change order or enhanced 1xRTT CS fallback, the UE shall:

1>
if the targetRAT-Type in the received MobilityFromEUTRACommand is set to eutra or nr:
2>
the procedure ends;

1>
else:
2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

NOTE:
If the UE performs enhanced 1xRTT CS fallback along with concurrent mobility to CDMA2000 HRPD and the connection to either CDMA2000 1xRTT or CDMA2000 HRPD succeeds, then the mobility from E-UTRA is considered successful.

5.4.3.5
Mobility from E-UTRA failure

The UE shall:

1>
if the targetRAT-Type in the received MobilityFromEUTRACommand is set to eutra:

2>
if T304 expires (mobility from E-UTRA failure);

3>
perform the actions defined in intra-RAT handover failure procedure as specified in 5.3.5.6;

2>
if the UE does not succeed in establishing the connection to the target radio access technology; or

2>
if the UE is unable to comply with (part of) the configuration included in the MobilityFromEUTRACommand message; or

3>
revert back to the configuration used in the source PCell, excluding the configuration configured by the physicalConfigDedicated, mac-MainConfig and sps-Config;

3>
initiate the connection re-establishment procedure as specified in 5.3.7;
2>
if there is a protocol error in the RRCConnectionReconfiguration message included in the MobilityFromEUTRACommand message, causing the UE to fail the procedure according to sub-clause 5.3.5.5:


3>
the Mobility from E-UTRA procedure ends;
1>
else:
2>
if T304 expires (mobility from E-UTRA failure); or

2>
if the UE does not succeed in establishing the connection to the target radio access technology; or

2>
if the UE is unable to comply with (part of) the configuration included in the MobilityFromEUTRACommand message; or

2>
if there is a protocol error in the inter RAT information included in the MobilityFromEUTRACommand message, causing the UE to fail the procedure according to the specifications applicable for the target RAT:

3>
stop T304, if running;

3>
if the cs-FallbackIndicator in the MobilityFromEUTRACommand message was set to TRUE or e-CSFB was present:

4>
indicate to upper layers that the CS fallback procedure has failed;

3>
revert back to the configuration used in the source PCell, excluding the configuration configured by the physicalConfigDedicated, mac-MainConfig and sps-Config;

3>
initiate the connection re-establishment procedure as specified in 5.3.7;

NOTE:
For enhanced CS fallback to CDMA2000 1xRTT, the above UE behavior applies only when the UE is attempting the enhanced 1xRTT CS fallback and connection to the target radio access technology fails or if the UE is attempting enhanced 1xRTT CS fallback along with concurrent mobility to CDMA2000 HRPD and connection to both the target radio access technologies fails.
END OF THIRD CHANGE

START OF FOURTH CHANGE

6.2.2
Message definitions

<<<<<<<<<<<<<<<<<<<<<<Omitted unchanged parts >>>>>>>>>>>>>>>>>>>>>>>>>>>>
–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP), or enhanced CS fallback to CDMA2000 1xRTT.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8

MobilityFromEUTRACommand-r8-IEs,




mobilityFromEUTRACommand-r9

MobilityFromEUTRACommand-r9-IEs,




spare2 NULL, spare1
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


cs-FallbackIndicator



BOOLEAN,


purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},


nonCriticalExtension



MobilityFromEUTRACommand-v8a0-IEs
OPTIONAL

}

MobilityFromEUTRACommand-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



MobilityFromEUTRACommand-v8d0-IEs
OPTIONAL

}

MobilityFromEUTRACommand-v8d0-IEs ::= SEQUENCE {


bandIndicator





BandIndicatorGERAN


OPTIONAL,
-- Cond GERAN


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

MobilityFromEUTRACommand-r9-IEs ::=
SEQUENCE {


cs-FallbackIndicator



BOOLEAN,


purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder,



e-CSFB-r9






E-CSFB-r9,



...


},


nonCriticalExtension



MobilityFromEUTRACommand-v930-IEs
OPTIONAL

}

MobilityFromEUTRACommand-v930-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



MobilityFromEUTRACommand-v960-IEs
OPTIONAL

}

MobilityFromEUTRACommand-v960-IEs ::= SEQUENCE {


bandIndicator





BandIndicatorGERAN


OPTIONAL,
-- Cond GERAN


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

Handover ::=





SEQUENCE {


targetRAT-Type





ENUMERATED {












utra, geran, cdma2000-1XRTT, cdma2000-HRPD,












eutra, nr, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,


nas-SecurityParamFromEUTRA


OCTET STRING (SIZE (1))
OPTIONAL,
-- Cond UTRAGERAN


systemInformation




SI-OrPSI-GERAN



OPTIONAL
-- Cond PSHO

}

CellChangeOrder ::=



SEQUENCE {


t304







ENUMERATED {












ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, ms10000-v1310},


targetRAT-Type





CHOICE {




geran






SEQUENCE {





physCellId





PhysCellIdGERAN,





carrierFreq





CarrierFreqGERAN,





networkControlOrder



BIT STRING (SIZE (2))

OPTIONAL,
-- Need OP





systemInformation



SI-OrPSI-GERAN



OPTIONAL
-- Need OP




},




...


}

}

SI-OrPSI-GERAN ::=




CHOICE {


si








SystemInfoListGERAN,


psi








SystemInfoListGERAN

}

E-CSFB-r9 ::=





SEQUENCE {


messageContCDMA2000-1XRTT-r9

OCTET STRING

OPTIONAL,
-- Need ON


mobilityCDMA2000-HRPD-r9


ENUMERATED {












handover, redirection











}




OPTIONAL,
-- Need OP


messageContCDMA2000-HRPD-r9

OCTET STRING

OPTIONAL,
-- Cond concHO


redirectCarrierCDMA2000-HRPD-r9
CarrierFreqCDMA2000
OPTIONAL
-- Cond concRedir

}

-- ASN1STOP

	MobilityFromEUTRACommand field descriptions

	bandIndicator

Indicates how to interpret the ARFCN of the BCCH carrier.

	carrierFreq

contains the carrier frequency of the target GERAN cell.

	cs-FallbackIndicator

Value true indicates that the CS fallback procedure to UTRAN or GERAN is triggered.

	messageContCDMA2000-1XRTT

This field contains a message specified in CDMA2000 1xRTT standard that either tells the UE to move to specific 1xRTT target cell(s) or indicates a failure to allocate resources for the enhanced CS fallback to CDMA2000 1xRTT.

	messageContCDMA2000-HRPD

This field contains a message specified in CDMA2000 HRPD standard that either tells the UE to move to specific HRPD target cell(s) or indicates a failure to allocate resources for the handover to CDMA2000 HRPD.

	mobilityCDMA2000-HRPD

This field indicates whether or not mobility to CDMA2000 HRPD is to be performed by the UE and it also indicates the type of mobility to CDMA2000 HRPD that is to be performed; If this field is not present the UE shall perform only the enhanced CS fallback to CDMA2000 1xRTT.

	nas-SecurityParamFromEUTRA

Used to deliver the key synchronisation and Key freshness for the E-UTRAN to UTRAN handovers as specified in TS 33.401. The content of the parameter is defined in TS24.301.

	networkControlOrder

Parameter NETWORK_CONTROL_ORDER in TS 44.060 [36].

	purpose

Indicates which type of mobility procedure the UE is requested to perform. EUTRAN always applies value e-CSFB in case of enhanced CS fallback to CDMA2000 (e.g. also when that procedure results in handover to CDMA2000 1XRTT only, in handover to CDMA2000 HRPD only or in redirection to CDMA2000 HRPD only),

	redirectCarrierCDMA2000-HRPD

The redirectCarrierCDMA2000-HRPD indicates a CDMA2000 carrier frequency and is used to redirect the UE to a HRPD carrier frequency.

	SystemInfoListGERAN

If purpose = CellChangeOrder and if the field is not present, the UE has to acquire SI/PSI from the GERAN cell.

	t304

Timer T304 as described in section 7.3. Value ms100 corresponds with 100 ms, ms200 corresponds with 200 ms and so on. EUTRAN includes extended value ms10000-v1310 only when UE supports CE.

	targetRAT-Type

Indicates the target RAT type.

	targetRAT-MessageContainer

The field contains a message specified in another standard, as indicated by the targetRAT-Type, and carries information about the target cell identifier(s) and radio parameters relevant for the target radio access technology. NOTE 1.

A complete message is included, as specified in the other standard.


	Conditional presence
	Explanation

	concHO
	The field is mandatory present if the mobilityCDMA2000-HRPD is set to "handover"; otherwise the field is optional present, need ON.

	concRedir
	The field is mandatory present if the mobilityCDMA2000-HRPD is set to "redirection"; otherwise the field is not present.

	GERAN
	The field should be present if the purpose is set to "handover" and the targetRAT-Type is set to "geran"; otherwise the field is not present

	PSHO
	The field is mandatory present in case of PS handover toward GERAN; otherwise the field is optionally present, but not used by the UE

	UTRAGERAN
	The field is mandatory present if the targetRAT-Type is set to "utra" or "geran"; otherwise the field is not present


NOTE 1:
The correspondence between the value of the targetRAT-Type, the standard to apply and the message contained within the targetRAT-MessageContainer is shown in the table below:

	targetRAT-Type
	Standard to apply
	targetRAT-MessageContainer

	cdma2000-1XRTT
	C.S0001 or later, C.S0007 or later, C.S0008 or later
	

	cdma2000-HRPD
	C.S0024 or later
	

	geran
	GSM TS 04.18, version 8.5.0 or later, or 3GPP TS 44.018 (clause 9.1.15)

3GPP TS 44.060, version 6.13.0 or later (clause 11.2.43)

3GPP TS 44.060, version 7.6.0 or later (clause 11.2.46)
	HANDOVER COMMAND

PS HANDOVER COMMAND

DTM HANDOVER COMMAND

	utra
	3GPP TS 25.331 (clause 10.2.16a)
	Handover TO UTRAN command

	eutra
	3GPP TS 36.331 (clause 5.4.2)
	RRCCONNECTIONRECONFIGURATION


END OF FOURTH CHANGE

START OF FIFTH CHANGE

–
RRCConnectionReconfiguration
<<<<<<<<<<<<<<<<<<<< Omitted unchanged parts >>>>>>>>>>>>>>>>>>>>>>>>>>
RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO-toEPC

nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v15x0-IEs ::= SEQUENCE {


dedicatedInfoNASListExt-r15

SEQUENCE (SIZE(maxDRB-Plus1-r15..maxDRB-r15)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


sCellToAddModListExt-v15xy

SCellToAddModListExt-v15xy


OPTIONAL,
-- Need ON

sCellGroupToReleaseList-r15

SCellGroupToReleaseList-r15


OPTIONAL,
-- Need ON


sCellGroupToAddModList-r15

SCellGroupToAddModList-r15


OPTIONAL,
-- Need ON


securityConfigHO-r15



SecurityConfigHO-r15




OPTIONAL,
-- Cond HO-to5GC

nonCriticalExtension


SEQUENCE {}

}
SecurityConfigHO-r15 ::=

SEQUENCE {


handoverType




CHOICE {


intra5GC





SEQUENCE {




securityAlgorithmConfig


SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator



BOOLEAN,




nextHopChainingCount


NextHopChainingCount




nas-Container



OCTET STRING
OPTIONAL, 
-- Need ON



},



fiveGCtoEPC






SEQUENCE {




securityAlgorithmConfig


SecurityAlgorithmConfig











nextHopChainingCount


NextHopChainingCount



},


epc-To5GC





SEQUENCE {




securityAlgorithmConfig


SecurityAlgorithmConfig,




nas-Container

OCTET STRING 


}


},


...

}
	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	endc-ReleaseAndAdd
A one-shot field indicating whether the UE simultaneously releases and adds all the NR SCG related configuration within nr-Config, i.e. the configuration set by the NR RRCReconfiguration message (e.g. secondaryCellGroup, SRB3 and measConfig).

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	harq-Offset

Indicates a HARQ subframe offset that is applied to the subframes designated as UL in the associated subrame assignment, see TS 38.213 [88].

	keyChangeIndicator

If UE is connected to EPC, true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].
If UE is connected to 5GC, true is used only in an intra-cell handover when a KeNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, as described in TS 33.501 [86] for KeNB re-keying. 
False is used for intra-system handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.501 [86]. False is also used for inter-system handover to E-UTRA connected to EPC, when the new KeNB is derived from a KASME mapped from the current KAMF.

	lwa-Configuration

This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA with DC, LWIP or RCLWI for a UE.

	lwip-Configuration

This field is used to provide parameters for LWIP configuration. E-UTRAN does not simultaneously configure LWIP with DC, LWA or RCLWI for a UE.

	nas-Container

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although, if included, it affects activation of AS- security after handover within E-UTRA connected to 5GC. The content is defined in TS 24.501. It is FFS in CT1 and SA3, the exact content of this container.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although, if included, it affects activation of AS- security after inter-RAT handover to E-UTRA connected to EPC or inter-system handover to E-UTRA connected to EPC.The content is defined in TS 24.301.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32] if UE is connected to EPC, else see 33.501 [86] if UE is connected to 5GC.

	nr-Config

Includes the NR related configurations. This filed is used to perform EN-DC configuration or NR PDCP configuration while EN-DC is not configured.

	nr-RadioBearerConfig1, nr-RadioBearerConfig2
Includes the NR RadioBearerConfig IE as specified in TS 38.331 [82]. The field includes the configuration of RBs configured with NR PDCP.

	nr-SecondaryCellGroupConfig

Includes the NR RRCReconfiguration message as specified in TS 38.331 [82]. In this version of the specification, the NR RRC message only includes fields secondaryCellGroup and/ or measConfig. If nr-SecondaryCellGroupConfig is configured, the network always includes this field upon MN handover to initiate an NR SCG reconfiguration with sync and key change.

	perCC-GapIndicationRequest

Indicates that UE shall include perCC-GapIndicationList and numFreqEffective in the RRCConnectionReconfigurationComplete message. numFreqEffectiveReduced may also be included if frequencies are configured for reduced measurement performance.

	p-MaxEUTRA

Indicates the maximum power available for LTE.

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode

Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23, Table 5.1.4.2-1]. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration

WLAN traffic steering command as specified in 5.6.16.2. E-UTRAN does not simultaneously configure RCLWI with DC, LWA or LWIP for a UE.

	


	sCellIndex

In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12. sCellIndex-r13 in sCellToAddModListExt-r13 shall not have same values as sCellIndex-r10 in sCellToAddModList-r10.

	sCellToAddModList, sCellToAddModListExt

Indicates the SCell to be added or modified. Field sCellToAddModList is used to add the first 4 SCells for a UE with sCellIndex-r10 while sCellToAddModListExt is used to add the rest. If E-UTRAN includes SCellToAddModListExt-v1430 it includes the same number of entries, and listed in the same order, as in SCellToAddModListExt-r13. If E-UTRAN includes SCellToAddModList-v10l0 it includes the same number of entries, and listed in the same order, as in SCellToAddModList-r10. If E-UTRAN includes SCellToAddModListExt-v1370 it includes the same number of entries, and listed in the same order, as in SCellToAddModListExt-r13.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext

Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). Field sCellToAddModListSCG is used to add the first 4 SCells for a UE with sCellIndex-r10 while sCellToAddModListSCG-Ext is used to add the rest. If E-UTRAN includes sCellToAddModListSCG-v10l0 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-r12. If E-UTRAN includes sCellToAddModListSCG-Ext-v1370 it includes the same number of entries, and listed in the same order, as in sCellToAddModListSCG-Ext-r13.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Counter

A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	securityConfigHO 
This field contains the parameters required to update the security keys at handover. The choice intraLTE is used for handover between LTE/EPC(LTE/EPC as well as inter-system handover LTE/5GC(LTE/EPC. The choice interRAT is used for handover from GERAN or UTRAN to LTE/EPC. If E-UTRAN includes the securityConfigHO-r15, the choice intraSystem is used for handover between LTE/5GC(LTE/5GC and NR(LTE/5GC. The choice interSystem is used for handover between LTE/EPC(LTE/5GC.

	sk-Counter

A one-shot counter used upon initial configuration of security for EN-DC as well as upon refresh of S-KgNB. E-UTRAN provides this field upon configuring EN-DC to facilitate configuration of SRB3.

	sl-V2X-ConfigDedicated

Indicates sidelink configuration for non-P2X related V2X sidelink communication as well as P2X related V2X sidelink communication.

	srs-SwitchFromServCellIndex

Indicates the serving cell whose UL transmission may be interrupted during SRS transmission on a PUSCH-less cell. During SRS transmission on a PUSCH-less cell, the UE may temporarily suspend the UL transmission on a serving cell with PUSCH in the same CG to allow the PUSCH-less cell to transmit SRS. The PUSCH-less cell is always a TDD cell but the serving cell with PUSCH may be either a FDD or TDD cell.

	subframeAssignment

Indicates DL/UL subframe configuration where sa0 points to Configuration 0, sa1 to Configuration 1 etc. as specified in TS 36.211 [21, table 4.2-2].

	systemInformationBlockType1Dedicated

This field is used to transfer SystemInformationBlockType1 or SystemInformationBlockType1-BR to the UE.

	systemInformationBlockType2Dedicated

This field is used to transfer BR version of SystemInformationBlockType2 to BL UEs or UEs in CE.

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.

	tdm-PatternConfig
UL/DL reference configuration indicating the time during which a UE configured with EN-DC is allowed to transmit. This field is used when power control or IMD issues require single UL transmission.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA or to E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	The field is mandatory present in case of inter-system handover within E-UTRA; it is optionally present, need ON, in case of intra-system handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment, or for handover from NR to E-UTRA; otherwise the field is not present.

	HO-to5GC
	The field is mandatory present in case of handover within E-UTRA connected to 5GC or to E‑UTRA connected to 5GC, otherwise the field is not present.

	HO-toEPC
	The field is mandatory present in case of handover within E-UTRA connected to EPC or to E‑UTRA connected to EPC, otherwise the field is not present. 

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


END OF FIFTH CHANGE

�This refers to both legacy SecurityConfigHO and to the new SecurityConfigHO-r15


�This refers to both legacy SecurityConfigHO and to the new SecurityConfigHO-r15


�Referring both is not clear. Better to make it clear.


�With new changes, securityConfigHO-r15 will only be included when connected to 5GC


�Wondering if only reference to 33.501 here is enough. Consider Huawei proposed text below:


�This splitting of the procedure duplicates the procedures and bloats the specifications


�Previous agreements that algorithms will use LTE codepoints and be derived in 33.401


�It is not clear the impact of MobilityFromEUTRACommand with RAT-Type is set to eutra. I think it should be reflected in the procedure for HO to E-UTRA


�The eutra indication is used to indicate that the UE should perform the procedures in 5.4.2 and not in 5.3.5.4. 





In what way do you propose to capture this in the procedures?


�Should start timer att beginning of procedure


�The procedures for full configuration primarily releases previous configurations.


The fullConfig flag will not be included for legacy inter-RAT handover from GERAN/UTRAN 


�Should start timer att beginning of procedure


�Only start the timer if fullConfig is included. fullCOnfig is never included in legacy inter-RAT HO


�For EPC, the UE will have a MCG security configuration


For 5GC, the UE will have a security configuration associated to the master key.


FFS how to capture this in the procedures.


�In case the fullConfig is not included, e.g. in case of legacy inter-RAT HO, the T304 is started here. 


�ASN.1 parameters may not start with a number. Suggestions for better names are welcome


�Handover from NR or LTE/5GC to LTE/EPC


�Due to non-symmetric N26 handover, target MME and eNB will think this is normal S1 handover


�Handover from NR to LTE/5GC


�If this container is only defined for NR, then it should not be understand by NR. One RAT can only have one nas container. Eventually both RATs can only need one container after CT1 consolidation.


�Not sure what you are suggesting here. Since the sizes and names of the NAS containers are still undecided in CT1, lets define a generic name aligned with SA3 (where they use NASC).


�Else if handoverType in securityConfigHO is set to interRAT; or


If handoverType in securityConfigHO-r15 is set to inter-system;


�Handover from LTE/EPC to LTE/5GC or UTRAN/GERAN to LTE/EPC


�Else if handoverType in securityConfigHO is set to interRAT; or


If handoverType in securityConfigHO-r15 is set to inter-system;


�Handover from LTE/EPC to LTE/5GC or UTRAN/GERAN to LTE/EPC


�Comment from Intel: why handling for protocol error is different from other cases?


�The error handling of the RRCConnectionReconfiguration message is handled in 5.3.5.5 which will trigger a reestablishment. If this statement wasn’t here, then the UE would trigger another reestablishement here.


�ASN.1 parameters may not start with numbers.


Suggestions for better parameter names are welcome.
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