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	Reason for change:
	At RAN2#102, the following agreement was taken:

=> If Resume is triggered by AS and NAS triggered event, and cell reselection happens whilst either of the wait timer or T300x are running rely on NAS recovery

In the current version of the specification, if cell reselection occurs during T302, T302 is stopped and pending RNAU’s are sent in the new cell.  If cell reselection occurs while T319 is running, the UE remains in RRC_INACTIVE.  In both cases, the UE should rely on NAS recovery as per agreement.  
 

	
	

	Summary of change:
	1. In RRC_IDLE, when T302 expires, UE informs upper layers of the failure.
2. In RRC_INACTIVE, if cell reselection occurs when either T319 or T302 are running, the UE moves to RRC_IDLE and informs the upper layers of the failure to resume the connection so NAS recovery can be triggered.
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	Clauses affected:
	5.3.13.6


	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1



[bookmark: _Toc500942635][bookmark: _Toc509405757][bookmark: _Hlk504049857][bookmark: _Hlk504055217][bookmark: _Toc500942638][bookmark: _Hlk492964276][bookmark: _Toc493510571][bookmark: _Toc500942656][bookmark: _Toc491180871][bookmark: _Toc491180878][bookmark: _Toc493510580][bookmark: _Toc500942686][bookmark: _Toc470095101]START OF FIRST CHANGE
5.3.13.6	Cell re-selection while T319 or T302 is running
Editor’s Note: FFS  Whether cell reselection actions need to be defined for other timers e.g. access control timers equivalent to T303, T305, T306 and T308 in LTE).
The UE shall:
1>	if cell reselection occurs while T319 or T302 is running:
2>	stop timer T319 or T302, if running;
2> if the UE is in RRC_INACTIVE:
23>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause RRC Resume failure;perform the actions as specified in 5.3.13.8a;
2> else:
	3> perform the actions upon T302 expiry or stop as specified in 5.3.13.8a;
1>	if cell reselection occurs while T319 is running:
2>	stop timer T319;
2>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established; 
2>	inform upper layers about the failure to resume the RRC connection;
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