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	Reason for change:
	NR supports inter-RAT measurements. RAN2 #102 meeting achieved the following agreements:

Agreements:

1: 
In NR for inter-RAT measurement on EUTRA, the UE needs to measure and report on listed cells and detected cells.

2: 
The following IEs in LTE MO are necessary in NR for inter-RAT measurement configuration:

Frequency and bandwidth info: carrierFreq, allowedMeasBandwidth, presenceAntennaPort1, offsetFreq, 

Listed cell: cellsToRemoveList, cellsToAddModList

Black list: blackCellsToRemoveList ,blackCellsToAddModList

ANR info: cellForWhichToReportCGI

FFS: measSubframePatternConfigNeigh

FFS: widebandRSRQ-Meas

However, procedure text and ASN.1 for Event B1 and Event B2 is currently missing in TS 38.331.
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	Other comments:
	


5.5.4
Measurement report triggering

…
5.5.4.8
Event B1 (Inter RAT neighbour becomes better than threshold)

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition B1-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B1-2, as specified below, is fulfilled;

Inequality B1-1 (Entering condition)
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Inequality B1-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. eUTRA-Q-OffsetRange as defined within the measObjectEUTRA corresponding to the frequency of the neighbour inter-RAT cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).

Thresh is the threshold parameter for this event (i.e. b1-Threshold as defined within reportConfigInterRAT for this event).

Mn is expressed in dBm or in dB, depending on the measurement quantity of the inter-RAT neighbour cell.

Ofn, Hys are expressed in dB.

Thresh is expressed in the same unit as Mn.
5.5.4.9
Event B2 (PCell becomes worse than threshold1 and inter RAT neighbour becomes better than threshold2)

The UE shall:

1>
consider the entering condition for this event to be satisfied when both condition B2-1 and condition B2-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition B2-3 or condition B2-4, i.e. at least one of the two, as specified below, is fulfilled;

Inequality B2-1 (Entering condition 1)
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Inequality B2-2 (Entering condition 2)
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Inequality B2-3 (Leaving condition 1)
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Inequality B2-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Mp is the measurement result of the PCell, not taking into account any offsets.

Mn is the measurement result of the inter-RAT neighbour cell, not taking into account any offsets.

Ofn is the frequency specific offset of the frequency of the inter-RAT neighbour cell (i.e. eUTRA-Q-OffsetRange as defined within the measObjectEUTRA corresponding to the frequency of the inter-RAT neighbour cell).
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigInterRAT for this event).

Thresh1 is the threshold parameter for this event (i.e. b2-Threshold1 as defined within reportConfigInterRAT for this event).

Thresh2 is the threshold parameter for this event (i.e. b2-Threshold2 as defined within reportConfigInterRAT for this event).

Mp is expressed in dBm in case of RSRP, or in dB in case of RSRQ.

Mn is expressed in dBm or dB, depending on the measurement quantity of the inter-RAT neighbour cell.
Ofn, Hys are expressed in dB.

Thresh1 is expressed in the same unit as Mp.
Thresh2 is expressed in the same unit as Mn.
…

6.3.2
Radio resource control information elements

…

–
ReportConfigInterRAT
The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events for EUTRAN are labelled BN with N equal to 1, 2 and so on.

Event B1:
Neighbour becomes better than absolute threshold;

Event B2:
PCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigInterRAT information element

-- ASN1START

ReportConfigInterRAT ::=


SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventB1







SEQUENCE {






b1-Threshold





ThresholdEUTRA,





reportOnLeave





BOOLEAN




},





eventB2







SEQUENCE {






b2-Threshold1





MeasTriggerQuantity,






b2-Threshold2





ThresholdEUTRA,





reportOnLeave





BOOLEAN




},





...,




},




hysteresis





Hysteresis,




timeToTrigger




TimeToTrigger



},



periodical


},


maxReportCells




INTEGER (1..maxCellReport),


reportInterval




ReportInterval,



reportAmount




ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...,

-- ASN1STOP

	ReportConfigInterRAT field descriptions

	bN-ThresholdM

Threshold to be used in inter RAT measurement report triggering condition for event number bN. If multiple thresholds are defined for event number bN, the thresholds are differentiated by M.

	eventId

Choice of inter-RAT event triggered reporting criteria.

	maxReportCells

Max number of cells, excluding the serving cell, to include in the measurement report.

	reportAmount

Number of measurement reports applicable for triggerType event as well as for triggerType periodical. 

	reportOnLeave

Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.
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