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Foreword
This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
[bookmark: _CR1][bookmark: _Toc13919442][bookmark: _Toc36556028][bookmark: _Toc45832970][bookmark: _Toc64447449][bookmark: _Toc98405636][bookmark: _Toc112762040][bookmark: _Toc209692584]
1	Scope
The present document specifies the NR user plane protocol functions used within NG-RAN and, for EN-DC and LTE UP-CP split within E-UTRAN. NR user plane protocol functions may reside in nodes terminating either the X2-U (for EN-DC) or the Xn-U or the F1-U interface. User plane protocol functions support both E-UTRA PDCP and NR PDCP.
[bookmark: _CR2][bookmark: _Toc13919443][bookmark: _Toc36556029][bookmark: _Toc45832971][bookmark: _Toc64447450][bookmark: _Toc98405637][bookmark: _Toc112762041][bookmark: _Toc209692585]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 29.281: "General Packet Radio System (GPRS) Tunnelling Protocol User Plane (GTPv1-U)".
[3]	3GPP TS 37.340: "NR; Multi-connectivity; Overall description; Stage-2".
[4]	3GPP TS 36.321: "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification".
[5]	3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".
[6]	3GPP TS 36.322: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Link Control (RLC) protocol specification".
[7]	3GPP TS 38.322: "NR; Radio Link Control (RLC) protocol specification".
[8]	3GPP TS 23.501: "System Architecture for the 5G System".
[bookmark: _Toc13919444][bookmark: _Toc36556030][bookmark: _Toc45832972][bookmark: _Toc64447451][9]	3GPP TS 36.401: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Architecture description".
[10]	3GPP TS 38.401: "NG-RAN; Architecture description".
[bookmark: _CR3][bookmark: _Toc98405638][bookmark: _Toc112762042][bookmark: _Toc209692586]3	Definitions and abbreviations
[bookmark: _CR3_1][bookmark: _Toc13919445][bookmark: _Toc36556031][bookmark: _Toc45832973][bookmark: _Toc64447452][bookmark: _Toc98405639][bookmark: _Toc112762043][bookmark: _Toc209692587]3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Corresponding node: a node interacting with a node hosting PDCP for flow control. In an IAB network, this is the IAB-DU serving the UE for the corresponding data radio bearer.
eNB-CP: as defined in TS 36.401 [9].
eNB-UP: as defined in TS 36.401 [9].
Master node: as defined in TS 37.340 [3].
Secondary node: as defined in TS 37.340 [3].
[bookmark: _CR3_2][bookmark: _Toc13919446][bookmark: _Toc36556032][bookmark: _Toc45832974][bookmark: _Toc64447453][bookmark: _Toc98405640][bookmark: _Toc112762044][bookmark: _Toc209692588]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
BSSize	Burst Size
EN-DC	E-UTRA-NR Dual Connectivity
IAB	Integrated Access and Backhaul
MBS	Multicast/Broadcast Service
MR-DC	Multi-RAT Dual Connectivity
MRB	MBS Radio Bearer
PTM	Point To Multipoint
[bookmark: OLE_LINK33]TTNB		Time To Next Burst
[bookmark: _CR4][bookmark: _Toc13919447][bookmark: _Toc36556033][bookmark: _Toc45832975][bookmark: _Toc64447454][bookmark: _Toc98405641][bookmark: _Toc112762045][bookmark: _Toc209692589]4	General
[bookmark: _CR4_1][bookmark: _Toc13919448][bookmark: _Toc36556034][bookmark: _Toc45832976][bookmark: _Toc64447455][bookmark: _Toc98405642][bookmark: _Toc112762046][bookmark: _Toc209692590]4.1	General aspects
The NR user plane protocol is located in the User Plane of the Radio Network layer over either the Xn or the X2 or the F1 interface or the W1 interface or the UP interface between eNB-CP and eNB-UP.
The NR user plane protocol is used to convey control information related to the user data flow management of data radio bearers.
Each NR user plane protocol instance is associated to one data radio bearer only. There is one NR user plane instance per GTP tunnel. When a GTP tunnel is set up, a new NR user plane instance is set up.
If configured, NR user plane protocol instances exist at the Master node and the Secondary node in the context of DC or at nodes hosting F1-U protocol terminations or at nodes hosting W1-U protocol terminations or at eNB-CP and eNB-UP. The NR user plane protocol supports direct communication between NR user plane protocol entities, regardless of whether they terminate the same or different user plane interfaces.
NOTE:	User data radio bearers may be setup for data forwarding purposes during Xn HO or during DC related mobility without requiring the execution of any additional data radio bearer related user plane protocol functions related to an NR user plane protocol instance.
On each data radio bearer, the NR user plane protocol operates with RLC AM or RLC UM.
In this version of the present document, NR user plane protocol data is conveyed by GTP-U protocol means, more specifically, by means of the "NR RAN Container" GTP-U extension header as defined in TS 29.281 [2].
[bookmark: _CR5][bookmark: _Toc13919449][bookmark: _Toc36556035][bookmark: _Toc45832977][bookmark: _Toc64447456][bookmark: _Toc98405643][bookmark: _Toc112762047][bookmark: _Toc209692591]5	NR user plane protocol
[bookmark: _CR5_1][bookmark: _Toc13919450][bookmark: _Toc36556036][bookmark: _Toc45832978][bookmark: _Toc64447457][bookmark: _Toc98405644][bookmark: _Toc112762048][bookmark: _Toc209692592]5.1	General
The NR user plane protocol layer is using services of the transport network layer in order to allow flow control of user data packets transferred from the node hosting PDCP to the corresponding node.
[bookmark: _CR5_2][bookmark: _Toc13919451][bookmark: _Toc36556037][bookmark: _Toc45832979][bookmark: _Toc64447458][bookmark: _Toc98405645][bookmark: _Toc112762049][bookmark: _Toc209692593]5.2	NR user plane protocol layer services
NOTE 1:	In this section, NR user plane protocol layer services are also applicable to E-UTRA PDCP. With this understanding, each instance of NR PDCP can be replaced by E-UTRA PDCP.
The following functions are provided by the NR user plane protocol:
-	Provision of NR user plane specific sequence number information for user data transferred from the node hosting NR PDCP to the corresponding node for a specific data radio bearer.
-	Information of successful in sequence delivery of NR PDCP PDUs to the UE from the corresponding node for user data associated with a specific data radio bearer.
-	Information of NR PDCP PDUs that were not delivered to the UE or not transmitted to the lower layers.
-	Information of NR PDCP PDUs transmitted to the lower layers for user data associated with a specific data radio bearer.
-	Information of downlink NR PDCP PDUs to be discarded for user data associated with a specific data radio bearer; 
-	Information of the currently desired buffer size at the corresponding node for transmitting to the UE user data associated with a specific data radio bearer.
-	Information of the currently desired data rate in bytes at the corresponding node for transmitting to the UE user data associated with a specific data radio bearer;
-	Information of successful in sequence delivery of NR PDCP PDUs to the UE from the corresponding node for retransmission user data associate with a specific data radio bearer;
-	Information of NR PDCP PDUs transmitted to the lower layers for retransmission user data associated with a specific data radio bearer.
-	Information of the specific events at the corresponding node.
-	Information on Radio Link Quality from the corresponding node for user data associated with a specific data radio bearer.
-	Information for QoS monitoring from the corresponding node for user data associated with a specific data radio bearer.
-	Information for UE performance delay monitoring from the corresponding node for user data associated with a specific data radio bearer.
[bookmark: _CR5_3][bookmark: _Toc13919452][bookmark: _Toc36556038][bookmark: _Toc45832980][bookmark: _Toc64447459][bookmark: _Toc98405646][bookmark: _Toc112762050][bookmark: _Toc209692594]5.3	Services expected from the Transport Network Layer
The NR user plane protocol layer expects the following services from the Transport Network Layer:
-	Transfer of user data.
[bookmark: _CR5_4][bookmark: _Toc13919453][bookmark: _Toc36556039][bookmark: _Toc45832981][bookmark: _Toc64447460][bookmark: _Toc98405647][bookmark: _Toc112762051][bookmark: _Toc209692595]
5.4	Elementary procedures
[bookmark: _Toc13919454][bookmark: _Toc36556040][bookmark: _Toc45832982][bookmark: _Toc64447461]NOTE 1:	In this section, NR user plane elementary procedures are also applicable to E-UTRA PDCP unless specified otherwise. With this understanding, each instance of NR PDCP can be replaced by E-UTRA PDCP unless specified otherwise.
[bookmark: _CR5_4_1][bookmark: _Toc98405648][bookmark: _Toc112762052][bookmark: _Toc209692596]5.4.1	Transfer of Downlink User Data
[bookmark: _CR5_4_1_1][bookmark: _Toc13919455][bookmark: _Toc36556041][bookmark: _Toc45832983][bookmark: _Toc64447462][bookmark: _Toc98405649][bookmark: _Toc112762053][bookmark: _Toc209692597]5.4.1.1	Successful operation
The purpose of the Transfer of Downlink User Data procedure is to provide NR-U specific sequence number information at the transfer of user data carrying a DL NR PDCP PDU from the node hosting the NR PDCP entity to the corresponding node.
An NR user plane protocol instance making use of the Transfer of Downlink User Data procedure is associated to a single radio bearer only.
The node hosting the NR PDCP entity shall assign consecutive NR-U sequence numbers to each transferred NR-U packet. A retransmitted NR PDCP PDU shall be assigned a new NR-U sequence number.
The node hosting the NR PDCP entity indicates to the corresponding node whether this NR-U packet is a retransmission of NR PDCP PDU.
The node hosting the NR PDCP entity can indicate to the corresponding node to either discard all NR PDCP PDUs up to and including a defined DL discard NR PDCP PDU SN or discard one or a number of blocks of downlink NR PDCP PDUs. The corresponding node may stop transmission or retransmission of the NR PDCP PDU as indicated in the DL discard NR PDCP PDU SN, or stop transmission or retransmission of one or a number of blocks of downlink NR PDCP PDUs, as specified in TS 38.322 [7].
If the Assistance Information Report Polling Flag is equal to 1, the corresponding node shall, if supported, send the ASSISTANCE INFORMATION DATA to the node hosting the NR PDCP entity.
The corresponding node shall detect whether an NR-U packet was lost and memorise the respective sequence number after it has declared the respective NR-U packet as being "lost".
The corresponding node shall transfer the remaining NR PDCP PDUs towards the UE and memorise the highest NR PDCP PDU sequence number of the NR PDCP PDU that was successfully delivered (as defined in TS 36.322 [6] and TS 38.322 [7]) in sequence towards the UE (in case RLC AM is used) and the highest NR PDCP PDU sequence number of the NR PDCP PDU that was transmitted to the lower layers.
The corresponding node shall send the DL DATA DELIVERY STATUS if the Report Polling Flag is set to 1 or when the NR PDCP PDU with the indicated DL report NR PDCP PDU SN has been successfully delivered, unless a situation of overload at the corresponding node is encountered. The DL DATA DELIVERY STATUS sent as a response to a specific DL report NR PDCP PDU SN shall be sent only when all PDCP PDU SNs up to this DL report NR PDCP PDU have been successfully delivered in-sequence.
[bookmark: _Hlk38974826]If the Request OutOfSeq Report is set to 1, the corresponding node shall, if supported, include the NR PDCP PDU sequence number successfully delivered out of sequence in the DL DATA DELIVERY STATUS to the node hosting the NR PDCP entity.
NOTE:	The Transfer of Downlink User Data procedure and the associated feedback of lost NR-U packets assist the node hosting the NR PDCP entity in avoiding NR PDCP HFN de-synchronisation. If a deployment decides to not use the Transfer of Downlink User Data procedure, NR PDCP HFN synchronization should be ensured by other means.
If the User data existence flag is set to 1, the corresponding node assumes that the node hosting the NR PDCP entity has some user data for the concerned data radio bearer. The corresponding node decides whether and when to use DRX for the UE (i.e. the corresponding node may indicate the UE to use DRX even if the flag is set to 1 and the received DL USER DATA frame contains no user data).
The node hosting the NR PDCP entity can indicate to the corresponding node to either retransmit all NR PDCP PDUs up to and including a defined DL retransmission NR PDCP PDU SN or retransmit one or a number of blocks of downlink NR PDCP PDUs, as specified in TS 38.322 [7].
The node hosting the NR PDCP entity can indicate to the corresponding node the DL Remaining Time based Polling Indicator to trigger remaining-time-based RLC polling, as specified in TS 38.322 [7].


[bookmark: _CRFigure5_4_1_11]Figure 5.4.1.1-1: Successful Transfer of Downlink User Data
[bookmark: _CR5_4_1_2][bookmark: _Toc13919456][bookmark: _Toc36556042][bookmark: _Toc45832984][bookmark: _Toc64447463][bookmark: _Toc98405650][bookmark: _Toc112762054][bookmark: _Toc209692598]5.4.1.2	Unsuccessful operation
Void.
[bookmark: _CR5_4_2][bookmark: _Toc13919457][bookmark: _Toc36556043][bookmark: _Toc45832985][bookmark: _Toc64447464][bookmark: _Toc98405651][bookmark: _Toc112762055][bookmark: _Toc209692599]5.4.2	Downlink Data Delivery Status
[bookmark: _CR5_4_2_1][bookmark: _Toc13919458][bookmark: _Toc36556044][bookmark: _Toc45832986][bookmark: _Toc64447465][bookmark: _Toc98405652][bookmark: _Toc112762056][bookmark: _Toc209692600]5.4.2.1	Successful operation
The purpose of the Downlink Data Delivery Status procedure is to provide feedback from the corresponding node to the node hosting the NR PDCP entity to allow the node hosting the NR PDCP entity to control the downlink user data flow via the corresponding node for the respective data radio bearer. The corresponding node may also transfer uplink user data for the concerned data radio bearer to the node hosting the NR PDCP entity together with a DL DATA DELIVERY STATUS frame within the same GTP-U PDU.
The Downlink Data Delivery Status procedure is also used to provide feedback from the corresponding node to the node hosting the NR PDCP entity to allow the node hosting the NR PDCP entity to control the successful delivery of DL control data to the corresponding node.
When the corresponding node decides to trigger the feedback for Downlink Data Delivery procedure it shall report as specified in section 5.2:
a)	in case of RLC AM, the highest NR PDCP PDU sequence number successfully delivered in sequence to the UE among those NR PDCP PDUs received from the node hosting the NR PDCP entity i.e. excludes those retransmission NR PDCP PDUs;
NOTE 1:	If the NR user plane protocol instance is associated a single RLC-AM entity for an MRB, specification text in bullet a) is applicable.
	For all other cases, if the NR user plane protocol instance is associated with an MRB configured with at least one RLC AM entity and RLC-UM, the highest successfully delivered NR PDCP sequence number indicates the combined feedback of the highest NR PDCP sequence number successfully delivered in sequence to all the involved UEs for which the RLC AM entites have been configured, no retransmissions are performed, and the highest NR PDCP sequence number transmitted to the lower layers for PTM.
b)	the desired buffer size in bytes for the concerned data radio bearer or for the MRB;
c)	optionally, the desired data rate in bytes associated with a specific data radio bearer configured for the UE or for the MRB;
d)	the NR-U packets that were declared as being "lost" by the corresponding node and have not yet been reported to the node hosting the NR PDCP entity within the DL DATA DELIVERY STATUS frame;
e)	if retransmission NR PDCP PDUs have been delivered, the NR PDCP PDU sequence number associated with the highest NR-U sequence number among the retransmission NR PDCP PDUs successfully delivered to the UE in sequence of NR-U sequence number;
f)	if retransmission NR PDCP PDUs have been transmitted to the lower layers, the NR PDCP PDU sequence number associated with the highest NR-U sequence number among the retransmission NR PDCP PDUs transmitted to the lower layers in sequence of NR-U sequence number;
g)	the highest NR PDCP PDU sequence number transmitted to the lower layers among those NR PDCP PDUs received from the node hosting the NR PDCP entity i.e. excludes those retransmission NR PDCP PDUs;
NOTE 2:	If the NR user plane protocol instance is associated with an MRB configured with RLC-UM entities only, the highest NR PDCP PDU sequence number transmitted successfully to all lower layer instances  is reported.
NOTE 3:	If a deployment has decided not to use the Transfer of Downlink User Data procedure, d), e) and f)  above are not applicable.
h)	in case of RLC AM, the NR PDCP PDU sequence number successfully delivered out of sequence to the UE among those NR PDCP PDUs received from the node hosting the NR PDCP entity i.e. excludes those retransmission NR PDCP PDUs.
As soon as the corresponding node detects the successful RACH access by the UE for the corresponding data radio bearer(s), the corresponding node shall send initial DL DATA DELIVERY STATUS frame to the node(s) hosting the NR PDCP entity(ies). The node hosting NR PDCP entity may start sending DL data before receiving the initial DL DATA DELIVERY STATUS frame. In case the DL DATA DELIVERY STATUS frame is sent before any NR PDCP PDU is transferred to lower layers, the information on the highest NR PDCP PDU sequence number successfully delivered in sequence to the UE and the highest NR PDCP PDU sequence number transmitted to the lower layers may not be provided.
The DL DATA DELIVERY STATUS frame shall also include a final frame indication when this frame is the last DL status report. When receiving such indication, the node hosting the NR PDCP entity considers that no more UL or DL data is expected to be transmitted between the corresponding node and the UE.
The DL DATA DELIVERY STATUS frame may also include an indication of detected radio link outage or radio link resume for the concerned data radio bearer. When receiving an indication of radio link outage detection, the node hosting the NR PDCP entity considers that traffic delivery over the data radio bearer configured for the UE is unavailable at the corresponding node both in UL and DL. When receiving an indication of radio link resume detection, the node hosting the NR PDCP entity considers that traffic delivery over the data radio bearer configured for the UE is available at the corresponding node both in UL and in DL. When receiving an indication of UL or DL radio link outage detection, the node hosting the NR PDCP entity considers that traffic delivery over the data radio bearer configured for the UE is unavailable at the corresponding node for UL or DL, depending on the indicated outage. When receiving an indication of UL or DL radio link resume detection, the node hosting the NR PDCP entity considers that traffic delivery over the data radio bearer configured for the UE is available at the corresponding node in UL or in DL, depending on the indicated resume. These indications are not applicable to E-UTRA PDCP.
For report polling triggered reporting, the DL DATA DELIVERY STATUS frame may include the feedback delay result and the NR-U sequence number of the frame where Report Polling Flag is included and that triggered the signalling of the DL DATA DELIVERY STATUS.
The node hosting the NR PDCP entity, when receiving the DL DATA DELIVERY STATUS frame:
-	regards the desired buffer size under b) and the data rate under c) above as the amount of data to be sent from the hosting node:
-	If the value of the desired buffer size is 0, the hosting node shall stop sending any data per bearer.
-	If the value of the desired buffer size in b) above is greater than 0, the hosting node may send up to this amount of data per bearer:
-	first including the data to be retransmitted;
-	then the new data, starting from the last "Highest successfully delivered NR PDCP Sequence Number" for RLC AM if received, or starting from the last "Highest transmitted NR PDCP Sequence Number" for RLC UM if received.
-	The value of the desired data rate in c) above is the amount of data desired to be received in a specific amount of time. The amount of time is 1 sec.
-	The information of the buffer size in b) above and of the data rate in c) above is valid until the next DL DATA DELIVERY STATUS frame is received.
-	is allowed to remove the buffered NR PDCP PDUs of a RLC AM bearer, according to the feedback of successfully delivered NR PDCP PDUs;
-	decides upon the actions necessary to take for NR PDCP PDUs reported other than transmitted and/or successfully delivered.
In case of RLC AM, after the highest NR PDCP PDU sequence number successfully delivered in sequence is reported to the node hosting the NR PDCP entity, the corresponding node removes the respective NR PDCP PDUs. For RLC UM, the corresponding node may remove the respective NR PDCP PDUs after transmitting to lower layers.



[bookmark: _CRFigure5_4_2_11]Figure 5.4.2.1-1: Successful Downlink Data Delivery Status
[bookmark: _CR5_4_2_2][bookmark: _Toc13919459][bookmark: _Toc36556045][bookmark: _Toc45832987][bookmark: _Toc64447466][bookmark: _Toc98405653][bookmark: _Toc112762057][bookmark: _Toc209692601]5.4.2.2	Unsuccessful operation
Void.
[bookmark: _CR5_4_3][bookmark: _Toc13919460][bookmark: _Toc36556046][bookmark: _Toc45832988][bookmark: _Toc64447467][bookmark: _Toc98405654][bookmark: _Toc112762058][bookmark: _Toc209692602]5.4.3	Transfer of Assistance Information
[bookmark: _CR5_4_3_1][bookmark: _Hlk209685953][bookmark: _Toc13919461][bookmark: _Toc36556047][bookmark: _Toc45832989][bookmark: _Toc64447468][bookmark: _Toc98405655][bookmark: _Toc112762059][bookmark: _Toc209692603]5.4.3.1	Successful operation
NOTE 1:	In this section, PDCP duplication and delay measurement related information are not applicable to E-UTRA PDCP.
The purpose of the Transfer of Assistance Information procedure is to provide assistance information to the node hosting the NR PDCP entity. Such information may be taken into consideration by the node hosting the NR PDCP entity for UP management and optimisation procedures.
An NR user plane protocol instance making use of the Transfer of Assistance Information procedure is associated to a single data radio bearer only. 
The Transfer of Assistance Information procedure may be invoked if 
-	the corresponding node decides to send the Radio Quality Assistance Information and/or the PDCP duplication activation suggestion to the node hosting the NR PDCP entity for the concerned data radio bearer or,
-	the corresponding node decides to send the Radio Quality Assistance Information to the node hosting the NR PDCP entity for the concerned RLC entity.
The Transfer of Assistance Information procedure may be invoked if the corresponding node is configured to perform the QoS monitoring or UE performance delay monitoring and to send the QoS monitoring results to the node hosting the NR PDCP entity for the concerned data radio bearer.
The ASSISTANCE INFORMATION DATA frame may include one or more Radio Quality Assistance Information. The information shall consist of the information indicated in the Assistance Information Type. 
The ASSISTANCE INFORMATION DATA shall be sent, if supported, when the corresponding node receives a DL USER DATA PDU including the Assistance Information Report Polling Flag set to 1.
The ASSISTANCE INFORMATION DATA frame may include the PDCP Duplication Activation Suggestion, which informs the node hosting the NR PDCP entity of the suggestion from the corresponding node on whether to activate or not activate DL PDCP duplication. The node hosting the NR PDCP entity may take this information into account to take a decision on whether to activate or not activate PDCP duplication.
The ASSISTANCE INFORMATION DATA frame may include the UL Delay or/and DL Delay measured by the corresponding node. The node hosting the NR PDCP entity may take this information into account to calculate the whole UL or/and DL delay of RAN. 
The ASSISTANCE INFORMATION DATA frame may include UL Congestion Information and/or DL Congestion Information measured by the corresponding node. The node hosting the NR PDCP entity shall, if supported, take this information into account to perform ECN marking in the NG-RAN node, or it shall take this information into account when sending the UL Congestion Information and/or DL Congestion Information to the UPF for ECN marking or information exposure as specified in TS 23.501 [8].
The ASSISTANCE INFORMATION DATA frame may include the DL PSI Based Discard Activation Suggestion, which informs the node hosting the NR PDCP entity of the suggestion from the corresponding node on whether to activate or deactivate DL PSI based PDCP discard. The node hosting the NR PDCP entity may take this information into account to decide whether to activate or deactivate DL PSI based PDCP discard.
The ASSISTANCE INFORMATION DATA frame may include UL Available Bitrate information and/or DL Available Bitrate information generated by the corresponding node. The node hosting the NR PDCP entity shall, if supported, take this information into account and report to UPF as specified in TS 23.501 [8].


[bookmark: _CRFigure5_4_3_11]Figure 5.4.3.1-1: Successful Transfer of Assistance Information Data

[bookmark: _CR5_5][bookmark: _Toc13919462][bookmark: _Toc36556048][bookmark: _Toc45832990][bookmark: _Toc64447469][bookmark: _Toc98405656][bookmark: _Toc112762060][bookmark: _Toc209692604]5.5	Elements for the NR user plane protocol
[bookmark: _CR5_5_1][bookmark: _Toc13919463][bookmark: _Toc36556049][bookmark: _Toc45832991][bookmark: _Toc64447470][bookmark: _Toc98405657][bookmark: _Toc112762061][bookmark: _Toc209692605]5.5.1	General
In the present document the structure of frames is specified by using figures similar to figure 5.5.1-1.
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	Field 1
	Field 2
	1
	Octet 1

	Field 3
	Field 4
	2
	Octet 2

	Field 4 continue
	Spare
	
	Octet 3

	Spare
	Field 5
	1
	Octet 4

	Field 6
	2
	Octet 5
Octet 6

	Field 6 continue
	Padding Bits
	
	

	Future Extension
	0-m
	

	Padding
	0-3
	



Figure 5.5.1-1: Example frame format
Unless otherwise indicated, fields which consist of multiple bits within an octet have the most significant bit located at the highest bit position of the field (according to the bit numbers indicated above frame in figure 5.5.1-1). In addition, if a field spans several octets, most significant bits are located in lower numbered octets (right of frame in figure 5.5.1-1).
The frame is transmitted starting from the lowest numbered octet. Within each octet, the bits are sent according decreasing bit position (bit position 7 first).
Bits labelled "Spare" should be set to "0" by the sender and should not be checked by the receiver.
The header part of the frame is always an integer number of octets. The payload part is octet aligned (by adding 'Padding Bits' when needed). The total size of the frame shall not exceed 1018 octets (see TS 29.281 [2]).
The receiver should be able to remove an additional Future Extension field that may be present. 
See description of Future Extension field in A.1. 
Padding octets may be added at the end of the frame, see Padding in 5.5.3.24
[bookmark: _CR5_5_2][bookmark: _Toc13919464][bookmark: _Toc36556050][bookmark: _Toc45832992][bookmark: _Toc64447471][bookmark: _Toc98405658][bookmark: _Toc112762062][bookmark: _Toc209692606]5.5.2	Frame format for the NR user plane protocol
[bookmark: _CR5_5_2_1][bookmark: _Toc13919465][bookmark: _Toc36556051][bookmark: _Toc45832993][bookmark: _Toc64447472][bookmark: _Toc98405659][bookmark: _Toc112762063][bookmark: _Toc209692607]5.5.2.1	DL USER DATA (PDU Type 0)
This frame format is defined e.g. to allow the corresponding node to detect lost NR-U packets and may be associated with the transfer of a Downlink PDCP PDU.
The following shows the respective DL USER DATA frame.
NOTE 1:	All information elements defined in Figure 5.5.2.1-1 are also applicable to E-UTRA PDCP. With this understanding, each instance of NR PDCP can be replaced by E-UTRA PDCP.
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=0)
	Spare 
	DL Discard Blocks
	DL Flush
	Report polling
	1

	New IE Flag
	BSSI
	TTNBI
	Request OutofSeq Report
	Report Delivered
	User data existence flag
	Assistance Info. Report Polling Flag
	Retransmission flag
	1

	NR-U Sequence Number
	3

	DL discard NR PDCP PDU SN
	0 or 3

	DL discard Number of blocks
	0 or 1

	DL discard NR PDCP PDU SN start (first block)
	0 or 3

	Discarded Block size (first block)
	0 or 1

	…
	

	DL discard NR PDCP PDU SN start (last block)
	0 or 3

	Discarded Block size (last block)
	0 or 1

	DL report NR PDCP PDU SN
	0 or 3

	BSSize
	0 or 3

	TTNB
	0 or 2

	New IE Flag 7(E)
	New IE Flag 6
	New IE Flag 5
	New IE Flag 4
	New IE Flag 3
	New IE Flag 2
	New IE Flag 1
	New IE Flag 0
	0 or 1
New IE Flags Octet

	DL retransmission NR PDCP PDU SN
	0 or 3

	DL retransmission Number of blocks
	0 or 1

	DL retransmission NR PDCP PDU SN start (first block)
	0 or 3

	Retransmission Block size (first block)
	0 or 1

	…
	

	DL retransmission NR PDCP PDU SN start (last block)
	0 or 3

	Retransmission Block size (last block)
	0 or 1

	Spare
	DL Remaining Time based Polling Indicator
	0 or 1

	Padding
	0-3



Figure 5.5.2.1-1: DL USER DATA (PDU Type 0) Format
The New IE Flag in bit 7 of 2nd octet in DL USER DATA (PDU Type 0) indicates if the first octet of New IE Flags Octet is present or not.
Bit 0 of New IE Flags Octet in DL USER DATA (PDU Type 0) indicates if the DL retransmission NR PDCP PDU SN is present (1) or not (0).
Bit 1 of New IE Flags Octet in DL USER DATA (PDU Type 0) indicates if the DL retransmission Number of blocks, DL retransmission NR PDCP PDU SN start and Retransmission Block size are present (1) or not (0).
[bookmark: _CR5_5_2_2][bookmark: _Toc13919466][bookmark: _Toc36556052][bookmark: _Toc45832994][bookmark: _Toc64447473][bookmark: _Toc98405660][bookmark: _Toc112762064][bookmark: _Toc209692608]Bit 2 of New IE Flags Octet in DL USER DATA (PDU Type 0) indicates if the DL Remaining Time based Polling Indicator is present (1) or not (0).
5.5.2.2	DL DATA DELIVERY STATUS (PDU Type 1)
This frame format is defined to transfer feedback to allow the receiving node (i.e. the node that hosts the PDCP entity) to control the downlink user data flow via the sending node (i.e. the corresponding node).
The following shows the respective DL DATA DELIVERY STATUS frame. The Figure shows an example of how a frame is structured when all optional IEs (i.e. those whose presence is indicated by an associated flag) are present.
Absence of such an IE changes the position of all subsequent IEs on octet level.
NOTE 1:	All information elements defined in Figure 5.5.2.2-1 are also applicable to E-UTRA PDCP unless specified otherwise in section 5.5.3. With this understanding, each instance of NR PDCP can be replaced by E-UTRA PDCP.
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=1)
	Highest Transmitted NR PDCP SN Ind 
	Highest Delivered NR PDCP SN Ind
	Final Frame Ind.
	Lost Packet Report
	1

	Spare
	Feedback Delay Ind.
	NR-U SN Ind.
	Delivered NR PDCP SN Range Ind
	Data rate Ind.
	Retransmitted NR PDCP SN Ind
	Delivered Retransmitted NR PDCP SN Ind
	Cause Report
	1

	Desired buffer size for the data radio bearer
	4

	Desired Data Rate
	0 or 4

	Number of lost NR-U Sequence Number ranges reported
	0 or 1

	Start of lost NR-U Sequence Number range
	0 or (6* Number of reported lost NR-U SN ranges)

	End of lost NR-U Sequence Number range
	

	Highest successfully delivered NR PDCP Sequence Number
	0 or 3

	Highest transmitted NR PDCP Sequence Number
	0 or 3

	Cause Value
	0 or 1

	Successfully delivered retransmitted NR PDCP Sequence Number
	0 or 3

	Retransmitted NR PDCP Sequence Number
	0 or 3

	Number of successfully delivered out of sequence PDCP Sequence Number range
	0 or 1

	Start of successfully delivered out of sequence PDCP Sequence Number range
	0 or (6* Number of successfully delivered out of sequence PDCP Sequence Number range)

	End of successfully delivered out of sequence PDCP Sequence Number range
	

	NR-U Sequence Number of Polling Frame
	0 or 3

	Feedback Delay Result
	0 or 4

	Padding
	0-3



Figure 5.5.2.2-1: DL DATA DELIVERY STATUS (PDU Type 1) Format

[bookmark: _CR5_5_2_3][bookmark: _Toc13919467][bookmark: _Toc36556053][bookmark: _Toc45832995][bookmark: _Toc64447474][bookmark: _Toc98405661][bookmark: _Toc112762065][bookmark: _Toc209692609]5.5.2.3	ASSISTANCE INFORMATION DATA (PDU Type 2)
This frame format is defined to allow the node hosting the PDCP entity to receive assistance information.
The following shows the respective ASSISTANCE INFORMATION DATA frame.
NOTE 1:	All information elements defined in Figure 5.5.2.3-1 are also applicable to E-UTRA PDCP unless specified otherwise in section 5.5.3.
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=2)
	PDCP Dupl. Ind. 
	Assistance Info. Ind.
	UL Delay Ind.
	DL Delay Ind.
	1

	Spare
	UL Available Bitrate Ind.
	DL Available Bitrate Ind.
	DL PSI Based Discard Ind.
	DL PSI Based Discard Activation Suggestion
	[bookmark: OLE_LINK35]UL Congestion Information Ind. 
	DL Congestion Information Ind. 
	PDCP Duplication Activation Suggestion 
	1

	Number of Assistance Information Fields
	0 or 1

	Assistance Information Type
	0 or (2*Number of Assistance Info Fields + sum of Number of octets for Radio Quality Assistance Information Fields)

	Number of octets for Radio Quality Assistance Information Fields
	

	Radio Quality Assistance Information
	

	UL Delay DU Result
	0 or 4

	DL Delay DU Result
	0 or 4

	UL Congestion Information
	0 or 2

	DL Congestion Information
	0 or 2

	UL Available Bitrate
	0 or 4

	DL Available Bitrate
	0 or 4


[bookmark: _CRFigure5_5_2_31]Figure 5.5.2.3-1: ASSISTANCE INFORMATION DATA (PDU Type 2) Format
[bookmark: _CR5_5_3][bookmark: _Toc13919468][bookmark: _Toc36556054][bookmark: _Toc45832996][bookmark: _Toc64447475][bookmark: _Toc98405662][bookmark: _Toc112762066][bookmark: _Toc209692610]5.5.3	Coding of information elements in frames
[bookmark: _Toc13919469][bookmark: _Toc36556055][bookmark: _Toc45832997][bookmark: _Toc64447476]NOTE 1:	In this section, information elements are also applicable to E-UTRA PDCP unless specified otherwise. With this understanding, each instance of NR PDCP can be replaced by E-UTRA PDCP unless specified otherwise.
[bookmark: _CR5_5_3_1][bookmark: _Toc98405663][bookmark: _Toc112762067][bookmark: _Toc209692611]5.5.3.1	PDU Type
Description: The PDU Type indicates the structure of the NR user plane frame. The field takes the value of the PDU Type it identifies; e.g. "0" for PDU Type 0. The PDU type is in bit 4 to bit 7 in the first octet of the frame.
Value range: {0=DL USER DATA, 1=DL DATA DELIVERY STATUS, 2= ASSISTANCE INFORMATION DATA, 3-15=reserved for future PDU type extensions}
Field length: 4 bits
[bookmark: _CR5_5_3_2][bookmark: _Toc13919470][bookmark: _Toc36556056][bookmark: _Toc45832998][bookmark: _Toc64447477][bookmark: _Toc98405664][bookmark: _Toc112762068][bookmark: _Toc209692612]5.5.3.2	Spare
Description: The spare field is set to "0" by the sender and should not be interpreted by the receiver. This field is reserved for later versions.
Value range: (0–2n-1).
Field Length: n bits.
[bookmark: _CR5_5_3_3][bookmark: _Toc13919471][bookmark: _Toc36556057][bookmark: _Toc45832999][bookmark: _Toc64447478][bookmark: _Toc98405665][bookmark: _Toc112762069][bookmark: _Toc209692613]5.5.3.3	Report polling
Description: This parameter indicates that the node hosting the NR PDCP entity requests providing the downlink delivery status report.
Value range: {0=Downlink Data Delivery Status report not requested, 1= Downlink Data Delivery Status report requested}.
Field length: 1 bit.
[bookmark: _CR5_5_3_4][bookmark: _Toc13919472][bookmark: _Toc36556058][bookmark: _Toc45833000][bookmark: _Toc64447479][bookmark: _Toc98405666][bookmark: _Toc112762070][bookmark: _Toc209692614]5.5.3.4	NR-U Sequence Number
Description: This parameter indicates the NR-U sequence number as assigned by the node hosting the NR PDCP entity.
Value range: {0..224-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_5][bookmark: _Toc13919473][bookmark: _Toc36556059][bookmark: _Toc45833001][bookmark: _Toc64447480][bookmark: _Toc98405667][bookmark: _Toc112762071][bookmark: _Toc209692615]5.5.3.5	Desired buffer size for the data radio bearer
Description: This parameter indicates the desired buffer size in bytes for the concerned data radio bearer as specified in clause 5.4.2.1.
Value range: {0..232-1}.
Field length: 4 octets.
[bookmark: _CR5_5_3_6][bookmark: _Toc13919474][bookmark: _Toc36556060][bookmark: _Toc45833002][bookmark: _Toc64447481][bookmark: _Toc98405668][bookmark: _Toc112762072][bookmark: _Toc209692616]5.5.3.6	Desired Data Rate
Description: This parameter indicates the amount of data desired to be received in bytes in a specific amount of time (1 s) for a specific data radio bearer established for the UE as specified in clause 5.4.2.1.
Value range: {0..232-1}.
Field length: 4 octets.
[bookmark: _CR5_5_3_7][bookmark: _Toc13919475][bookmark: _Toc36556061][bookmark: _Toc45833003][bookmark: _Toc64447482][bookmark: _Toc98405669][bookmark: _Toc112762073][bookmark: _Toc209692617]5.5.3.7	DL Flush
Description: This parameter indicates the presence of DL discard NR PDCP PDU SN.
Value range: {0= DL discard	NR PDCP PDU SN not present, 1= DL discard NR PDCP PDU SN present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_8][bookmark: _Toc13919476][bookmark: _Toc36556062][bookmark: _Toc45833004][bookmark: _Toc64447483][bookmark: _Toc98405670][bookmark: _Toc112762074][bookmark: _Toc209692618]5.5.3.8	DL discard NR PDCP PDU SN
Description: This parameter indicates the downlink NR discard PDCP PDU sequence number up to and including which all the NR PDCP PDUs should be discarded.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_9][bookmark: _Toc13919477][bookmark: _Toc36556063][bookmark: _Toc45833005][bookmark: _Toc64447484][bookmark: _Toc98405671][bookmark: _Toc112762075][bookmark: _Toc209692619]5.5.3.9	DL Discard Blocks
Description: This parameter indicates the presence of DL discard Number of blocks, DL discard NR PDCP PDU SN start and Discarded Block size.
Value range: {0= DL discard Number of blocks, DL discard NR PDCP PDU SN start and Discarded Block size not present, 1= DL discard Number of blocks, DL discard NR PDCP PDU SN start and Discarded Block size present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_10][bookmark: _Toc13919478][bookmark: _Toc36556064][bookmark: _Toc45833006][bookmark: _Toc64447485][bookmark: _Toc98405672][bookmark: _Toc112762076][bookmark: _Toc209692620]5.5.3.10	DL discard NR PDCP PDU SN start
Description: This parameter indicates the starting SN of a downlink NR PDCP PDU block to be discarded.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_11][bookmark: _Toc13919479][bookmark: _Toc36556065][bookmark: _Toc45833007][bookmark: _Toc64447486][bookmark: _Toc98405673][bookmark: _Toc112762077][bookmark: _Toc209692621]5.5.3.11	DL discard Number of blocks
Description: This parameter indicates the number of NR PDCP PDU blocks to be discarded.
Value range: {1..244}.
Field length: 1 octet.
[bookmark: _CR5_5_3_12][bookmark: _Toc13919480][bookmark: _Toc36556066][bookmark: _Toc45833008][bookmark: _Toc64447487][bookmark: _Toc98405674][bookmark: _Toc112762078][bookmark: _Toc209692622]5.5.3.12	Discarded Block size
Description: This parameter indicates the number of NR PDCP PDUs counted from the starting SN to be discarded.
Value range: {1..255}.
Field length: 1 octet.
[bookmark: _CR5_5_3_13][bookmark: _Toc13919481][bookmark: _Toc36556067][bookmark: _Toc45833009][bookmark: _Toc64447488][bookmark: _Toc98405675][bookmark: _Toc112762079][bookmark: _Toc209692623]5.5.3.13	Lost Packet Report
Description: This parameter indicates the presence of Number of lost NR-U Sequence Number ranges reported, Start of lost NR-U Sequence Number range and End of lost NR-U Sequence Number range.
Value range: {0= Number of lost NR-U Sequence Number ranges reported, Start of lost NR-U Sequence Number range and End of lost NR-U Sequence Number range not present, 1= Number of lost NR-U Sequence Number ranges reported, Start of lost NR-U Sequence Number range and End of lost NR-U Sequence Number range present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_14][bookmark: _Toc13919482][bookmark: _Toc36556068][bookmark: _Toc45833010][bookmark: _Toc64447489][bookmark: _Toc98405676][bookmark: _Toc112762080][bookmark: _Toc209692624]5.5.3.14	Final Frame Indication
Description: This parameter indicates whether the frame is the last DL status report as described in clause 5.4.2.1.
Value range: {0=Frame is not final, 1= Frame is final}.
Field length: 1 bit.
[bookmark: _CR5_5_3_15][bookmark: _Toc13919483][bookmark: _Toc36556069][bookmark: _Toc45833011][bookmark: _Toc64447490][bookmark: _Toc98405677][bookmark: _Toc112762081][bookmark: _Toc209692625]5.5.3.15	Number of lost NR-U Sequence Number ranges reported
Description: This parameter indicates the number of NR-U Sequence Number ranges reported to be lost.
Value range: {1..161}.
Field length: 1 octet.
[bookmark: _CR5_5_3_16][bookmark: _Toc13919484][bookmark: _Toc36556070][bookmark: _Toc45833012][bookmark: _Toc64447491][bookmark: _Toc98405678][bookmark: _Toc112762082][bookmark: _Toc209692626]5.5.3.16	Start of lost NR-U Sequence Number range
Description: This parameter indicates the start of an NR-U sequence number range reported to be lost.
Value range: {0..224-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_17][bookmark: _Toc13919485][bookmark: _Toc36556071][bookmark: _Toc45833013][bookmark: _Toc64447492][bookmark: _Toc98405679][bookmark: _Toc112762083][bookmark: _Toc209692627]5.5.3.17	End of lost NR-U Sequence Number range
Description: This parameter indicates the end of an NR-U sequence number range reported to be lost.
Value range: {0..224-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_18][bookmark: _Toc13919486][bookmark: _Toc36556072][bookmark: _Toc45833014][bookmark: _Toc64447493][bookmark: _Toc98405680][bookmark: _Toc112762084][bookmark: _Toc209692628]5.5.3.18	Highest Delivered NR PDCP SN Ind
Description: This parameter indicates the presence of Highest successfully delivered PDCP Sequence Number.
Value range: {0= Highest successfully delivered PDCP Sequence Number not present, 1= Highest successfully delivered PDCP Sequence Number present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_19][bookmark: _Toc13919487][bookmark: _Toc36556073][bookmark: _Toc45833015][bookmark: _Toc64447494][bookmark: _Toc98405681][bookmark: _Toc112762085][bookmark: _Toc209692629]5.5.3.19	Highest successfully delivered NR PDCP Sequence Number
Description: This parameter indicates feedback about the in-sequence delivery status of NR PDCP PDUs at the corresponding node.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_20][bookmark: _Toc13919488][bookmark: _Toc36556074][bookmark: _Toc45833016][bookmark: _Toc64447495][bookmark: _Toc98405682][bookmark: _Toc112762086][bookmark: _Toc209692630]5.5.3.20	Highest Transmitted NR PDCP SN Ind
Description: This parameter indicates the presence of the Highest transmitted NR PDCP Sequence Number.
Value range: {0= Highest transmitted NR PDCP Sequence Number not present, 1= Highest transmitted NR PDCP Sequence Number present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_21][bookmark: _Toc13919489][bookmark: _Toc36556075][bookmark: _Toc45833017][bookmark: _Toc64447496][bookmark: _Toc98405683][bookmark: _Toc112762087][bookmark: _Toc209692631]5.5.3.21	Highest transmitted NR PDCP Sequence Number
Description: This parameter indicates the feedback about the transmitted status of NR PDCP PDU sequence at the corresponding node to the lower layers.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_22][bookmark: _Toc13919490][bookmark: _Toc36556076][bookmark: _Toc45833018][bookmark: _Toc64447497][bookmark: _Toc98405684][bookmark: _Toc112762088][bookmark: _Toc209692632]5.5.3.22	Cause Report
Description: This parameter indicates the presence of Cause Value. This information element is not applicable to E-UTRA PDCP.
Value range: {0=Cause Value not present, 1=Cause Value present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_23][bookmark: _Toc13919491][bookmark: _Toc36556077][bookmark: _Toc45833019][bookmark: _Toc64447498][bookmark: _Toc98405685][bookmark: _Toc112762089][bookmark: _Toc209692633]5.5.3.23	Cause Value
Description: This parameter indicates specific events reported by the corresponding node. This information element is not applicable to E-UTRA PDCP.
Value range: {0=UNKNOWN, 1=RADIO LINK OUTAGE, 2=RADIO LINK RESUME, 3=UL RADIO LINK OUTAGE, 4=DL RADIO LINK OUTAGE, 5=UL RADIO LINK RESUME, 6=DL RADIO LINK RESUME, 7-228=reserved for future value extensions, 229-255=reserved for test purposes}
Field length: 1 octet.
[bookmark: _CR5_5_3_24][bookmark: _Toc13919492][bookmark: _Toc36556078][bookmark: _Toc45833020][bookmark: _Toc64447499][bookmark: _Toc98405686][bookmark: _Toc112762090][bookmark: _Toc209692634]5.5.3.24	Padding
Description: The padding is included at the end of the frame to ensure that the NR user plane protocol PDU length (including padding and the Future Extension) is (n*4– 2) octets, where n is a positive integer. If there is any Future Extension, the padding should be added after the Future Extensions.
Field Length: 0–3 octets.

[bookmark: _CR5_5_3_28][bookmark: _Toc13919493][bookmark: _Toc36556079][bookmark: _Toc45833021][bookmark: _Toc64447500][bookmark: _Toc98405687][bookmark: _Toc112762091][bookmark: _Toc209692635]5.5.3.28	Void
Void.
[bookmark: _CR5_5_3_29][bookmark: _Toc13919494][bookmark: _Toc36556080][bookmark: _Toc45833022][bookmark: _Toc64447501][bookmark: _Toc98405688][bookmark: _Toc112762092][bookmark: _Toc209692636]5.5.3.29	Retransmission flag
Description: This parameter indicates whether the NR PDCP PDU is a retransmission NR-U packet sent by the node hosting the NR PDCP entity to the corresponding node.
Value range: {0= Not a retransmission NR-U packet, 1= Retransmission NR-U packet}.
Field length: 1 bit.
[bookmark: _CR5_5_3_30][bookmark: _Toc13919495][bookmark: _Toc36556081][bookmark: _Toc45833023][bookmark: _Toc64447502][bookmark: _Toc98405689][bookmark: _Toc112762093][bookmark: _Toc209692637]5.5.3.30	Delivered Retransmitted NR PDCP SN Ind 
Description: This parameter indicates the presence of successfully delivered retransmitted PDCP Sequence Number.
Value range: {0= Successfully delivered retransmitted PDCP Sequence Number not present, 1= Successfully delivered retransmitted PDCP Sequence Number present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_31][bookmark: _Toc13919496][bookmark: _Toc36556082][bookmark: _Toc45833024][bookmark: _Toc64447503][bookmark: _Toc98405690][bookmark: _Toc112762094][bookmark: _Toc209692638]5.5.3.31	Retransmitted NR PDCP SN Ind 
Description: This parameter indicates the presence of retransmitted NR PDCP Sequence Number.
Value range: {0= Retransmitted NR PDCP Sequence Number not present, 1= Retransmitted NR PDCP Sequence Number present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_32][bookmark: _Toc13919497][bookmark: _Toc36556083][bookmark: _Toc45833025][bookmark: _Toc64447504][bookmark: _Toc98405691][bookmark: _Toc112762095][bookmark: _Toc209692639]5.5.3.32	Successfully delivered retransmitted NR PDCP Sequence Number
Description: This parameter indicates the NR PDCP PDU sequence number associated with the highest NR-U sequence number among the retransmission NR PDCP PDUs successfully delivered to the UE in sequence of NR-U sequence number.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_33][bookmark: _Toc13919498][bookmark: _Toc36556084][bookmark: _Toc45833026][bookmark: _Toc64447505][bookmark: _Toc98405692][bookmark: _Toc112762096][bookmark: _Toc209692640]5.5.3.33	Retransmitted NR PDCP Sequence Number 
Description: This parameter indicates the NR PDCP PDU sequence number associated with the highest NR-U sequence number among the retransmission NR PDCP PDUs transmitted to the lower layers in sequence of NR-U sequence number.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_34][bookmark: _Toc13919499][bookmark: _Toc36556085][bookmark: _Toc45833027][bookmark: _Toc64447506][bookmark: _Toc98405693][bookmark: _Toc112762097][bookmark: _Toc209692641]5.5.3.34	Data Rate Indication
Description: This parameter indicates the presence of the Desired Data Rate.
Value range: {0= Desired Data Rate Information is not present, 1= Desired Data Rate Information is present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_35][bookmark: _Toc13919500][bookmark: _Toc36556086][bookmark: _Toc45833028][bookmark: _Toc64447507][bookmark: _Toc98405694][bookmark: _Toc112762098][bookmark: _Toc209692642]5.5.3.35	PDCP Duplication Indication 
Description: This field indicates the presence of the PDCP Duplication Activation Suggestion. This information element is not applicable to E-UTRA PDCP.
Value range: {0= PDCP Duplication Activation Suggestion not present, 1= PDCP Duplication Activation Suggestion present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_36][bookmark: _Toc13919501][bookmark: _Toc36556087][bookmark: _Toc45833029][bookmark: _Toc64447508][bookmark: _Toc98405695][bookmark: _Toc112762099][bookmark: _Toc209692643]5.5.3.36	PDCP Duplication Activation Suggestion 
Description: This parameter indicates the suggestion given by the corresponding node on whether PDCP duplication should be activated or not. This information element is not applicable to E-UTRA PDCP.
Value range: {0= Do not duplicate, 1= Duplicate}.
Field length: 1 bit.
[bookmark: _CR5_5_3_37][bookmark: _Toc13919502][bookmark: _Toc36556088][bookmark: _Toc45833030][bookmark: _Toc64447509][bookmark: _Toc98405696][bookmark: _Toc112762100][bookmark: _Toc209692644]5.5.3.37	Number of Assistance Information Field
Description: This field indicates the number of Assistance Information Type and Radio Quality Assistance Information pairs concatenated. 
Value range: {1..28-1}.
Field length: 1 octet.
[bookmark: _CR5_5_3_38][bookmark: _Toc13919503][bookmark: _Toc36556089][bookmark: _Toc45833031][bookmark: _Toc64447510][bookmark: _Toc98405697][bookmark: _Toc112762101][bookmark: _Toc209692645]5.5.3.38	Assistance Information Type
Description: This field describes the type of radio quality assistance information provided, if supported, by the corresponding node to the node hosting the NR PDCP entity. The DL Radio Quality Index is a numerical index expressing the radio quality of the data radio bearer or the RLC entity in DL, where the value 0 represents the lowest quality. The UL Radio Quality Index is a numerical index expressing the radio quality of the data radio bearer or the RLC entity in UL, where the value 0 represents the lowest quality. The averaging window for the Average CQI, Average HARQ Failure, Average HARQ Retransmission, and Average Number of HARQ Transmissions is set by means of configuration. Power Headroom Report is PHR MAC control element reported by as defined in 3GPP TS 36.321[4] and 3GPP TS 38.321[5]. 
Value range: {0=UNKNOWN, 1=Average CQI, 2=Average HARQ Failure, 3=Average HARQ Retransmissions, 4= DL Radio Quality Index, 5= UL Radio Quality Index, 6= Power Headroom Report, 7= Average Number of HARQ Transmissions, 8-228=reserved for future value extensions, 229-255=reserved for test purposes}.
Field length: 1 octet.
[bookmark: _CR5_5_3_39][bookmark: _Toc13919504][bookmark: _Toc36556090][bookmark: _Toc45833032][bookmark: _Toc64447511][bookmark: _Toc98405698][bookmark: _Toc112762102][bookmark: _Toc209692646]5.5.3.39	Radio Quality Assistance Information
Description: This parameter indicates one of the assistance information indicated by the Assistance Information Type.
Value range: {0..28-1}.
Field length: 1 octet.
[bookmark: _CR5_5_3_40][bookmark: _Toc13919505][bookmark: _Toc36556091][bookmark: _Toc45833033][bookmark: _Toc64447512][bookmark: _Toc98405699][bookmark: _Toc112762103][bookmark: _Toc209692647]5.5.3.40	Assistance Information Report Polling Flag
Description: This parameter indicates that the node hosting the NR PDCP entity requests the corresponding node to send an ASSISTANCE INFORMATION DATA PDU.
Value range: {0= Assistance Information Data not requested, 1= Assistance Information Data requested}.
Field length: 1 bit.
[bookmark: _CR5_5_3_41][bookmark: _Toc13919506][bookmark: _Toc36556092][bookmark: _Toc45833034][bookmark: _Toc64447513][bookmark: _Toc98405700][bookmark: _Toc112762104][bookmark: _Toc209692648]5.5.3.41	Report Delivered
Description: This parameter indicates the presence of DL report NR PDCP PDU SN.
Value range: {0= DL report NR PDCP PDU SN not present, 1= DL report NR PDCP PDU SN present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_42][bookmark: _Toc13919507][bookmark: _Toc36556093][bookmark: _Toc45833035][bookmark: _Toc64447514][bookmark: _Toc98405701][bookmark: _Toc112762105][bookmark: _Toc209692649]5.5.3.42	DL report NR PDCP PDU SN
Description: This parameter indicates that the node hosting PDCP entity requests providing the down link delivery status report when the NR PDCP PDU with this sequence number has been successfully delivered.
Value range: {0..224-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_43][bookmark: _Toc13919508][bookmark: _Toc36556094][bookmark: _Toc45833036][bookmark: _Toc64447515][bookmark: _Toc98405702][bookmark: _Toc112762106][bookmark: _Toc209692650]5.5.3.43	User data existence flag
Description: This parameter indicates whether the node hosting the NR PDCP entity has some user data for the concerned data radio bearer.
Value range: {0= the node hosting the NR PDCP entity has no more user data for the concerned data radio bearer, 1= the node hosting the NR PDCP entity has some user data for the concerned data radio bearer}.
Field length: 1 bit.
[bookmark: _CR5_5_3_44][bookmark: _Toc13919509][bookmark: _Toc36556095][bookmark: _Toc45833037][bookmark: _Toc64447516][bookmark: _Toc98405703][bookmark: _Toc112762107][bookmark: _Toc209692651]5.5.3.44	Number of octets for Radio Quality Assistance Information Field
Description: This field indicates the number of octets for Radio Quality Assistance Information exists. For Average CQI, Average HARQ Failure, Average HARQ Retransmissions, DL Radio Quality Index, UL Radio Quality Index, this field shall indicate as “1.” For Average Number of HARQ Transmissions, this field shall indicate as “4”. For Power Headroom Report, this filed shall indicate octet length of  Power Headroom Report as defined in 3GPP TS 36.321[4] and 3GPP TS 38.321[5].
Value range: {0..28-1}.
Field length: 1 octets.
[bookmark: _CR5_5_3_45][bookmark: _Toc13919510][bookmark: _Toc36556096][bookmark: _Toc45833038][bookmark: _Toc64447517][bookmark: _Toc98405704][bookmark: _Toc112762108][bookmark: _Toc209692652]5.5.3.45	Assistance Information Indication
Description: This field indicates the presence of the Number of Assistance Information Fields. 
Value range: {0= Number of Assistance Information Fields not present, 1= Number of Assistance Information Fields present}.
[bookmark: _CR5_5_3_46][bookmark: _Toc36556097][bookmark: _Toc45833039][bookmark: _Toc64447518][bookmark: _Toc98405705][bookmark: _Toc112762109][bookmark: _Toc209692653]5.5.3.46	UL Delay Indicator
Description: This parameter indicates the presence of the UL Delay DU Result. This information element is not applicable to E-UTRA PDCP.
Value range: {0= UL Delay DU Result not present, 1= UL Delay DU Result present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_47][bookmark: _Toc36556098][bookmark: _Toc45833040][bookmark: _Toc64447519][bookmark: _Toc98405706][bookmark: _Toc112762110][bookmark: _Toc209692654]5.5.3.47	DL Delay Indicator
Description: This parameter indicates the presence of the DL Delay DU Result. This information element is not applicable to E-UTRA PDCP.
Value range: {0= DL Delay DU Result not present, 1= DL Delay DU Result present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_48][bookmark: _Toc36556099][bookmark: _Toc45833041][bookmark: _Toc64447520][bookmark: _Toc98405707][bookmark: _Toc112762111][bookmark: _Toc209692655]5.5.3.48	UL Delay DU Result
Description: This field indicates UL delay measured at the corresponding node in milliseconds for the concerned DRB over Uu interface. It is encoded as an Unsigned32 binary integer value. The node hosting PDCP entity shall, if supported, use this information to calculate the total UL delay for the concerned DRB and it may report the calculated total UL delay to the UPF for the purpose of QoS monitoring as specified in [8]. The node hosting PDCP may also use this information for the purpose of deriving UE performance feedback as specified in TS 38.401 [10] and it may report it to the gNB-CU-CP, upon request. This information element is not applicable to E-UTRA PDCP.
Value range: {0..232-1}.
Field length: 4 octets.
[bookmark: _CR5_5_3_49][bookmark: _Toc36556100][bookmark: _Toc45833042][bookmark: _Toc64447521][bookmark: _Toc98405708][bookmark: _Toc112762112][bookmark: _Toc209692656]5.5.3.49	DL Delay DU Result
Description: This field indicates DL delay measured at the corresponding node in milliseconds for the concerned DRB over Uu interface. It is encoded as an Unsigned32 binary integer value. The node hosting PDCP entity shall, if supported, use this information to calculate the total DL delay for the concerned DRB and it may report the calculated total DL delay to the UPF for the purpose of QoS monitoring as specified in [8]. The node hosting PDCP may also use this information for the purpose of deriving UE performance feedback as specified in TS 38.401 [10] and it may report it to the gNB-CU-CP, upon request. This information element is not applicable to E-UTRA PDCP.
Value range: {0..232-1}.
Field length: 4 octets.
[bookmark: _CR5_5_3_50][bookmark: _Toc45833043][bookmark: _Toc64447522][bookmark: _Toc98405709][bookmark: _Toc112762113][bookmark: _Toc209692657]5.5.3.50	Delivered NR PDCP SN Range Ind
Description: This field indicates the presence of the Number of successfully delivered out of sequence PDCP Sequence Number range, Start of successfully delivered out of sequence PDCP Sequence Number range and End of successfully delivered out of sequence PDCP Sequence Number range. 
Value range: {0= Number of successfully delivered out of sequence PDCP Sequence Number range, Start of successfully delivered out of sequence PDCP Sequence Number range and End of successfully delivered out of sequence PDCP Sequence Number range not present, 1= Number of successfully delivered out of sequence PDCP Sequence Number range, Start of successfully delivered out of sequence PDCP Sequence Number range and End of successfully delivered out of sequence PDCP Sequence Number range present}.
[bookmark: _CR5_5_3_51][bookmark: _Toc45833044][bookmark: _Toc64447523][bookmark: _Toc98405710][bookmark: _Toc112762114][bookmark: _Toc209692658]5.5.3.51	Number of successfully delivered out of sequence PDCP Sequence Number range
Description: This parameter indicates the number of PDCP Sequence Number ranges reported to be successfully delivered out of sequence.
Value range: {1..255}.
Field length: 1 octet.
[bookmark: _CR5_5_3_52][bookmark: _Toc45833045][bookmark: _Toc64447524][bookmark: _Toc98405711][bookmark: _Toc112762115][bookmark: _Toc209692659]5.5.3.52	Start of successfully delivered out of sequence PDCP Sequence Number range
Description: This parameter indicates the start of a PDCN sequence number range reported to be successfully delivered out of sequence.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_53][bookmark: _Toc45833046][bookmark: _Toc64447525][bookmark: _Toc98405712][bookmark: _Toc112762116][bookmark: _Toc209692660]5.5.3.53	End of successfully delivered out of sequence PDCP Sequence Number range
Description: This parameter indicates the end of a PDCN sequence number range reported to be successfully delieved out of sequence.
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_54][bookmark: _Toc45833047][bookmark: _Toc64447526][bookmark: _Toc98405713][bookmark: _Toc112762117][bookmark: _Toc209692661]5.5.3.54	Request OutOfSeq Report
Description: This parameter indicates that the node hosting the NR PDCP entity requests the corresponding node to report the NR PDCP PDU sequence number successfully delivered out of sequence in downlink delivery status report.
Value range: {0= NR PDCP PDU sequence number successfully delivered out of sequence reporting in downlink delivery status report not requested, 1= NR PDCP PDU sequence number successfully delivered out of sequence reporting in downlink delivery status report requested}.
Field length: 1 bit.
[bookmark: _CR5_5_3_55][bookmark: _Toc112762118][bookmark: _Toc209692662][bookmark: _Toc13919511][bookmark: _Toc36556101][bookmark: _Toc45833048][bookmark: _Toc64447527][bookmark: _Toc98405714]5.5.3.55	NR-U SN Ind.
Description: This parameter indicates the presence of NR-U Sequence Number of the Polling Frame that triggered transmission of the DL DATA DELIVERY STATUS.
Value range: {0= NR-U Sequence Number of Polling Frame not present, 1= NR-U Sequence Number of Polling Frame present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_56][bookmark: _Toc112762119][bookmark: _Toc209692663]5.5.3.56	Feedback Delay Ind.
Description: This parameter indicates the presence of Feedback Delay Result.
Value range: {0= Feedback Delay Result not present, 1= Feedback Delay Result present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_57][bookmark: _Toc112762120][bookmark: _Toc209692664]5.5.3.57	NR-U Sequence Number of Polling Frame
Description: This parameter indicates the NR-U sequence number of the Polling Frame that triggered transmission of the DL DATA DELIVERY STATUS.
Value range: {0..224-1}.
Field length: 3 octets.
[bookmark: _CR5_5_3_58][bookmark: _Toc112762121][bookmark: _Toc209692665]5.5.3.58	Feedback Delay Result
Description: This parameter indicates the feedback delay time measured at the corresponding node in milliseconds from the time of reception of the Polling Frame that triggered transmission of the DL DATA DELIVERY STATUS to the time of transmission of the DL DATA DELIVERY STATUS. It is encoded as an Unsigned32 binary integer value. 
Value range: {0..232-1}.
Field length: 4 octets.
[bookmark: _CR5_5_3_59][bookmark: _Toc209692666]5.5.3.59	UL Congestion Information Indicator
Description: This parameter indicates the presence of UL Congestion Information. This information element is not applicable to E-UTRA PDCP.
Value range: {0= UL Congestion Information not present, 1= UL Congestion Information present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_60][bookmark: _Toc209692667]5.5.3.60	DL Congestion Information Indicator
[bookmark: _Hlk152005675]Description: This parameter indicates the presence of DL Congestion Information. This information element is not applicable to E-UTRA PDCP.
Value range: {0= DL Congestion Information not present, 1= DL Congestion Information present}.
Field length: 1 bit.
[bookmark: _CR5_5_3_61][bookmark: _Toc209692668]5.5.3.61	UL Congestion Information
Description: For the cases of ECN marking Request, this field indicates the percentage of UL IP packets up to two decimal points that should be ECN marked for a DRB. This information element is not applicable to E-UTRA PDCP.
For the case of Congestion Information Request, this field should be interpreted as a percentage of congestion level in UL up to two decimal points for a DRB. 
As an example, value 9574 corresponds to a percentage of 95.74%.
Value range: {0..10000}.
Field length: 2 octets.
[bookmark: _CR5_5_3_62][bookmark: _Toc209692669]5.5.3.62	DL Congestion Information
Description: For the cases of ECN marking Request, this field indicates the percentage of DL IP packets up to two decimal points that should be ECN marked for a DRB. This information element is not applicable to E-UTRA PDCP.
For the case of Congestion Information Request, this field should be interpreted as a percentage of congestion level in DL up to two decimal points for a DRB. 
As an example, value 9574 corresponds to a percentage of 95.74%.
[bookmark: _Hlk152005844]Value range: {0..10000}.
Field length: 2 octets.
[bookmark: _Toc209692670]5.5.3.63	DL PSI Based Discard Indication
Description: This field indicates the presence of the DL PSI Based Discard Activation Suggestion. This information element is not applicable to E-UTRA PDCP.
Value range: {0= DL PSI Based Discard Activation Suggestion not present, 1= DL PSI Based Discard Activation Suggestion present}.
Field length: 1 bit.
[bookmark: _Toc209692671]5.5.3.64	DL PSI Based Discard Activation Suggestion
Description: This parameter indicates the suggestion given by the corresponding node on whether DL PSI based PDCP discard should be activated or not. This information element is not applicable to E-UTRA PDCP.
Value range: {0= Not activate, 1= Activate}.
Field length: 1 bit.
[bookmark: _Toc209692672]5.5.3.65	UL Available Bitrate Ind
Description: This parameter indicates the presence of UL Available Bitrate. This information element is not applicable to E-UTRA PDCP.
Value range: {0= UL Available Bitrate not present, 1= UL Available Bitrate present}.
Field length: 1 bit.
[bookmark: _Toc209692673]5.5.3.66	DL Available Bitrate Ind
Description: This parameter indicates the presence of DL Available Bitrate. This information element is not applicable to E-UTRA PDCP.
Value range: {0= DL Available Bitrate not present, 1= DL Available Bitrate present}.
Field length: 1 bit.
[bookmark: _Toc209692674]5.5.3.67	UL Available Bitrate
Description: This field indicates the value of uplink available bitrate for the QoS flow. This information element is not applicable to E-UTRA PDCP. The unit is kbps.
Value range: {0.. 4,000,000,000}.
Field length: 4 octets.
[bookmark: _Toc209692675]5.5.3.68	DL Available Bitrate
Description: This field indicates the value of downlink available bitrate for the QoS flow. This information element is not applicable to E-UTRA PDCP. The unit is kbps.
Value range: {0.. 4,000,000,000}.
Field length: 4 octets.
[bookmark: _Toc209692676]5.5.3.69	BSSI (Burst Size Indicator)
Description: This parameter indicates the presence of Burst Size (BSSize).
Value range: {0= BSSize not present, 1= BSSize present}.
Field length: 1 bit.
[bookmark: _Toc209692677]5.5.3.70	Burst Size (BSSize)
Description: This parameter indicates the total size of the burst.
Value range: {0..224-1}.
Field length: 3 octets.
[bookmark: _Toc209692678]5.5.3.71	TTNBI (TTNB Indicator)
Description: This parameter indicates the presence of Time To Next Burst (TTNB).
Value range: {0= TTNB not present, 1= TTNB present}.
Field length: 1 bit.
[bookmark: _Hlk209701306][bookmark: _Toc209692679]5.5.3.72	Time To Next Burst (TTNB)
Description: This parameter indicates the approximate time in tenth of milliseconds to the next burst.
Value range: {0..216-1}.
Field length: 2 octets.
[bookmark: _Toc209692680]5.5.3.73	DL retransmission NR PDCP PDU SN
Description: This parameter indicates the downlink NR PDCP PDU sequence number up to and including which all the NR PDCP PDUs should be considered for remaining time based retransmission, as specified in TS 38.322 [7].
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _Toc209692681]5.5.3.74	DL retransmission NR PDCP PDU SN start
Description: This parameter indicates the starting SN of a downlink NR PDCP PDU block to be considered for remaining time based retransmission, as specified in TS 38.322 [7].
Value range: {0..218-1}.
Field length: 3 octets.
[bookmark: _Toc209692682]5.5.3.75	DL retransmission Number of blocks
Description: This parameter indicates the number of NR PDCP PDU blocks to be considered for remaining time based retransmission, as specified in TS 38.322 [7].
Value range: {1..244}.
Field length: 1 octet.
[bookmark: _Toc209692683]5.5.3.76	Retransmission Block size
Description: This parameter indicates the number of NR PDCP PDUs counted from the starting SN to be considered for remaining time based retransmission, as specified in TS 38.322 [7].
Value range: {1..255}.
Field length: 1 octet.
5.5.3.77	Void
5.5.3.78	Void
5.5.3.79	Void
5.5.3.80	Void
5.5.3.81	DL Remaining Time based Polling Indicator
Description: This parameter indicates if the condition for DL remaining-time-based RLC polling is met, as specified in TS 38.322 [7].
Value range: {0= Condition for DL remaining-time-based RLC polling is not met, 1= Condition for DL remaining-time-based RLC polling is met}.
Field length: 1 bit.
[bookmark: _CR5_5_4][bookmark: _Toc112762122][bookmark: _Toc209692688]5.5.4	Timers
Not applicable.
[bookmark: _CR5_6][bookmark: _Toc13919512][bookmark: _Toc36556102][bookmark: _Toc45833049][bookmark: _Toc64447528][bookmark: _Toc98405715][bookmark: _Toc112762123][bookmark: _Toc209692689]5.6	Handling of unknown, unforeseen and erroneous protocol data
Void.
[bookmark: _CRAnnexAinformative][bookmark: _Toc13919513][bookmark: _Toc36556103][bookmark: _Toc45833050][bookmark: _Toc64447529][bookmark: _Toc98405716][bookmark: _Toc112762124][bookmark: _Toc209692690]
Annex A (informative):
Example of using future Extension

[bookmark: _CRA_1][bookmark: _Toc13919514][bookmark: _Toc36556104][bookmark: _Toc45833051][bookmark: _Toc64447530][bookmark: _Toc98405717][bookmark: _Toc112762125][bookmark: _Toc209692691]A.1	Example of using Future Extension field
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Figure X.Y: Example of Future Extension field
In the Example of the Future Extension field, New IE flag 0 indicates if the New IE 1 is present or not. New IE flag 1 indicaes if the new IE 2 is present or not. 
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Description: The New IE Flags IE is only present if at least one new IE is present. The New IE Flags IE contains flags indicating which new IEs that are present following the New IE Flags IE. The last bit position of the New IE Flags IE is used as the Extension Flag to allow the extension of the New IE Flags IE in the future. Extension octets of the New IE Flags IE shall follow directly after the first octet of the New IE Flags IE. When an extension octet of the New IE Flags IE is present, then all previous extension octets of the New IE Flags IE and the New IE Flags IE shall also be present, even if they have all their flag bits indicating no presence of their respective new IEs.
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