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1. Introduction

In contribution [1], it is proposed to introduce the notion of mode of operation of the Iu User plane. Two mode are proposed: transparent and support.

Operating an Iu mode for a given RAB is related to the service quality expected for that RAB by the CN. It is therefore proposed to let the CN decide upon the mode to request for realising the RAB. The request shall be indicated on RAB basis at RAB establishment or modification.

The content of the User Plane mode information element (i.e. values to indicate Transaprent or support) will be specified during the coding the protocol.

2. Modifications

8.2
Radio Access Bearer Assignment

For each bearer to establish, the following information is provided :

· An identity (bearer identity), used for eventual reference ;

· The characteristics of the MS-CN bearer, including such aspects as data rates, transmission quality of service, … Some of them may include negotiable values.

· Priority level and pre-emption indication ;

· User plane mode of operation

· Possibly a bit string to be passed to the upper layer on the UE side together with the bearer establishment indication.

· Binding Id used for associating the bearer identity and the corresponding User plane. The details of using the Binding Id are FFS.

9.1.1.1 RADIO ACCESS BEARER ASSIGNMENT REQUEST

Information element
Reference
Type

Message type

M

Bearers x n to be setup or modified

C1

    Bearer ID

M

    Bearer parameters

M (1)

    User Plane mode

M

    Transport Address

M

    Iu transport association

M

    Priority level and pre-emption indication

O (2)

    Bearer linking

O

Bearers x n to be released

C1

    Bearer ID

M

    Cause

M

9.1.1.17 RELOCATION REQUEST

Information element
Reference
Type

Message type

M

Source RNC to target RNC transparent field

O (1)

Bearers x n to be setup

M

    Bearer ID

M

    Bearer parameters

M

    User Plane mode

M

    Transport address

M

    Iu transport association

M

    Priority level and pre-emption indication

O

    Bearer linking

O

3. Proposal

It is proposed to include the proposed modification in [2].
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