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1. Introduction

During RL Setup and Addition, a DRNC provides the SRNC with Neighbouring Cell Information. This contributions aims to clarify and correct these information elements in 25.423.

2. Proposal

We propose the following changes to the Neighbouring Cell Information in 25.423

Information Element
Ref
Type
Comment (not to be included)

Neighbouring Cell Information

O



UTRAN Cell Identifier (UC-Id)

M



CN PS Domain Identifier

O



CN CS Domain Identifier

O





Group removed.

UARFCN

M
Group indention removed.

Primary scrambling code

M
The primary scrambling code is used to scramble the CPICH, and is needed by the SRNC to be able to create a monitored set for the UE.


CPICH Power

M
Measurements by the UE could be based on pathloss. In that case the CPICH power is needed in the SRNC, for taking for example handover decisions.

This element has to be mandatory, as a DRNC will have no knowledge whether the SRNC needs this value or not.


Frame Offset

O


Proposal

We propose the above changes to Neighbouring Cell Information are included in the following messages in 25.423:

· RADIO LINK SETUP RESPONSE, 

· RADIO LINK SETUP FAILURE, 

· RADIO LINK ADDITION RESPONSE, 

· RADIO LINK ADDITION FAILURE 

We also propose that the editor update the names of the information elements in 25.423, section 9.2.

3. References

[25.423]
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