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1. Abstract
 This contribution provides a modification proposal to RNSAP: UL signalling transfer message.

2. Discussion

 The current RNSAP specification provides URA paging across Iur IF by Paging Request message. This message contains URA ID for designating the URA.

 However, in URA update procedure, the current RNSAP provides no mechanism to notify SRNC of the URA ID of the requesting UE i.e. UL signalling transfer, which would be applied in URA update procedure, does not contain URA ID. The L3 information (i.e. RRC: URA update message) in UL signalling transfer message neither contains URA ID.

 In order for the DRNC to notify the SRNC of the located area of the UE, the UL signalling transfer message must contain URA ID in itself. Since this identity is only required in URA update cases, the information element shall be an optional one.

 In addition, taking “Multiple layered URA” cases [2] into consideration, the UL signalling transfer message must be able to provide room for more than one URA ID.

3. Proposal

 It is proposed to create the following modifications to the current RNSAP specification [1].

9.1.23 UPLINK SIGNALLING TRANSFER INDICATION

	Information Element
	Reference
	Type

	Message Type
	
	M

	Transaction ID
	
	M

	UTRAN Cell Identifier (UC-Id) 
	
	M

	URA information
	
	O

	URA ID
	
	M

	C-RNTI
	
	M

	S-RNTI
	
	M

	D-RNTI
	
	O

	L3 Information
	
	M

	CN PS Domain Identifier
	
	O

	CN CS Domain Identifier
	
	O
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