TSG-RAN Working Group 3 meeting #9
TSGR3#9(99)i31

Paris, France, 6 th – 10 th  December 1999


Agenda Item:
10.4

Source: 
Siemens


Title: 
Direct Transfer procedure


Document for:
Decision

___________________________________________________________________________

1. Introduction

After RAN3#8 meeting the Direct Transfer procedure description within [25.413] has been reviewed and the “UTRAN originated Direct Transfer” chapter has been complemented by

“If the DIRECT TRANSFER message shall be sent to the PS domain, RNC shall also add the LAI and the RAC IEs, which were the last LAI+RAC indicated to the UE by UTRAN.”

2. Discussion

This was proposed to follow stage 3 within the “Serving RNC Relocation procedure” description [23.060], chapter 6.9.2.2, which states, that after new MM System Information has been sent to the UE, a Routing Area Update procedure is initiated by UE. 

As the RNC shall not analyse any content of the NAS message IE within RRC-DIRECT TRANSFER message (e.g. the Message type or the Protocol discriminator) it has to add the LAI+RAC to every RANAP-DIRECT TRANSFER message directed to the PS domain, because this is essential information to perform the Routing Area Update procedure.

3. Proposal

It is proposed to update the relevant chapter in the following way:

9.1.x  DIRECT TRANSFER

This message is sent by both the CN and the RNC and is used for carrying NAS information over the Iu interface

Direction: RNC ( CN and CN ( RNC

Signalling bearer mode: Connection oriented.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M

9.2.1.1


LAI
C – ifPS2CN

9.2.3.7


RAC
C – ifPS2CN

9.2.3.8


NAS-PDU
M

9.2.3.6


Condition
Explanation

 IfPS2CN
This IE is only present if the message is directed to the PS domain.

9.3 Message and Information element abstract syntax (with ASN.1)

-- .....

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

-- .....

-- **************************************************************

--

-- Direct Transfer

--

-- **************************************************************

DirectTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DirectTransferIEs} },


protocolExtensions

ProtocolExtensionContainer { {DirectTransferExtensions} }



OPTIONAL,


privateExtensions

PrivateExtensionContainer  { {DirectTransferPrivateExtensions} }


OPTIONAL,


...

}

DirectTransferIEs RANAP-PROTOCOL-IES ::= {


{ ID id-LAI




CRITICALITY ignore
TYPE LAI




PRESENCE conditional
} |


-- This IE is only present it the message is directed to the PS domain --




{ ID id-RAC




CRITICALITY ignore
TYPE RAC




PRESENCE conditional
} |



-- This IE is only present it the message is directed to the PS domain --



{ ID id-NAS-PDU




CRITICALITY ignore
TYPE NAS-PDU




PRESENCE mandatory
},


...

}

DirectTransferExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

DirectTransferPrivateExtensions RANAP-PRIVATE-EXTENSION ::= {


...

}
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