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1.
Introduction

In the current 25.413 the information elements related to the CN Invoke Trace procedure are not defined in detail. This contribution proposes the definition of these IEs for the completeness of the RANAP TS, reference [1].  

1.
Discussion

The tabular format for Trace Type, Trigger ID, Trace Reference and OMC ID IEs used in the CN INVOKE TRACE message are defined in the following chapters. The definition of these IEs is based on the definition in GSM TS 08.08.

2.1 Trace Type

A fixed length element indicating the type of trace information to be recorded.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Trace Type 
M

Octet string (1)
Coded as the Trace Type specified in TS xxx based on GSM TS 12.08.

2.2 Trigger ID

A variable length element indicating the identity of the entity which initiated the trace.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Trigger ID
M

Octet string (3-22)
Typically an OMC identity.

2.3 Trace Reference

A fixed length element providing a trace reference number allocated by the triggering entity.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Trace Reference


M

Octet string (2-3)


2.4 OMC ID

A variable length element indicating the destination address of the Operation and Maintenance Center (OMC) to which trace information is to be sent.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

OMC ID


M

Octet string (3-22)
Coded as the OMC ID specified in TS xxx based on GSM TS 12.20.

1.
Proposal

It is proposed to add definition of the tabular format for Trace Type, Trigger ID, Trace Reference and OMC ID IEs from the chapter 2 of this document to the reference [1] for the completeness of the RANAP TS. The ASN.1 format remains to be specified according to this tabular format.
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