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9.1.38
COMPRESSED MODE PREPARE [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type





Transaction ID





CM Pattern Information

1 to 8

Range defined in [9]

  CFN Offset
M




  TGP1
M

Gap Period
Applies only to the first and all the subsequent odd gaps if TGP2 is present, see ref. [9].

  TGP2
O

Gap Period


  TGL
M




  TGD
M




  PD
M




  UL/DL Compressed Mode Selection
M




  Compressed Mode Method
M




  Gap Position Mode
M




  SN
C-Flex




  Downlink Frame Type
M




  Scrambling Code Change
C-SF/2




  Power Control Mode 
M




  Power Resume Mode
M




  Uplink Delta Eb/No
M




  Uplink Delta Eb/No After
M




Condition
Explanation

Flex
This IE is present only if "Gap position Mode" equals to 'flexible'.

SF/2
This IE is present only if Compressed Mode Method equals toSF/2

9.2.1.x
CFN Offset <new section>

Activation time for the compressed mode pattern.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

CFN Offset


INTEGER (0… 255)
Number of frames between CFN and the compressed mode activation.

-- **************************************************************

--

-- COMPRESSED MODE PREPARE

--

-- **************************************************************

CompressedModePrepare ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModePrepare-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModePrepare-Extensions}}                   OPTIONAL,


...

}

CompressedModePrepare-IEs RNSAP-PROTOCOL-IES ::= {
    { ID id-CompressedModePattern-List

CRITICALITY ignore
TYPE CompressedModePattern-List

PRESENCE mandatory }


…

}

CompressedModePattern-List ::= SEQUENCE (SIZE (1..maxNrOfCMpatterns)) OF


ProtocolIE-Container {{CompressedModePattern-IEs}}

CompressedModePattern-IEs RNSAP-PROTOCOL-IES ::= {


{_ID id-CFNOffset



CRITICALITY ignore
TYPE CFNOffset




PRESENCE mandatory } |

{ ID id-TGP1




CRITICALITY ignore
TYPE GapPeriod




PRESENCE mandatory
} |


{ ID id-TGP2




CRITICALITY ignore
TYPE GapPeriod




PRESENCE optional
} |


{ ID id-TGL




CRITICALITY ignore
TYPE TGL




PRESENCE mandatory
} |


{ ID id-TGD




CRITICALITY ignore
TYPE TGD




PRESENCE mandatory
} |


{ ID id-PD




CRITICALITY ignore
TYPE PD





PRESENCE mandatory
} |


{ ID id-UL-DL-CompressedModeSelection

CRITICALITY ignore
TYPE UL-DL-CompressedModeSelection

PRESENCE mandatory
} |


{ ID id-CompressedModeMethod


CRITICALITY ignore
TYPE CompressedModeMethod


PRESENCE mandatory
} |


{ ID id-GapPositionMode



CRITICALITY ignore
TYPE GapPositionMode



PRESENCE mandatory
} |


{ ID id-SN




CRITICALITY ignore
TYPE SN





PRESENCE conditional


-- This IE is present only if "GapPositionMode" equals to "flexible" --









} |


{ ID id-DL-FrameType



CRITICALITY ignore
TYPE DL-FrameType



PRESENCE mandatory
} |


{ ID id-ScramblingCodeChange


CRITICALITY ignore
TYPE ScramblingCodeChange


PRESENCE conditional


-- This IE is present only if "CompressedModeMethod" equals to "SF/2" --








} |


{ ID id-PowerControlMode


CRITICALITY ignore
TYPE PowerControlMode



PRESENCE mandatory
} |


{ ID id-PowerResumeMode



CRITICALITY ignore
TYPE PowerResumeMode



PRESENCE mandatory
} |


{ ID id-UL-DeltaEbNo



CRITICALITY ignore
TYPE UL-EbNo




PRESENCE mandatory
} |


{ ID id-UL-DeltaEbNoAfter


CRITICALITY ignore
TYPE UL-EbNo




PRESENCE mandatory
},


...

}

CompressedModePrepare-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- C

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transmissionNetwork

CauseTransmissionNetwork,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


macrodiversity-combining-not-possible,


reconfiguration-not-allowed,


Synchronisation-failure,


unspecified,


...

}

CauseTransmissionNetwork ::= ENUMERATED {


transmission-link-failure,


transmission-port-not-available,


unspecified,


...

}

C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

CellParameterID



::= INTEGER (0..127)

CFN




::= INTEGER (0..255)

CFNOffset


::= INTEGER (0..255)
ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding--,

--
...

}

-- ** TODO **

ChipOffset



::= INTEGER

CodingRate ::= ENUMERATED {


half,


third--,

--
...

}

CompressedModeMethod ::= ENUMERATED {


none,


puncturing,


sF2,


gating

}

CPICH-EcIo



::= INTEGER

CRC-Size 



::= INTEGER (0| 8| 12| 16| 24)

CriticalityDiagnostics ::= SEQUENCE {


procedureCode


ProcedureCode


OPTIONAL,


triggeringMessage

TriggeringMessage

OPTIONAL,


criticalityResponse

Criticality


OPTIONAL,


transactionID


TransactionID


OPTIONAL,


iEsCriticalityResponses

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse

Criticality,



iE-ID



ProtocolIE-ID,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

CTFC




::= INTEGER

-- See formula (must be resolved)

CN-CS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


iE-Extensions


ProtocolExtensionContainer { {CN-CS-DomainIdentifier-ExtIEs} } OPTIONAL,


lAC



LAC

}

CN-CS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CN-PS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {CN-PS-DomainIdentifier-ExtIEs} } OPTIONAL,


rAC



RAC

}

CN-PS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **TODO**

CPICH-Power



::= INTEGER

C-RNTI




::= INTEGER (0..65535)

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitiationFDD



INTEGER ::= 0

id-commonTransportChannelResourcesInitiationTDD



INTEGER ::= 1

id-commonTransportChannelResourcesRelease



INTEGER ::= 2

id-compressedModeCancellationFDD




INTEGER ::= 3

id-compressedModeCommitFDD





INTEGER ::= 4

id-compressedModePrepareFDD





INTEGER ::= 5

id-downlinkPowerControl






INTEGER ::= 6

id-downlinkSignallingTransfer





INTEGER ::= 7

id-errorIndication






INTEGER ::= 8

id-measurementFailure






INTEGER ::= 9

id-measurementInitiation





INTEGER ::= 10

id-measurementReporting






INTEGER ::= 11

id-measurementTermination





INTEGER ::= 12

id-pagingRequest






INTEGER ::= 13

id-physicalChannelReconfiguration




INTEGER ::= 14

id-privateMessage






INTEGER ::= 15

id-radioLinkAddition






INTEGER ::= 16

id-radioLinkDeletion






INTEGER ::= 17

id-radioLinkFailure






INTEGER ::= 18

id-radioLinkRestoration






INTEGER ::= 19

id-radioLinkSetup






INTEGER ::= 20

id-srnsRelocationCommit






INTEGER ::= 21

id-synchronisedRadioLinkReconfigurationCancellation


INTEGER ::= 22

id-synchronisedRadioLinkReconfigurationCommit



INTEGER ::= 23

id-synchronisedRadioLinkReconfigurationPrepare



INTEGER ::= 24

id-unSynchronisedRadioLinkReconfiguration



INTEGER ::= 25

id-uplinkSignallingTransfer





INTEGER ::= 26

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateExtensions 






INTEGER ::= 65535

maxProtocolExtensions 






INTEGER ::= 65535

maxProtocolIEs







INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxRateMatching







INTEGER ::= 10

maxNrOfTFCs







INTEGER ::= 10

maxNrOfTFs







INTEGER ::= 10

maxNoOfDL-Codes







INTEGER ::= 10

maxNrOfCCTrCHs







INTEGER ::= 10

maxNrOfCMpatterns






INTEGER ::= 8

maxNrOfDCHs







INTEGER ::= 10

maxNrOfDL-Codes







INTEGER ::= 10

maxNrOfDPCHs







INTEGER ::= 10

maxNrOfErrors







INTEGER ::= 10

maxNrOfFACH-FD-Size






INTEGER ::= 10

maxNrOfFDD-Neighbours






INTEGER ::= 10

maxNrOfMACcSDU-Length






INTEGER ::= 10

maxNrOfTDD-Neighbours






INTEGER ::= 10

maxNrOfRLs







INTEGER ::= 10

maxNrOfSCCPCHs







INTEGER ::= 10

maxRNCinURA







INTEGER ::= 10

maxTTI-Count







INTEGER ::= 10

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime






INTEGER ::= 0

id-BindingID







INTEGER ::= 1

id-C-ID








INTEGER ::= 2

id-C-RNTI







INTEGER ::= 3

id-CCTrCH-ID







INTEGER ::= 4

id-CFN








INTEGER ::= 5

id-CFNOffset 





INTEGER ::= 149
id-CompressedModePattern-List 

INTEGER ::= 150
id-CN-CS-DomainIdentifier





INTEGER ::= 6

id-CN-PS-DomainIdentifier





INTEGER ::= 7

id-Cause







INTEGER ::= 8

id-CompressedModeMethod






INTEGER ::= 9

id-D-RNTI







INTEGER ::= 10

id-D-RNTI-ReleaseIndication





INTEGER ::= 11

id-DCH-AddItem







INTEGER ::= 12

id-DCH-AddItem-RL-ReconfPrepFDD





INTEGER ::= 13

id-DCH-AddItem-RL-ReconfPrepTDD





INTEGER ::= 14

id-DCH-AddItem-RL-ReconfReadyFDD




INTEGER ::= 15

id-DCH-AddItem-RL-ReconfRqstFDD





INTEGER ::= 16

id-DCH-AddItem-RL-ReconfRqstTDD





INTEGER ::= 17

id-DCH-AddList-RL-ReconfPrepFDD





INTEGER ::= 18

id-DCH-AddList-RL-ReconfPrepTDD





INTEGER ::= 19

id-DCH-AddList-RL-ReconfRqstFDD





INTEGER ::= 20

id-DCH-AddList-RL-ReconfRqstTDD





INTEGER ::= 21

id-DCH-DeleteItem-RL-ReconfPrepFDD




INTEGER ::= 22

id-DCH-DeleteItem-RL-ReconfPrepTDD




INTEGER ::= 23

id-DCH-DeleteItem-RL-ReconfRqstFDD




INTEGER ::= 24

id-DCH-DeleteItem-RL-ReconfRqstTDD




INTEGER ::= 25

id-DCH-DeleteList-RL-ReconfPrepFDD




INTEGER ::= 26

id-DCH-DeleteList-RL-ReconfPrepTDD




INTEGER ::= 27

id-DCH-DeleteList-RL-ReconfRqstFDD




INTEGER ::= 28

id-DCH-DeleteList-RL-ReconfRqstTDD




INTEGER ::= 29

id-DCH-Information-RL-SetupReqFDD




INTEGER ::= 30

id-DCH-InformationItem-RL-SetupReqFDD




INTEGER ::= 31

id-DCH-InformationItem-RL-SetupReqTDD




INTEGER ::= 32

id-DCH-InformationList-RL-SetupReqTDD




INTEGER ::= 33

id-DCH-ModifyItem






INTEGER ::= 34

id-DCH-ModifyItem-RL-ReconfPrepFDD




INTEGER ::= 35

id-DCH-ModifyItem-RL-ReconfPrepTDD




INTEGER ::= 36

id-DCH-ModifyItem-RL-ReconfReadyFDD




INTEGER ::= 37

id-DCH-ModifyItem-RL-ReconfRqstFDD




INTEGER ::= 38

id-DCH-ModifyItem-RL-ReconfRqstTDD




INTEGER ::= 39

id-DCH-ModifyList-RL-ReconfPrepFDD




INTEGER ::= 40

id-DCH-ModifyList-RL-ReconfPrepTDD




INTEGER ::= 41

id-DCH-ModifyList-RL-ReconfRqstFDD




INTEGER ::= 42

id-DCH-ModifyList-RL-ReconfRqstTDD




INTEGER ::= 43

id-DL-CCTrCH-Information-RL-ReconfPrepTDD



INTEGER ::= 44

id-DL-CCTrCH-Information-RL-ReconfRqstTDD



INTEGER ::= 45

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD



INTEGER ::= 46

id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD



INTEGER ::= 47

id-DL-CCTrChInformationItem-RL-SetupReqTDD



INTEGER ::= 48

id-DL-CCTrChInformationList-RL-SetupReqTDD



INTEGER ::= 49

id-DL-CodeInformation-PhyChReconfRqstFDD



INTEGER ::= 50

id-DL-DPCH-Information






INTEGER ::= 51

id-DL-DPCH-Information-RL-SetupReqFDD




INTEGER ::= 52

id-DL-DPCH-InformationList-PhyChReconfRqstTDD



INTEGER ::= 53

id-DL-DPCH-InformationList-RL-ReconfReadyTDD



INTEGER ::= 54

id-DL-EbNoTarget






INTEGER ::= 55

id-DL-FrameType







INTEGER ::= 56

id-DL-MeanBitRate






INTEGER ::= 57

id-DL-ReferencePowerInformation-DL-PC-Rqst



INTEGER ::= 58

id-DRX-Parameter






INTEGER ::= 59

id-DedicatedMeasurementObjectType-DM-Rprt



INTEGER ::= 60

id-DedicatedMeasurementObjectType-DM-Rqst



INTEGER ::= 61

id-DedicatedMeasurementObjectType-DM-Rspns



INTEGER ::= 62

id-FACH-InfoForOptionalGroupS-CCPCH




INTEGER ::= 63

id-FACH-InfoForOptionalS-CCPCH





INTEGER ::= 64

id-FACH-InfoForS-CCPCH-CoupledToPRACH




INTEGER ::= 65

id-GapPositionMode






INTEGER ::= 66

id-L3-Information






INTEGER ::= 67

id-MeasurementCharacteristics





INTEGER ::= 68

id-MeasurementID






INTEGER ::= 69

id-MultipleURAsIndicator





INTEGER ::= 70

id-PD








INTEGER ::= 71

id-PagingArea-PagingRqst





INTEGER ::= 72

id-PowerControlMode






INTEGER ::= 73

id-PowerResumeMode






INTEGER ::= 74

id-ProcedureScope-DL-PC-Rqst





INTEGER ::= 75

id-RANAP-RelocationInformation





INTEGER ::= 76

id-RL-Information-PhyChReconfRqstFDD




INTEGER ::= 77

id-RL-Information-PhyChReconfRqstTDD




INTEGER ::= 78

id-RL-Information-RL-AdditionRqstFDD




INTEGER ::= 79

id-RL-Information-RL-AdditionRqstTDD




INTEGER ::= 80

id-RL-Information-RL-DeletionRqst




INTEGER ::= 81

id-RL-Information-RL-FailureInd





INTEGER ::= 82

id-RL-Information-RL-ReconfPrepFDD




INTEGER ::= 83

id-RL-Information-RL-RestoreInd





INTEGER ::= 84

id-RL-Information-RL-SetupReqFDD




INTEGER ::= 85

id-RL-Information-RL-SetupReqTDD




INTEGER ::= 86

id-RL-InformationItem-DM-Rprt





INTEGER ::= 87

id-RL-InformationItem-DM-Rqst





INTEGER ::= 88

id-RL-InformationItem-DM-Rspns





INTEGER ::= 89

id-RL-InformationItem-RL-SetupReqFDD




INTEGER ::= 90

id-RL-InformationList-RL-AdditionRqstFDD



INTEGER ::= 91

id-RL-InformationList-RL-DeletionRqst




INTEGER ::= 92

id-RL-InformationList-RL-FailureInd




INTEGER ::= 93

id-RL-InformationList-RL-ReconfPrepFDD




INTEGER ::= 94

id-RL-InformationList-RL-RestoreInd




INTEGER ::= 95

id-RL-InformationResponse-RL-AdditionRspTDD



INTEGER ::= 96

id-RL-InformationResponse-RL-ReconfReadyTDD



INTEGER ::= 97

id-RL-InformationResponse-RL-SetupRspTDD



INTEGER ::= 98

id-RL-InformationResponseItem-RL-AdditionRspFDD



INTEGER ::= 99

id-RL-InformationResponseItem-RL-ReconfReadyFDD



INTEGER ::= 100

id-RL-InformationResponseItem-RL-SetupRspFDD



INTEGER ::= 101

id-RL-InformationResponseList-RL-AdditionRspFDD



INTEGER ::= 102

id-RL-InformationResponseList-RL-ReconfReadyFDD



INTEGER ::= 103

id-RL-InformationResponseList-RL-SetupRspFDD



INTEGER ::= 104

id-RL-ReconfigurationFailure-RL-ReconfFail



INTEGER ::= 105

id-RL-ReconfigurationFailureList-RL-ReconfFail



INTEGER ::= 106

id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind



INTEGER ::= 107

id-ReportCharacteristics





INTEGER ::= 108

id-S-RNTI







INTEGER ::= 109

id-SAI








INTEGER ::= 110

id-SN








INTEGER ::= 111

id-SRNC-ID







INTEGER ::= 112

id-ScramblingCodeChange






INTEGER ::= 113

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

INTEGER ::= 114

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD


INTEGER ::= 115

id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

INTEGER ::= 116

id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD

INTEGER ::= 117

id-TGD








INTEGER ::= 118

id-TGL








INTEGER ::= 119

id-TGP1








INTEGER ::= 120

id-TGP2








INTEGER ::= 121

id-TransportBearerID






INTEGER ::= 122

id-TransportBearerRequestIndicator




INTEGER ::= 123

id-TransportLayerAddress





INTEGER ::= 124

id-UC-ID







INTEGER ::= 125

id-UL-CCTrCH-Information-RL-ReconfPrepTDD



INTEGER ::= 126

id-UL-CCTrCH-Information-RL-ReconfRqstTDD



INTEGER ::= 127

id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD



INTEGER ::= 128

id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD



INTEGER ::= 129

id-UL-CCTrChInformationItem-RL-SetupReqTDD



INTEGER ::= 130

id-UL-CCTrChInformationList-RL-SetupReqTDD



INTEGER ::= 131

id-UL-DL-CompressedModeSelection




INTEGER ::= 132

id-UL-DPCH-Information






INTEGER ::= 133

id-UL-DPCH-Information-RL-SetupReqFDD




INTEGER ::= 134

id-UL-DPCH-InformationList-PhyChReconfRqstTDD



INTEGER ::= 135

id-UL-DPCH-InformationList-RL-ReconfReadyTDD



INTEGER ::= 136

id-UL-DeltaEbNo







INTEGER ::= 137

id-UL-DeltaEbNoAfter






INTEGER ::= 138

id-UL-EbNoTarget






INTEGER ::= 139

id-UL-MeanBitRate






INTEGER ::= 140

id-URA-ID







INTEGER ::= 141

id-UnsuccessfulRL-InformationResponse




INTEGER ::= 142

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

INTEGER ::= 143

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

INTEGER ::= 144

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

INTEGER ::= 145

id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

INTEGER ::= 146

id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

INTEGER ::= 147

id-CriticalityDiagnostics





INTEGER ::= 148

END




_997805625.doc
How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





