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1
Introduction
This contribution proposes a small update to TS29.413, in order to align with the latest TS38.413-v0.8.0. It includes following aspects:
· The new Paging Priority IE are not applicable to non-3GPP access. 
· The MDT related IEs are removed from TS38.413.
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Start of the modification

5.3
Exceptions for NGAP message contents and information element coding when used for non-3GPP access 
Editor's note:
This section will describe the applicable NGAP IEs.
Editor's note:
The list of IEs and the IE name will be further updated to align with the latest TS 38.413.

For the NGAP messages transferred between the N3IWF and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:

PDU SESSION RESOURCE SETUP REQUEST message:

· the following IEs shall be ignored, when received:

· RAN Paging Priority IE

PDU SESSION RESOURCE RELEASE COMMAND message:

· the following IEs shall be ignored, when received:

· RAN Paging Priority IE

PDU SESSION RESOURCE MODIFY REQUEST message:

· the following IEs shall be ignored, when received:

· RAN Paging Priority IE

INITIAL CONTEXT SETUP REQUEST
message:

· the following IEs shall be ignored, when received:

· RRC Inactive Assistance Information IE

· Trace Activation IE

· Handover Restriction List IE

· UE Radio Capability IE

· Index to RAT/Frequency Selection Priority IE 

· 
· 
· Emergency Fallback Indicator IE

UE CONTEXT RELEASE COMMAND message:

· the following IEs shall be ignored, when received:

· RAN Paging Priority IE

UE CONTEXT RELEASE COMPLETE message:

· the following IEs shall be ignored, when received:

· Information on Recommended Cells and RAN Nodes for Paging IE
UE CONTEXT MODIFICATION REQUEST message:

· the following IEs shall be ignored, when received:

· RAN Paging Priority IE

· Index to RAT/Frequency Selection Priority IE 

· RRC Inactive Assistance Information IE
· Emergency Fallback Indicator IE
INITIAL UE MESSAGE message:

· RRC Establishment Cause IE: the information given within this IE is to indicate the establishment cause as specified in TS 23.502 [4]. 

DOWNLINK NAS TRANSPORT message:

· the following IEs shall be ignored, when received:

· RAN Paging Priority IE

· Handover Restriction List IE
· Index to RAT/Frequency Selection Priority IE 

NG SETUP REQUEST message:

· the following IEs shall be ignored, when received:

· Default Paging DRX IE
The Global RAN Node ID IE in the applicable NGAP messages includes the Global N3IWF ID as specified in TS 38.413 [2]. 

The User Location Information IE in the applicable NGAP messages includes the IP address and port number as specified in TS 38.413 [2]. 

End of the modification

