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8.7.4.2
Successful Operation
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Figure 8.7.4.2-1: SgNB Addition Preparation, successful operation

The MeNB initiates the procedure by sending the SGNB ADDITION REQUEST message to the en-gNB. When the MeNB sends the SGNB ADDITION REQUEST message, it shall start the timer TDCprep.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the Full E-RAB Level QoS Parameters IE or in the Maximum MCG admittable E-RAB Level QoS Parameters IE or in the Requested MCG E-RAB Level QoS Parameters IE or in the Requested SCG E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
If the SGNB ADDITION REQUEST message contains the Serving PLMN IE, the en-gNB may use it for RRM purposes.

If the SGNB ADDITION REQUEST message contains the Expected UE Behaviour IE, the en-gNB shall, if supported, store this information and may use it to optimize resource allocation.

If the SGNB ADDITION REQUEST message contains the Handover Restriction List IE, the en-gNB node, if supported, shall store this information and use it to select an appropriate NR cell.

If the SGNB ADDITION REQUEST message contains the MeNB Resource Coordination Information IE, the en-gNB should forward it to lower layers and it may use it for the purpose of resource coordination with the MeNB. The en-gNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE. The en-gNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE.

The en-gNB shall choose the ciphering algorithm based on the information in the NR UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the SgNB Security Key IE as specified in the TS 33.401 [18].
The en-gNB shall report to the MeNB, in the SGNB ADDITION REQUEST ACKNOWLEDGE message, the result for all the requested E-RABs in the following way:

-
a list of E-RABs which are successfully established shall be included in the E-RABs Admitted To Be Added List IE;

-
a list of E-RABs which failed to be established shall be included in the E-RABs Not Admitted List IE.
NOTE:
The MeNB may trigger the SgNB Addition Preparation procedure in the course of the Inter-MeNB handover without SgNB change procedure as described in TS 37.340 [32]. The deleted E-RABs are not included in the E-RABs To Be Added List IE in the SGNB ADDITION REQUEST message, from MeNB point of view. If the en-gNB reports a certain E-RAB to be successfully established, respective SCG resources, from an en-gNB point of view, may be actually successfully established or modified or kept; if a certain E-RAB is reported to be failed to be established, respective SCG resources, from an en-gNB point of view, may be actually failed to be established or modified or kept.

For each E-RAB for which allocation of the PDCP entity is requested at the en-gNB:
-
the MeNB may propose to apply forwarding of downlink data by including the DL Forwarding IE within the E-RABs To be Added Item IE of the SGNB ADDITION REQUEST message. For each E-RAB that it has decided to admit, the en-gNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs Admitted To Be Added Item IE of the SGNB ADDITION REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. This GTP tunnel endpoint may be different from the corresponding DL GTP TEID IE in the E-RAB To Be Modified List IE of the E-RAB MODIFICATION INDICATION message (see TS 36.413 [4]) depending on implementation choice;

-
the en-gNB may include for each bearer in the E-RABs Admitted To Be Added List IE the UL Forwarding GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer.
-
the en-gNB shall use the S1 UL GTP Tunnel Endpoint IE of the SGNB ADDITION REQUEST message as the UL S1-U address.

-
the MeNB shall use the SgNB UL GTP TEID at PDCP IE of the SGNB ADDITION REQUEST ACKNOWLEDGE message as the UL X2-U address.
-
if the SGNB ADDITION REQUEST message contains for an E-RAB to be added which is requested to be configured with MCG resources the MeNB DL GTP TEID at MCG IE the en-gNB shall use it as the DL X2-U address for delivery of DL PDCP PDUs.
-
the en-gNB shall include in the SGNB ADDITION REQUEST ACKNOWLEDGE message the S1 DL GTP TEID at the SgNB IE.

-
the en-gNB shall include in the SGNB ADDITION REQUEST ACKNOWLEDGE message the RLC Mode IE.

-
the MeNB may include in the SGNB ADDITION REQUEST message the E-RABs To Be Added List IE the DL S1-U GTP TEID to be kept IE to indicate to the SgNB that an S1-U bearer is already established for the E-RAB and the indicated DL S1-U GTP-U Tunnel Endpoint may be kept at the en-gNB. The en-gNB shall inform the MeNB in the SGNB ADDITION REQUEST ACKNOWLEDGE message if the provided DL S-U GTP-U Tunnel Endpoint was kept by including the DL S1-U Tunnel Unchanged IE to "tunnel unchanged" for the respective E-RAB in the E-RAB Admitted To Be Added List IE. 
Upon reception of the SGNB ADDITION REQUEST ACKNOWLEDGE message the MeNB shall stop the timer TDCprep.

If the SGNB ADDITION ACKNOWLEDGE message contains the SgNB Resource Coordination Information IE, the MeNB may use it for the purpose of resource coordination with the en-gNB. The MeNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE.  The MeNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE.
If the SgNB UE X2AP ID IE is contained in the SGNB ADDITION REQUEST message, the en-gNB shall, if supported, store this information and use it as defined in TS  37.340 [32].

Interactions with the SgNB Reconfiguration Completion procedure:

If the en-gNB admits at least one E-RAB, the en-gNB shall start the timer TDCoverall when sending the SGNB ADDITION REQUEST ACKNOWLEDGE message to the MeNB. The reception of the SGNB RECONFIGURATION COMPLETE message shall stop the timer TDCoverall.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.7.6.2
Successful Operation
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Figure 8.7.6.2-1: MeNB initiated SgNB Modification Preparation, successful operation
The MeNB initiates the procedure by sending the SGNB MODIFICATION REQUEST message to the en-gNB. When the MeNB sends the SGNB MODIFICATION REQUEST message, it shall start the timer TDCprep.

The SGNB MODIFICATION REQUEST message may contain:

-
within the UE Context Information IE (if the modification of the UE context at the en-gNB is requested);

-
E-RABs to be added within the E-RABs To Be Added Item IE;

-
E-RABs to be modified within the E-RABs To Be Modified Item IE;

-
E-RABs to be released within the E-RABs To Be Released Item IE;

-
the SgNB UE Aggregate Maximum Bit Rate IE;

-
the MeNB to SgNB Container IE;

-
the SCG Configuration Query IE;

- 
the MeNB Resource Coordination Information IE.

If the SGNB MODIFICATION REQUEST message contains the Serving PLMN IE, the en-gNB may use it for RRM purposes.

If the SGNB MODIFICATION REQUEST message contains the Handover Restriction List IE, the en-gNB shall 
· replace the previously provided Handover Restriction List by the received Handover Restriction List in the UE context;

· use this information to select an appropriate NR cell.

If the SgNB UE Aggregate Maximum Bit Rate IE is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall:

-
replace the previously provided SgNB UE Aggregate Maximum Bit Rate by the received SgNB UE Aggregate Maximum Bit Rate in the UE context;

-
use the received SgNB UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE as defined in TS 37.340 [32].

The allocation of resources according to the values of the QCI IE, Allocation and Retention Priority IE or GBR QoS Information IE included in the Full E-RAB Level QoS Parameters IE or in the Maximum MCG admittable E-RAB Level QoS Parameters IE or in the Requested SCG E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].

If the SGNB MODIFICATION REQUEST message contains the MeNB Resource Coordination Information IE, the en-gNB should forward it to lower layers and it may use it for the purpose of resource coordination with the MeNB. The en-gNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE.  The en-gNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE.

If at least one of the requested modifications is admitted by the en-gNB, the en-gNB shall modify the related part of the UE context accordingly and send the SGNB MODIFICATION REQUEST ACKNOWLEDGE message back to the MeNB. 

The en-gNB shall include the E-RABs for which resources have been either added or modified or released at the en-gNB either in the E-RABs Admitted To Be Added List IE or the E-RABs Admitted To Be Modified List IE or the E-RABs Admitted To Be Released List IE. The en-gNB shall include the E-RABs that have not been admitted in the E-RABs Not Admitted List IE with an appropriate cause value.

The en-gNB shall, if included, choose the ciphering algorithm based on the information in the NR UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the SgNB Security Key IE as specified in the TS 33.401 [18].

For each E-RAB for which allocation of the PDCP entity is requested at the en-gNB:

-
if applicable, the MeNB may propose to apply forwarding of downlink data by including the DL Forwarding IE within the E-RABs To Be Added Item IE of the SGNB MODIFICATION REQUEST message. For each E-RAB that it has decided to admit, the en-gNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs Admitted To Be Added Item IE of the SGNB MODIFICATION REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. The MeNB may also provide for an applicable E-RAB to be released the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the SGNB MODIFICATION REQUEST message.
-
if applicable, the en-gNB may include for each bearer in the E-RABs Admitted To Be Added List IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the UL Forwarding GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer. The en-gNB may include the UL configuration IE to indicate that the MCG UL configuration of the UE has changed. 

-
the MeNB may include in the SGNB MODIFICATION REQUEST message the E-RABs To Be Added List IE the DL S1-U GTP TEID to be kept IE to indicate to the en-gNB that an S1-U bearer is already established for the E-RAB and the indicated DL S1-U GTP-U Tunnel Endpoint may be kept at the en-gNB. The en-gNB shall inform the MeNB in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message if the provided DL S-U GTP-U Tunnel Endpoint was kept by including the DL S1-U Tunnel Unchanged IE to "tunnel unchanged" for the respective E-RAB in the E-RAB Admitted To Be Added List IE. 
For each E-RAB configured with SCG resources and the PDCP entity is hosted by the MeNB and  

-
requested to be modified, 

-
if the SGNB MODIFICATION REQUEST message includes the MeNB UL GTP TEID at PDCP IE in the E-RABs To Be Modified Item IE, the en-gNB shall act as specified in TS 37.340 [32].

-
if the SGNB MODIFICATION REQUEST message contains the MeNB UL GTP TEID at PDCP IE the en-gNB shall use it as the new UL X2-U address.

-
the en-gNB may include in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the SgNB DL GTP TEID at SCG IE.

If, dependent on the configured bearer type, the Full E-RAB Level QoS Parameters IE or the Maximum MCG admittable E-RAB Level QoS Parameters IE or the Requested SCG E-RAB level QoS Parameters IE are included in the SGNB MODIFICATION REQUEST message for an E-RAB to be modified the en-gNB shall allocate respective resources and provide corresponding radio configuration information within the SgNB to MeNB Container IE as described in TS 37.340 [32].

If the SGNB MODIFICATION REQUEST message contains, for an E-RAB to be modified which is configured with the PDCP entity in the en-gNB, the S1 UL GTP Tunnel Endpoint IE, the en-gNB shall use it as the new UL S1-U address.

If the SGNB MODIFICATION REQUEST message contains an E-RAB to be modified which is configured with the split bearer option, the MeNB may include the UL configuration IE to indicate that the SCG UL configuration of the UE has changed.
If the SGNB MODIFICATION REQUEST message contains for an E-RAB to be modified which is configured with the PDCP enitiy in the en-gNB and MCG resources the MeNB DL GTP TEID at MCG IE the en-gNB shall use it as the DL X2-U address.
For an E-RAB to be modified which is configured with the PDCP entity in the en-gNB the en-gNB may include in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the S1 DL GTP TEID at the SgNB IE.

If the SGNB MODIFICATION REQUEST ACKNOWLEDGE message contains the SgNB Resource Coordination Information IE, the MeNB may use it for the purpose of resource coordination with the en-gNB. The MeNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE.  The MeNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE.
Upon reception of the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the MeNB shall stop the timer TDCprep. If the SGNB MODIFICATION REQUEST ACKNOWLEDGE message has included the SgNB to MeNB Container IE the MeNB is then defined to have a Prepared SgNB Modification for that X2 UE-associated signalling. 

If the SCG Configuration Query IE is included in the SGNB MODIFICATION REQUEST message, the en-gNB shall provide corresponding radio configuration information within the SgNB to MeNB Container IE as described in TS 37.340 [32].

Interactions with the SgNB Reconfiguration Completion procedure:

If the en-gNB admits a modification of the UE context requiring the MeNB to report about the success of the RRC connection reconfiguration procedure, the en-gNB shall start the timer TDCoverall when sending the SGNB MODIFICATION REQUEST ACKNOWLEDGE message to the MeNB. The reception of the SGNB RECONFIGURATION COMPLETE message shall stop the timer TDCoverall.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.7.7.2
Successful Operation
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Figure 8.7.7.2-1: SgNB initiated SgNB Modification, successful operation.

The en-gNB initiates the procedure by sending the SGNB MODIFICATION REQUIRED message to the MeNB. When the en-gNB sends the SGNB MODIFICATION REQUIRED message, it shall start the timer TDCoverall. 

The SGNB MODIFICATION REQUIRED message may contain

-
the PDCP Change Indication IE;

-
the SgNB to MeNB Container IE. 

-
E-RABs to be modified within the E-RABs To Be Modified Item IE;
-
E-RABs to be released within the E-RABs To Be Released Item IE;

-
the SgNB Resource Coordination Information IE.

For the SN terminated split bearers, the en-gNB may include in the SGNB MODIFICATION REQUIRED message the UL configuration IE to indicate that the MCG UL configuration of the UE has changed.

For each E-RAB for which the PDCP entity is allocated at the en-gNB:

-
the en-gNB may include in the SGNB MODIFICATION REQUIRED message in the E-RABs To Be Released List IE the DL S1-U GTP TEID to be kept IE to indicate to the MeNB that an S1-U bearer established for the E-RAB and the indicated DL S1-U GTP-U Tunnel Endpoint may be kept if the MeNB decides to keep the E-RAB. 
If the MeNB is able to perform the change requested by the en-gNB, the MeNB shall send the SGNB MODIFICATION CONFIRM message to the en-gNB. The SGNB MODIFICATION CONFIRM message may contain the MeNB to SgNB Container IE.

If the SGNB MODIFICATION REQUIRED message contains the SgNB Resource Coordination Information IE, the MeNB may use it for the purpose of resource coordination with the en-gNB. The MeNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE. The MeNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE.

Upon reception of the SGNB MODIFICATION CONFIRM message the en-gNB shall stop the timer TDCoverall.

If the SGNB MODIFICATION CONFIRM message contains the MeNB Resource Coordination Information IE, the en-gNB should forward it to lower layers and it may use it for the purpose of resource coordination with the MeNB. The en-gNB shall consider the received UL Coordination Information IE value valid until reception of a new update of the IE for the same UE.  The en-gNB shall consider the received DL Coordination Information IE value valid until reception of a new update of the IE for the same UE.

Interaction with the MeNB initiated SgNB Modification Preparation procedure:

If applicable, as specified in TS 37.340 [15], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released List IE.
If applicable, as specified in TS 37.340 [15], the en-gNB may receive, after having initiated the SgNB initiated SgNB Modification procedure, the SGNB MODIFICATION REQUEST message including the SgNB Security Key IE within the UE Context Information IE.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.7.8.2
Successful Operation
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Figure 8.7.8.2-1: SgNB Change, successful operation.

The en-gNB initiates the procedure by sending the SGNB CHANGE REQUIRED message to the MeNB including the Target SgNB ID Information IE. When the en-gNB sends the SGNB CHANGE REQUIRED message, it shall start the timer TDCoverall. 

The SGNB CHANGE REQUIRED message may contain

-
the SgNB to MeNB Container IE.
For each E-RAB for which the PDCP entity is allocated at the en-gNB:

-
the en-gNB may include in the SGNB CHANGE REQUIRED message in the E-RABs Information List IE the DL S1-U GTP TEID to be kept IE to indicate to the MeNB that an S1-U bearer established for the E-RAB and the indicated DL S1-U GTP-U Tunnel Endpoint may be kept. 
If the MeNB is able to perform the change requested by the en-gNB, the MeNB shall send the SGNB CHANGE CONFIRM message to the en-gNB. For each E-RAB configured with the PDCP entity in the en-gNB, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer.

The en-gNB may start data forwarding and stop providing user data to the UE and shall stop the timer TDCoverall upon reception of the SGNB CHANGE CONFIRM message.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.1
SGNB ADDITION REQUEST

This message is sent by the MeNB to the en-gNB to request the preparation of resources for EN-DC operation for a specific UE
Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	NR UE Security Capabilities
	M
	
	9.2.107
	
	YES
	reject

	SgNB Security Key
	M
	
	9.2.101
	The S-KgNB which is provided by the MeNB, see TS 33.401 [18].
	YES
	reject

	SgNB UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate 

9.2.12
	The UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SgNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and en-gNB respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	E-RABs To Be Added List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes the E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>MeNB DL GTP TEID at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>DL S1-U GTP TEID to be kept
	O
	
	GTP Tunnel Endpoint 9.2.1
	E-UTRAN endpoint of the S1-U transport bearer. For delivery of DL PDUs. Indicates the possibility to keep the S1-U termination point at the SgNB, if available before the SgNB Addition Preparation procedure.
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>MeNB UL GTP TEID at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	MeNB to SgNB Container
	M
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.70
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	reject

	Requested MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for MCG Split SRB are requested.
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256.


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in  Full E-RAB Level QoS Parameters IE.


9.1.4.2
SGNB ADDITION REQUEST ACKNOWLEDGE

This message is sent by the en-gNB to confirm the MeNB about the SgNB addition preparation.
Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	E-RABs Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP TEID at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>DL S1-U-Tunnel Unchanged
	O
	
	9.2.y
	
	–
	

	>>>>SgNB UL GTP TEID at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP TEID at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	–

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	M
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS 38.331[31].
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	Admitted MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.5
SGNB MODIFICATION REQUEST

This message is sent by the MeNB to the en-gNB to request the preparation to modify en-gNB resources for a specific UE, to query for the current SCG configuration, or to provide the S-RLF-related information to the en-gNB.

Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	SCG Configuration Query 
	O
	
	9.2.103
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>NR UE Security Capabilities
	O
	
	9.2.107
	
	–
	

	>SgNB Security Key
	O
	
	9.2.101
	
	–
	

	>SgNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.12
	
	–
	

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	–
	

	>>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>>MeNB DL GTP TEID at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>>DL S1-U GTP TEID to be kept
	O
	
	GTP Tunnel Endpoint 9.2.1
	E-UTRAN endpoint of the S1-U transport bearer. For delivery of DL PDUs. Indicates the possibility to keep the S1-U termination point at the SgNB, if available before the bearer addition
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes necessary E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP TEID at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Full E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters to be modified as received on S1-MME
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 

9.2.9
	Includes the E-RAB Level QoS parameters admittable by the MCG
	–
	

	>>>>MeNB GTP TEID at MCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP TEID at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	–

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in  Full E-RAB Level QoS Parameters IE.


9.1.4.6
SGNB MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the en-gNB to confirm the MeNB’s request to modify the en-gNB resources for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	E-RABs Admitted List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added List
	
	1
	
	
	–
	

	>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>S1 DL GTP TEID at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>>DL S1-U-Tunnel Unchanged
	O
	
	9.2.y
	
	–
	

	>>>>>SgNB UL GTP TEID at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	–

	>E-RABs Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs Admitted To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>S1 DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP TEID at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters 
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	–

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>E-RABs Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs Admitted To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	Note: no further information contained in the IE container
	
	

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR SCG-Confi message as defined in TS 38.331 [31].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	ignore

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.8
SGNB MODIFICATION REQUIRED

This message is sent by the en-gNB to the MeNB to request the modification of en-gNB resources for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.109
	
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>Cause
	M
	
	9.2.6
	
	–
	

	>>DL S1-U GTP TEID to be kept
	O
	
	GTP Tunnel Endpoint 9.2.1
	E-UTRAN endpoint of the S1-U transport bearer. For delivery of DL PDUs. Indicates the possibility to keep the S1-U termination point at the E-UTRAN, if the MeNB decides to keep the E-RAB.
	–
	

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR SCG-Config message as defined in TS 38.331 [31].
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	E-RABs To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	–

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between the en-gNB and the MeNB.
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.4.17
SGNB CHANGE REQUIRED

This message is sent by the en-gNB to the MeNB to request the change of en-gNB for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Target SgNB ID Information
	M
	
	9.2.102
	
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SgNB to MeNB Container
	M
	
	OCTET STRING
	
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	reject

	E-RABs SgNB Change Information List
	
	0..1
	
	
	YES
	ignore

	>E-RABs SgNB Change Information Item
	
	1...<maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>DL S1-U GTP TEID to be kept
	O
	
	GTP Tunnel Endpoint 9.2.1
	E-UTRAN endpoint of the S1-U transport bearer. For delivery of DL PDUs. Indicates the possibility to keep the S1-U termination point at the target SgNB.
	–
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.y
DL S1-U Tunnel Unchanged
This IE is used to indicate that the DL S1-U GTP-U Tunnel Endpoint was kept.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	DL S1-U Tunnel Unchanged
	M
	
	ENUMERATED (tunnel unchanged, …)
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


BearerType,


Cause,


CompositeAvailableCapacityGroup,


Correlation-ID,


COUNTvalue,


CellReportingIndicator,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


DynamicDLTransmissionInformation,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


Masked-IMEISV,


InvokeIndication,


LocationReportingInformation,


MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


UEAppLayerMeasConfig,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-HistoryInformationFromTheUE,


UE-S1AP-ID,


UESecurityCapabilities,

UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended,


SubframeAssignment,


ExtendedULInterferenceOverloadInfo,


ExpectedUEBehaviour,


SeNBSecurityKey,


MeNBtoSeNBContainer,


SeNBtoMeNBContainer,


SCGChangeIndication,


CoMPInformation,


ReportingPeriodicityRSRPMR,


RSRPMRList,


UE-RLF-Report-Container-for-extended-bands,


ProSeAuthorized,


CoverageModificationList,


ReportingPeriodicityCSIR,


CSIReportList,


ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


COUNTvaluePDCP-SNlength18,


LHN-ID,


UE-ContextKeptIndicator,


UE-X2AP-ID-Extension,


SIPTOBearerDeactivationIndication,


TunnelInformation,


V2XServicesAuthorized,


X2BenefitValue,


ResumeID,


EUTRANCellIdentifier,

MakeBeforeBreakIndicator,


WTID,


WT-UE-XwAP-ID,


UESidelinkAggregateMaximumBitRate,

SgNBSecurityKey,


MeNBtoSgNBContainer,


SgNBtoMeNBContainer,


MCGSplitSRBs,


RRCContainer,


SRBType,


GlobalGNB-ID,


GNB-ID,


SCGConfigurationQuery,


MCGSplitSRB,


UENRMeasurement,


EN-DC-ResourceConfiguration,


TAC,


NRARFCN,

NRCGI,


NRPCI,


NRUESecurityCapabilities,


PDCPChangeIndication,


ULConfiguration,


SgNB-UE-X2AP-ID,


SecondaryRATUsageReportList,


ActivationID,


MeNBResourceCoordinationInformation,


SgNBResourceCoordinationInformation,


NR-TxBW,

BroadcastPLMNs-Item,


RLCMode,


GBR-QosInformation,


DRB-ID,


Extended-TAC,


SULInformation,


DL-S1-U-TunnelUnchanged
FROM X2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-ABSInformation,


id-ActivatedCellList,


id-BearerType,


id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,


id-CellToReport,


id-CellToReport-Item,


id-CompositeAvailableCapacityGroup,


id-CriticalityDiagnostics,


id-DeactivationIndication,


id-DynamicDLTransmissionInformation,


id-E-RABs-Admitted-Item,


id-E-RABs-Admitted-List,


id-E-RABs-NotAdmitted-List,


id-E-RABs-SubjectToStatusTransfer-List,


id-E-RABs-SubjectToStatusTransfer-Item,


id-E-RABs-ToBeSetup-Item,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDToAddList,


id-GUGroupIDToDeleteList,


id-GUMMEI-ID,


id-Masked-IMEISV,


id-InvokeIndication,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,


id-ServedCells,


id-ServedCellsToActivate,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,


id-SRVCCOperationPossible,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,


id-UE-X2AP-ID,


id-Measurement-ID,


id-ReportCharacteristics,


id-ENB1-Measurement-ID,


id-ENB2-Measurement-ID,


id-ENB1-Cell-ID,


id-ENB2-Cell-ID,


id-ENB2-Proposed-Mobility-Parameters,


id-ENB1-Mobility-Parameters,


id-ENB2-Mobility-Parameters-Modification-Range,

id-FailureCellPCI,


id-Re-establishmentCellECGI,


id-FailureCellCRNTI,


id-ShortMAC-I,


id-SourceCellECGI,


id-FailureCellECGI,


id-HandoverReportType,


id-UE-RLF-Report-Container,


id-PartialSuccessIndicator,


id-MeasurementInitiationResult-List,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-CompleteFailureCauseInformation-List,


id-CompleteFailureCauseInformation-Item,


id-CSGMembershipStatus,


id-CSG-Id,


id-MDTConfiguration,


id-ManagementBasedMDTallowed,


id-ABS-Status,

id-RRCConnSetupIndicator,

id-RRCConnReestabIndicator,


id-TargetCellInUTRAN,

id-MobilityInformation,


id-SourceCellCRNTI,


id-ManagementBasedMDTPLMNList,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,


id-IntendedULDLConfiguration,


id-ExtendedULInterferenceOverloadInfo,


id-RNL-Header,


id-x2APMessage,


id-UE-HistoryInformationFromTheUE,


id-ExpectedUEBehaviour,


id-MeNB-UE-X2AP-ID,


id-SeNB-UE-X2AP-ID,


id-UE-SecurityCapabilities,


id-SeNBSecurityKey,


id-SeNBUEAggregateMaximumBitRate,


id-ServingPLMN,


id-E-RABs-ToBeAdded-List,


id-E-RABs-ToBeAdded-Item,


id-MeNBtoSeNBContainer,


id-E-RABs-Admitted-ToBeAdded-List,


id-E-RABs-Admitted-ToBeAdded-Item,


id-SeNBtoMeNBContainer,


id-ResponseInformationSeNBReconfComp,


id-UE-ContextInformationSeNBModReq,


id-E-RABs-ToBeAdded-ModReqItem,


id-E-RABs-ToBeModified-ModReqItem,


id-E-RABs-ToBeReleased-ModReqItem,


id-E-RABs-Admitted-ToBeAdded-ModAckList,


id-E-RABs-Admitted-ToBeModified-ModAckList,


id-E-RABs-Admitted-ToBeReleased-ModAckList,


id-E-RABs-Admitted-ToBeAdded-ModAckItem,


id-E-RABs-Admitted-ToBeModified-ModAckItem,


id-E-RABs-Admitted-ToBeReleased-ModAckItem,


id-SCGChangeIndication,


id-E-RABs-ToBeReleased-ModReqd,


id-E-RABs-ToBeReleased-ModReqdItem,


id-E-RABs-ToBeReleased-List-RelReq,


id-E-RABs-ToBeReleased-RelReqItem,


id-E-RABs-ToBeReleased-List-RelConf,


id-E-RABs-ToBeReleased-RelConfItem,


id-E-RABs-SubjectToCounterCheck-List,


id-E-RABs-SubjectToCounterCheckItem,


id-CoMPInformation,


id-ReportingPeriodicityRSRPMR,


id-RSRPMRList,


id-UE-RLF-Report-Container-for-extended-bands,


id-ProSeAuthorized,


id-CoverageModificationList,


id-ReportingPeriodicityCSIR,


id-CSIReportList,


id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


id-ULCOUNTValuePDCP-SNlength18,


id-DLCOUNTValuePDCP-SNlength18,


id-LHN-ID,


id-Correlation-ID,


id-SIPTO-Correlation-ID,


id-UE-ContextReferenceAtSeNB,


id-UE-ContextReferenceAtWT,


id-UE-ContextKeptIndicator,


id-WT-UE-ContextKeptIndicator,


id-New-eNB-UE-X2AP-ID-Extension,


id-Old-eNB-UE-X2AP-ID-Extension,


id-MeNB-UE-X2AP-ID-Extension,


id-SeNB-UE-X2AP-ID-Extension,


id-SIPTO-BearerDeactivationIndication,


id-Tunnel-Information-for-BBF,


id-SIPTO-L-GW-TransportLayerAddress,


id-GW-TransportLayerAddress,


id-X2RemovalThreshold,


id-CellReportingIndicator,


id-V2XServicesAuthorized,


id-resumeID,


id-UE-ContextInformationRetrieve,


id-E-RABs-ToBeSetupRetrieve-Item,


id-NewEUTRANCellIdentifier,

id-MakeBeforeBreakIndicator,


id-UESidelinkAggregateMaximumBitRate,


id-uL-GTPtunnelEndpoint,


id-SgNBSecurityKey,


id-SgNBUEAggregateMaximumBitRate,


id-E-RABs-ToBeAdded-SgNBAddReqList,


id-MeNBtoSgNBContainer,


id-SgNB-UE-X2AP-ID,


id-RequestedMCGSplitSRBs,


id-E-RABs-ToBeAdded-SgNBAddReq-Item,


id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAckList,


id-SgNBtoMeNBContainer,


id-AdmittedMCGSplitSRBs
,


id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAck-Item,


id-ResponseInformationSgNBReconfComp,


id-UE-ContextInformation-SgNBModReq,


id-E-RABs-ToBeAdded-SgNBModReq-Item,


id-E-RABs-ToBeModified-SgNBModReq-Item,


id-E-RABs-ToBeReleased-SgNBModReq-Item,


id-E-RABs-Admitted-ToBeAdded-SgNBModAckList,


id-E-RABs-Admitted-ToBeModified-SgNBModAckList,


id-E-RABs-Admitted-ToBeReleased-SgNBModAckList,


id-E-RABs-Admitted-ToBeAdded-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeModified-SgNBModAck-Item,


id-E-RABs-Admitted-ToBeReleased-SgNBModAck-Item,


id-E-RABs-ToBeReleased-SgNBModReqdList,


id-E-RABs-ToBeModified-SgNBModReqdList,


id-E-RABs-ToBeReleased-SgNBModReqd-Item,


id-E-RABs-ToBeModified-SgNBModReqd-Item,


id-E-RABs-ToBeReleased-SgNBChaConfList,


id-E-RABs-ToBeReleased-SgNBChaConf-Item,


id-E-RABs-ToBeReleased-SgNBRelReqList,


id-E-RABs-ToBeReleased-SgNBRelReq-Item,


id-E-RABs-ToBeReleased-SgNBRelConfList,


id-E-RABs-ToBeReleased-SgNBRelConf-Item,


id-E-RABs-SubjectToSgNBCounterCheck-List,


id-E-RABs-SubjectToSgNBCounterCheck-Item,


id-Target-SgNB-ID,


id-RRCContainer,


id-SRBType,


id-HandoverRestrictionList,


id-SCGConfigurationQuery,


id-MCGSplitSRB,


id-UENRMeasurement,


id-InitiatingNodeType-EndcX2Setup,


id-InitiatingNodeType-EndcConfigUpdate,


id-RespondingNodeType-EndcX2Setup,


id-RespondingNodeType-EndcConfigUpdate,


id-NRUESecurityCapabilities,


id-PDCPChangeIndication,


id-ServedEUTRAcellsENDCX2ManagementList,


id-ServedEUTRAcellsToModifyListENDCConfUpd,


id-ServedEUTRAcellsToDeleteListENDCConfUpd,


id-ServedNRcellsToModifyListENDCConfUpd,


id-ServedNRcellsToDeleteListENDCConfUpd,


id-CellAssistanceInformation,


id-Globalen-gNB-ID,


id-ServedNRcellsENDCX2ManagementList,


id-Old-SgNB-UE-X2AP-ID,


id-UE-ContextReferenceAtSgNB,


id-SecondaryRATUsageReportList,


id-ActivationID,


id-ServedNRCellsToActivate,


id-ActivatedNRCellList,


id-MeNBResourceCoordinationInformation,


id-SgNBResourceCoordinationInformation,


id-UEAppLayerMeasConfig,


id-SelectedPLMN,

id-E-RABs-SgNBChangeInfoList,

id-E-RABs-SgNBChangeInfo-Item,

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT,


maxofNRNeighbours,


maxCellinengNB,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC

FROM X2AP-Constants;

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- SGNB ADDITION REQUEST

--

-- **************************************************************

SgNBAdditionRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container {{SgNBAdditionRequest-IEs}},


...

}

SgNBAdditionRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID






CRITICALITY reject
TYPE UE-X2AP-ID









PRESENCE mandatory}|


{ ID id-NRUESecurityCapabilities




CRITICALITY reject
TYPE NRUESecurityCapabilities




PRESENCE mandatory}|


{ ID id-SgNBSecurityKey






CRITICALITY reject
TYPE SgNBSecurityKey








PRESENCE mandatory}|


{ ID id-SgNBUEAggregateMaximumBitRate


CRITICALITY reject
TYPE UEAggregateMaximumBitRate




PRESENCE mandatory}|


{ ID id-ServingPLMN







CRITICALITY ignore
TYPE PLMN-Identity








PRESENCE optional}|


{ ID id-HandoverRestrictionList




CRITICALITY ignore
TYPE HandoverRestrictionList





PRESENCE optional}|


{ ID id-E-RABs-ToBeAdded-SgNBAddReqList


CRITICALITY reject
TYPE E-RABs-ToBeAdded-SgNBAddReqList


PRESENCE mandatory}|


{ ID id-MeNBtoSgNBContainer





CRITICALITY reject
TYPE MeNBtoSgNBContainer







PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID






CRITICALITY reject
TYPE SgNB-UE-X2AP-ID








PRESENCE optional}|


{ ID id-ExpectedUEBehaviour





CRITICALITY ignore
TYPE ExpectedUEBehaviour







PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension



CRITICALITY reject
TYPE UE-X2AP-ID-Extension






PRESENCE optional}|


{ ID id-RequestedMCGSplitSRBs




CRITICALITY reject
TYPE MCGSplitSRBs








PRESENCE optional}|


{ ID id-MeNBResourceCoordinationInformation

CRITICALITY ignore
TYPE MeNBResourceCoordinationInformation

PRESENCE optional},


...

}

E-RABs-ToBeAdded-SgNBAddReqList ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeAdded-SgNBAddReq-ItemIEs} }

E-RABs-ToBeAdded-SgNBAddReq-ItemIEs
X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeAdded-SgNBAddReq-Item

CRITICALITY reject
TYPE E-RABs-ToBeAdded-SgNBAddReq-Item

PRESENCE mandatory},


...

}

E-RABs-ToBeAdded-SgNBAddReq-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBAddReq-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBAddReq-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPpresent ::= SEQUENCE {


full-E-RAB-Level-QoS-Parameters



E-RAB-Level-QoS-Parameters,


max-MCG-admit-E-RAB-Level-QoS-Parameters
E-RAB-Level-QoS-Parameters














OPTIONAL,

-- This IE shall be present if MCG resource and SCG resources IEs in the the EN-DC Resource Configuration IE are set to “present” --


dL-Forwarding







DL-Forwarding

















OPTIONAL,


meNB-DL-GTP-TEIDatMCG





GTPtunnelEndpoint
















OPTIONAL,

-- This IE shall be present if MCG resource IE in the the EN-DC Resource Configuration IE is set to “present” --


s1-UL-GTPtunnelEndpoint





GTPtunnelEndpoint,


dL-S1-U-GTPTEIDtobekept





GTPtunnelEndpoint

















OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPpresentExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPnotpresent ::= SEQUENCE {


requested-SCG-E-RAB-Level-QoS-Parameters

E-RAB-Level-QoS-Parameters,


meNB-UL-GTP-TEIDatPDCP





GTPtunnelEndpoint,


rlc-Mode









RLCMode,

uL-Configuration







ULConfiguration
OPTIONAL,

-- This IE shall be present if MCG resource and SCG resources IEs in the the EN-DC Resource Configuration IE are set to “present” --


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPnotpresentExtIEs} }

 OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBAddReq-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SGNB ADDITION REQUEST ACKNOWLEDGE

--

-- **************************************************************

SgNBAdditionRequestAcknowledge ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{SgNBAdditionRequestAcknowledge-IEs}},


...

}

SgNBAdditionRequestAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID







CRITICALITY reject
TYPE UE-X2AP-ID












PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID







CRITICALITY reject
TYPE SgNB-UE-X2AP-ID











PRESENCE mandatory}|


{ ID id-E-RABs-Admitted-ToBeAdded-SgNBAddResList

CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeAdded-SgNBAddResList


PRESENCE mandatory}|


{ ID id-E-RABs-NotAdmitted-List





CRITICALITY ignore
TYPE E-RAB-List












PRESENCE optional}|


{ ID id-SgNBtoMeNBContainer






CRITICALITY reject
TYPE SgNBtoMeNBContainer









PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics








PRESENCE optional}|


{ ID id-GW-TransportLayerAddress





CRITICALITY ignore
TYPE TransportLayerAddress








PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension




CRITICALITY reject
TYPE UE-X2AP-ID-Extension








PRESENCE optional}|


{ ID id-Tunnel-Information-for-BBF




CRITICALITY ignore
TYPE TunnelInformation









PRESENCE optional}|


{ ID id-AdmittedMCGSplitSRBs






CRITICALITY reject
TYPE MCGSplitSRBs











PRESENCE optional}|


{ ID id-SgNBResourceCoordinationInformation


CRITICALITY ignore
TYPE SgNBResourceCoordinationInformation



PRESENCE optional},


...

}

E-RABs-Admitted-ToBeAdded-SgNBAddResList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-Admitted-ToBeAdded-SgNBAddRes-ItemIEs} }

E-RABs-Admitted-ToBeAdded-SgNBAddRes-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item
CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item 

PRESENCE mandatory}

}

E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBAddRes-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBAddRes-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPpresent ::= SEQUENCE {


s1-DL-GTPtunnelEndpoint




GTPtunnelEndpoint,


dL-S1-U-TunnelUnchanged




DL-S1-U-TunnelUnchanged




















OPTIONAL,

sgNB-UL-GTP-TEIDatPDCP




GTPtunnelEndpoint





















OPTIONAL,

-- This IE shall be present if MCG resource IE in the the EN-DC Resource Configuration IE is set to “present” --


rlc-Mode








RLCMode,

dL-Forwarding-GTPtunnelEndpoint


GTPtunnelEndpoint





















OPTIONAL,


uL-Forwarding-GTPtunnelEndpoint


GTPtunnelEndpoint





















OPTIONAL,


mCG-E-RAB-Level-QoS-Parameters


E-RAB-Level-QoS-Parameters



















OPTIONAL,

-- This IE shall be present if MCG resource and SCG resource IEs in the the EN-DC Resource Configuration IE are set to “present” --


uL-Configuration






ULConfiguration






















OPTIONAL,

-- This IE shall be present if MCG resource and SCG resources IEs in the the EN-DC Resource Configuration IE are set to “present” --


iE-Extensions






ProtocolExtensionContainer { {E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPpresentExtIEs} }


OPTIONAL,


...

}

E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPnotpresent ::= SEQUENCE {


sgNB-DL-GTP-TEIDatSCG


GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPnotpresentExtIEs} } 

OPTIONAL,


...

}

E-RABs-Admitted-ToBeAdded-SgNBAddRes-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- SGNB MODIFICATION REQUEST

--

-- **************************************************************

SgNBModificationRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ SgNBModificationRequest-IEs}},


...

}

SgNBModificationRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID





CRITICALITY reject
TYPE UE-X2AP-ID








PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID





CRITICALITY reject
TYPE SgNB-UE-X2AP-ID







PRESENCE mandatory}|


{ ID id-Cause







CRITICALITY ignore
TYPE Cause









PRESENCE mandatory}|


{ ID id-PDCPChangeIndication




CRITICALITY ignore
TYPE PDCPChangeIndication





PRESENCE optional}|


{ ID id-ServingPLMN






CRITICALITY ignore
TYPE PLMN-Identity







PRESENCE optional}|


{ ID id-HandoverRestrictionList



CRITICALITY ignore
TYPE HandoverRestrictionList





PRESENCE optional}|


{ ID
id-SCGConfigurationQuery




CRITICALITY ignore  TYPE SCGConfigurationQuery





PRESENCE optional}|


{ ID id-UE-ContextInformation-SgNBModReq

CRITICALITY reject
TYPE UE-ContextInformation-SgNBModReq

PRESENCE optional}|


{ ID id-MeNBtoSgNBContainer




CRITICALITY ignore
TYPE MeNBtoSgNBContainer






PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension


CRITICALITY reject
TYPE UE-X2AP-ID-Extension





PRESENCE optional}|


{ ID id-MeNBResourceCoordinationInformation
CRITICALITY ignore
TYPE MeNBResourceCoordinationInformation
PRESENCE optional},


...

}

UE-ContextInformation-SgNBModReq ::= SEQUENCE {


nRUE-SecurityCapabilities

NRUESecurityCapabilities















OPTIONAL,


sgNB-SecurityKey




SgNBSecurityKey 

















OPTIONAL,


sgNBUEAggregateMaximumBitRate
UEAggregateMaximumBitRate














OPTIONAL,


e-RABs-ToBeAdded




E-RABs-ToBeAdded-SgNBModReq-List













OPTIONAL,


e-RABs-ToBeModified



E-RABs-ToBeModified-SgNBModReq-List












OPTIONAL,


e-RABs-ToBeReleased



E-RABs-ToBeReleased-SgNBModReq-List












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UE-ContextInformationSgNBModReqExtIEs} }


OPTIONAL,


...

}

UE-ContextInformationSgNBModReqExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeAdded-SgNBModReq-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeAdded-SgNBModReq-ItemIEs} }

E-RABs-ToBeAdded-SgNBModReq-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeAdded-SgNBModReq-Item

CRITICALITY ignore
TYPE E-RABs-ToBeAdded-SgNBModReq-Item

PRESENCE mandatory},


...

}

E-RABs-ToBeAdded-SgNBModReq-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBModReq-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBModReq-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPpresent ::= SEQUENCE {


full-E-RAB-Level-QoS-Parameters


E-RAB-Level-QoS-Parameters,


max-MN-admit-E-RAB-Level-QoS-Parameters
E-RAB-Level-QoS-Parameters














OPTIONAL,

-- This IE shall be present if MCG resource and SCG resources IEs in the the EN-DC Resource Configuration IE are set to “present” --


dL-Forwarding






DL-Forwarding

















OPTIONAL,


meNB-DL-GTP-TEIDatMCG




GTPtunnelEndpoint
















OPTIONAL,

-- This IE shall be present if MCG resource IE in the the EN-DC Resource Configuration IE is set to “present” --


s1-UL-GTPtunnelEndpoint




GTPtunnelEndpoint,


dL-S1-U-GTPTEIDtobekept




GTPtunnelEndpoint
















OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPpresentExtIEs} }

OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPnotpresent ::= SEQUENCE {


requested-SCG-E-RAB-Level-QoS-Parameters

E-RAB-Level-QoS-Parameters,


meNB-UL-GTP-TEIDatPDCP





GTPtunnelEndpoint,


rlc-Mode









RLCMode,

uL-Configuration







ULConfiguration















OPTIONAL,

-- This IE shall be present if MCG resource and SCG resources IEs in the the EN-DC Resource Configuration IE are set to “present” --


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPnotpresentExtIEs} } 

OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBModReq-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReq-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeModified-SgNBModReq-ItemIEs} }

E-RABs-ToBeModified-SgNBModReq-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeModified-SgNBModReq-Item
CRITICALITY ignore
TYPE E-RABs-ToBeModified-SgNBModReq-Item

PRESENCE mandatory},


...

}

E-RABs-ToBeModified-SgNBModReq-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReq-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReq-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPpresent ::= SEQUENCE {


full-E-RAB-Level-QoS-Parameters


E-RAB-Level-QoS-Parameters

















OPTIONAL,


max-MN-admit-E-RAB-Level-QoS-Parameters
E-RAB-Level-QoS-Parameters

















OPTIONAL,


meNB-DL-GTP-TEIDatMCG




GTPtunnelEndpoint



















OPTIONAL,


s1-UL-GTPtunnelEndpoint




GTPtunnelEndpoint



















OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPpresentExtIEs} } 
OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPnotpresent ::= SEQUENCE {


requested-SCG-E-RAB-Level-QoS-Parameters

E-RAB-Level-QoS-Parameters


















OPTIONAL,


meNB-UL-GTP-TEIDatPDCP





GTPtunnelEndpoint




















OPTIONAL,


uL-Configuration







ULConfiguration





















OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPnotpresentExtIEs} } 
OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReq-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeReleased-SgNBModReq-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeReleased-SgNBModReq-ItemIEs} }

E-RABs-ToBeReleased-SgNBModReq-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeReleased-SgNBModReq-Item
CRITICALITY ignore
TYPE E-RABs-ToBeReleased-SgNBModReq-Item

PRESENCE mandatory},


...

}

E-RABs-ToBeReleased-SgNBModReq-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeReleased-SgNBModReq-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeReleased-SgNBModReq-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPpresent ::= SEQUENCE {


dL-GTPtunnelEndpoint


GTPtunnelEndpoint



















OPTIONAL,


uL-GTPtunnelEndpoint


GTPtunnelEndpoint



















OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPpresentExtIEs} } 
OPTIONAL,


...

}

E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPnotpresent ::= SEQUENCE {


dL-GTPtunnelEndpoint


GTPtunnelEndpoint




















OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPnotpresentExtIEs} } 
OPTIONAL,


...

}

E-RABs-ToBeReleased-SgNBModReq-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SGNB MODIFICATION REQUEST ACKNOWLEDGE

--

-- **************************************************************

SgNBModificationRequestAcknowledge ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{SgNBModificationRequestAcknowledge-IEs}},


...

}

SgNBModificationRequestAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID







CRITICALITY ignore
TYPE UE-X2AP-ID












PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID







CRITICALITY ignore
TYPE SgNB-UE-X2AP-ID











PRESENCE mandatory}|


{ ID id-E-RABs-Admitted-ToBeAdded-SgNBModAckList

CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeAdded-SgNBModAckList


PRESENCE optional}|


{ ID id-E-RABs-Admitted-ToBeModified-SgNBModAckList
CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeModified-SgNBModAckList

PRESENCE optional}|


{ ID id-E-RABs-Admitted-ToBeReleased-SgNBModAckList
CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeReleased-SgNBModAckList

PRESENCE optional}|


{ ID id-E-RABs-NotAdmitted-List





CRITICALITY ignore
TYPE E-RAB-List












PRESENCE optional}|


{ ID id-SgNBtoMeNBContainer






CRITICALITY ignore
TYPE SgNBtoMeNBContainer









PRESENCE optional}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics








PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension




CRITICALITY ignore
TYPE UE-X2AP-ID-Extension








PRESENCE optional}|


{ ID id-SgNBResourceCoordinationInformation


CRITICALITY ignore
TYPE SgNBResourceCoordinationInformation



PRESENCE optional},


...

}

E-RABs-Admitted-ToBeAdded-SgNBModAckList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-Admitted-ToBeAdded-SgNBModAck-ItemIEs} }

E-RABs-Admitted-ToBeAdded-SgNBModAck-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-Admitted-ToBeAdded-SgNBModAck-Item 
CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeAdded-SgNBModAck-Item

PRESENCE mandatory}

}

E-RABs-Admitted-ToBeAdded-SgNBModAck-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-ToBeAdded-SgNBModAck-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-Admitted-ToBeAdded-SgNBModAck-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPpresent ::= SEQUENCE {


s1-DL-GTPtunnelEndpoint




GTPtunnelEndpoint,


dL-S1-U-TunnelUnchanged




DL-S1-U-TunnelUnchanged



















OPTIONAL,

sgNB-UL-GTP-TEIDatPDCP




GTPtunnelEndpoint




















OPTIONAL,

-- This IE shall be present if MCG resource IE in the the EN-DC Resource Configuration IE are set to “present” --


rlc-Mode








RLCMode,


dL-Forwarding-GTPtunnelEndpoint


GTPtunnelEndpoint




















OPTIONAL,


uL-Forwarding-GTPtunnelEndpoint


GTPtunnelEndpoint




















OPTIONAL,


mCG-E-RAB-Level-QoS-Parameters


E-RAB-Level-QoS-Parameters


















OPTIONAL,

-- This IE shall be present if MCG resource and SCG resource IEs in the the EN-DC Resource Configuration IE are set to “present” --


uL-Configuration





ULConfiguration






















OPTIONAL,

-- This IE shall be present if MCG resource and SCG resources IEs in the the EN-DC Resource Configuration IE are set to “present” --


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPpresentExtIEs} }

OPTIONAL,


...

}

E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPnotpresent ::= SEQUENCE {


sgNB-DL-GTP-TEIDatSCG




GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPnotpresentExtIEs} } OPTIONAL,


...

}

E-RABs-Admitted-ToBeAdded-SgNBModAck-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeModified-SgNBModAckList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-Admitted-ToBeModified-SgNBModAck-ItemIEs} }

E-RABs-Admitted-ToBeModified-SgNBModAck-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-Admitted-ToBeModified-SgNBModAck-Item

CRITICALITY ignore
TYPE E-RABs-Admitted-ToBeModified-SgNBModAck-Item

PRESENCE mandatory}

}

E-RABs-Admitted-ToBeModified-SgNBModAck-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-SgNBModAck-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeAdded-SgNBModAck-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPpresent ::= SEQUENCE {


s1-DL-GTPtunnelEndpoint




GTPtunnelEndpoint





















OPTIONAL,


sgNB-UL-GTP-TEIDatPDCP




GTPtunnelEndpoint





















OPTIONAL,


mCG-E-RAB-Level-QoS-Parameters


E-RAB-Level-QoS-Parameters



















OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPpresentExtIEs} } 
OPTIONAL,


...

}

E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPnotpresent ::= SEQUENCE {


sgNB-DL-GTP-TEIDatSCG




GTPtunnelEndpoint























OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPnotpresentExtIEs} } 
OPTIONAL,


...

}

E-RABs-Admitted-ToBeModified-SgNBModAck-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeReleased-SgNBModAckList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-Admitted-ToBeReleased-SgNBModAck-ItemIEs} }

E-RABs-Admitted-ToBeReleased-SgNBModAck-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-Admitted-ToBeReleased-SgNBModAck-Item

CRITICALITY ignore
TYPE E-RABs-Admitted-ToReleased-SgNBModAck-Item

PRESENCE mandatory}

}

E-RABs-Admitted-ToReleased-SgNBModAck-Item ::= SEQUENCE {


e-RAB-ID






E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeReleased-SgNBModAck-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeReleased-SgNBModAck-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPpresent ::= SEQUENCE {


iE-Extensions



ProtocolExtensionContainer { {E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPpresentExtIEs} }

OPTIONAL,


...

}

E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPnotpresent ::= SEQUENCE {


iE-Extensions



ProtocolExtensionContainer { {E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPnotpresentExtIEs} } OPTIONAL,


...

}

E-RABs-Admitted-ToBeReleased-SgNBModAck-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************

--

-- SGNB MODIFICATION REQUIRED

--

-- **************************************************************

SgNBModificationRequired ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{{SgNBModificationRequired-IEs}},


...

}

SgNBModificationRequired-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID






CRITICALITY reject
TYPE UE-X2AP-ID









PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID






CRITICALITY reject
TYPE SgNB-UE-X2AP-ID








PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause










PRESENCE mandatory}|


{ ID id-PDCPChangeIndication





CRITICALITY ignore
TYPE PDCPChangeIndication






PRESENCE optional}|


{ ID id-E-RABs-ToBeReleased-SgNBModReqdList

CRITICALITY ignore
TYPE E-RABs-ToBeReleased-SgNBModReqdList

PRESENCE optional}|


{ ID id-SgNBtoMeNBContainer





CRITICALITY ignore
TYPE SgNBtoMeNBContainer







PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension



CRITICALITY reject
TYPE UE-X2AP-ID-Extension






PRESENCE optional}|


{ ID id-E-RABs-ToBeModified-SgNBModReqdList

CRITICALITY ignore
TYPE E-RABs-ToBeModified-SgNBModReqdList

PRESENCE optional}|


{ ID id-SgNBResourceCoordinationInformation

CRITICALITY ignore
TYPE SgNBResourceCoordinationInformation

PRESENCE optional},


...

}

E-RABs-ToBeReleased-SgNBModReqdList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeReleased-SgNBModReqd-ItemIEs} }

E-RABs-ToBeReleased-SgNBModReqd-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeReleased-SgNBModReqd-Item
 CRITICALITY ignore

TYPE E-RABs-ToBeReleased-SgNBModReqd-Item

PRESENCE mandatory },


...

}

E-RABs-ToBeReleased-SgNBModReqd-Item ::= SEQUENCE {


e-RAB-ID






E-RAB-ID,


cause






Cause,


dL-S1-U-GTPTEIDtobekept


GTPtunnelEndpoint




OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeReleased-SgNBModReqd-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-ToBeReleased-SgNBModReqd-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReqdList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {E-RABs-ToBeModified-SgNBModReqd-ItemIEs} }

E-RABs-ToBeModified-SgNBModReqd-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeModified-SgNBModReqd-Item
 CRITICALITY ignore

TYPE E-RABs-ToBeModified-SgNBModReqd-Item

PRESENCE mandatory },


...

}

E-RABs-ToBeModified-SgNBModReqd-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


en-DC-ResourceConfiguration


EN-DC-ResourceConfiguration,


resource-configuration



CHOICE {



sgNBPDCPpresent





E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresent,



sgNBPDCPnotpresent




E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresent,



...


},


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReqd-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReqd-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresent ::= SEQUENCE {


requested-MCG-E-RAB-Level-QoS-Parameters

E-RAB-Level-QoS-Parameters












OPTIONAL,


uL-Configuration







ULConfiguration















OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresentExtIEs} }

OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresent ::= SEQUENCE {


sgNB-DL-GTP-TEIDatSCG

GTPtunnelEndpoint



OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresentExtIEs} }

OPTIONAL,


...

}

E-RABs-ToBeModified-SgNBModReqd-Item-SgNBPDCPnotpresentExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- SGNB CHANGE REQUIRED

--

-- **************************************************************

SgNBChangeRequired ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{{SgNBChangeRequired-IEs}},


...

}

SgNBChangeRequired-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-UE-X2AP-ID





CRITICALITY ignore
TYPE UE-X2AP-ID





PRESENCE mandatory}|


{ ID id-SgNB-UE-X2AP-ID





CRITICALITY ignore
TYPE SgNB-UE-X2AP-ID




PRESENCE mandatory}|


{ ID id-Target-SgNB-ID





CRITICALITY ignore
TYPE GNB-ID






PRESENCE mandatory}|


{ ID id-Cause







CRITICALITY ignore
TYPE Cause






PRESENCE mandatory}|


{ ID id-SgNBtoMeNBContainer




CRITICALITY ignore
TYPE SgNBtoMeNBContainer



PRESENCE optional}|


{ ID id-MeNB-UE-X2AP-ID-Extension


CRITICALITY reject
TYPE UE-X2AP-ID-Extension


PRESENCE optional}|


{ ID id-E-RABs-SgNBChangeInfoList


CRITICALITY ignore
TYPE E-RABs-SgNBChangeInfoList
PRESENCE optional},


...

}

E-RABs-SgNBChangeInfoList ::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { { E-RABs-SgNBChangeInfo-ItemIEs} }

E-RABs-SgNBChangeInfo-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-SgNBChangeInfo-Item 
CRITICALITY ignore
TYPE E-RABs-SgNBChangeInfo-Item

PRESENCE mandatory}

}

E-RABs-SgNBChangeInfo-Item ::= SEQUENCE {


e-RAB-ID






E-RAB-ID,


dl-S1-U-TEID-to-be-kept


GTPtunnelEndpoint
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-SgNBChangeInfo-ItemExtIEs} }
OPTIONAL,


...

}

E-RABs-SgNBChangeInfo-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- D

DeactivationIndication::= ENUMERATED { 


deactivated,


...

}

DeliveryStatus ::= SEQUENCE {


highestSuccessDeliveredPDCPSN

INTEGER (0..4095),


iE-Extensions

ProtocolExtensionContainer { {DeliveryStatus-ExtIEs} } OPTIONAL,


...

}

DeliveryStatus-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

DL-ABS-status::= INTEGER (0..100)

DL-Forwarding ::= ENUMERATED {


dL-forwardingProposed,


...

}
DL-GBR-PRB-usage::= INTEGER (0..100)

DL-non-GBR-PRB-usage::= INTEGER (0..100)
DL-scheduling-PDCCH-CCE-usage::= INTEGER (0..100)

DL-S1-U-TunnelUnchanged ::= ENUMERATED {


tunnel-unchanged,


...

}
DL-Total-PRB-usage::= INTEGER (0..100)

DynamicDLTransmissionInformation ::= CHOICE {


naics-active


DynamicNAICSInformation,


naics-inactive


NULL,


...

}

DynamicNAICSInformation ::= SEQUENCE {


transmissionModes




BIT STRING (SIZE(8))











OPTIONAL,


pB-information





INTEGER(0..3)













OPTIONAL,


pA-list







SEQUENCE (SIZE(0..maxnoofPA)) OF PA-Values,


iE-Extensions





ProtocolExtensionContainer { {DynamicNAICSInformation-ExtIEs} } OPTIONAL,


...

}

DynamicNAICSInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- E

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34

id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-Number-of-Antennaports












ProtocolIE-ID ::= 41

id-CompositeAvailableCapacityGroup










ProtocolIE-ID ::= 42

id-ENB1-Cell-ID















ProtocolIE-ID ::= 43

id-ENB2-Cell-ID















ProtocolIE-ID ::= 44

id-ENB2-Proposed-Mobility-Parameters









ProtocolIE-ID ::= 45

id-ENB1-Mobility-Parameters












ProtocolIE-ID ::= 46

id-ENB2-Mobility-Parameters-Modification-Range







ProtocolIE-ID ::= 47

id-FailureCellPCI














ProtocolIE-ID ::= 48

id-Re-establishmentCellECGI












ProtocolIE-ID ::= 49

id-FailureCellCRNTI














ProtocolIE-ID ::= 50

id-ShortMAC-I















ProtocolIE-ID ::= 51

id-SourceCellECGI














ProtocolIE-ID ::= 52

id-FailureCellECGI














ProtocolIE-ID ::= 53

id-HandoverReportType













ProtocolIE-ID ::= 54

id-PRACH-Configuration













ProtocolIE-ID ::= 55
id-MBSFN-Subframe-Info













ProtocolIE-ID ::= 56

id-ServedCellsToActivate












ProtocolIE-ID ::= 57

id-ActivatedCellList













ProtocolIE-ID ::= 58

id-DeactivationIndication












ProtocolIE-ID ::= 59

id-UE-RLF-Report-Container












ProtocolIE-ID ::= 60

id-ABSInformation














ProtocolIE-ID ::= 61

id-InvokeIndication














ProtocolIE-ID ::= 62

id-ABS-Status















ProtocolIE-ID ::= 63

id-PartialSuccessIndicator












ProtocolIE-ID ::= 64

id-MeasurementInitiationResult-List










ProtocolIE-ID ::= 65

id-MeasurementInitiationResult-Item










ProtocolIE-ID ::= 66

id-MeasurementFailureCause-Item











ProtocolIE-ID ::= 67

id-CompleteFailureCauseInformation-List









ProtocolIE-ID ::= 68

id-CompleteFailureCauseInformation-Item









ProtocolIE-ID ::= 69

id-CSG-Id
















ProtocolIE-ID ::= 70

id-CSGMembershipStatus













ProtocolIE-ID ::= 71

id-MDTConfiguration














ProtocolIE-ID ::= 72

id-ManagementBasedMDTallowed











ProtocolIE-ID ::= 74

id-RRCConnSetupIndicator












ProtocolIE-ID ::= 75

id-NeighbourTAC















ProtocolIE-ID ::= 76

id-Time-UE-StayedInCell-EnhancedGranularity








ProtocolIE-ID ::= 77

id-RRCConnReestabIndicator












ProtocolIE-ID ::= 78

id-MBMS-Service-Area-List












ProtocolIE-ID ::= 79

id-HO-cause
















ProtocolIE-ID ::= 80

id-TargetCellInUTRAN













ProtocolIE-ID ::= 81

id-MobilityInformation













ProtocolIE-ID ::= 82

id-SourceCellCRNTI














ProtocolIE-ID ::= 83

id-MultibandInfoList













ProtocolIE-ID ::= 84

id-M3Configuration














ProtocolIE-ID ::= 85

id-M4Configuration














ProtocolIE-ID ::= 86

id-M5Configuration














ProtocolIE-ID ::= 87

id-MDT-Location-Info













ProtocolIE-ID ::= 88

id-ManagementBasedMDTPLMNList











ProtocolIE-ID ::= 89

id-SignallingBasedMDTPLMNList











ProtocolIE-ID ::= 90

id-ReceiveStatusOfULPDCPSDUsExtended









ProtocolIE-ID ::= 91

id-ULCOUNTValueExtended













ProtocolIE-ID ::= 92

id-DLCOUNTValueExtended













ProtocolIE-ID ::= 93

id-eARFCNExtension














ProtocolIE-ID ::= 94

id-UL-EARFCNExtension













ProtocolIE-ID ::= 95

id-DL-EARFCNExtension













ProtocolIE-ID ::= 96

id-AdditionalSpecialSubframe-Info










ProtocolIE-ID ::= 97

id-Masked-IMEISV














ProtocolIE-ID ::= 98

id-IntendedULDLConfiguration











ProtocolIE-ID ::= 99

id-ExtendedULInterferenceOverloadInfo









ProtocolIE-ID ::= 100

id-RNL-Header















ProtocolIE-ID ::= 101

id-x2APMessage















ProtocolIE-ID ::= 102

id-ProSeAuthorized














ProtocolIE-ID ::= 103

id-ExpectedUEBehaviour













ProtocolIE-ID ::= 104

id-UE-HistoryInformationFromTheUE










ProtocolIE-ID ::= 105

id-DynamicDLTransmissionInformation










ProtocolIE-ID ::= 106

id-UE-RLF-Report-Container-for-extended-bands







ProtocolIE-ID ::= 107

id-CoMPInformation














ProtocolIE-ID ::= 108

id-ReportingPeriodicityRSRPMR











ProtocolIE-ID ::= 109

id-RSRPMRList















ProtocolIE-ID ::= 110

id-MeNB-UE-X2AP-ID














ProtocolIE-ID ::= 111

id-SeNB-UE-X2AP-ID














ProtocolIE-ID ::= 112

id-UE-SecurityCapabilities












ProtocolIE-ID ::= 113

id-SeNBSecurityKey














ProtocolIE-ID ::= 114

id-SeNBUEAggregateMaximumBitRate










ProtocolIE-ID ::= 115

id-ServingPLMN















ProtocolIE-ID ::= 116

id-E-RABs-ToBeAdded-List












ProtocolIE-ID ::= 117

id-E-RABs-ToBeAdded-Item












ProtocolIE-ID ::= 118

id-MeNBtoSeNBContainer













ProtocolIE-ID ::= 119

id-E-RABs-Admitted-ToBeAdded-List










ProtocolIE-ID ::= 120

id-E-RABs-Admitted-ToBeAdded-Item










ProtocolIE-ID ::= 121

id-SeNBtoMeNBContainer













ProtocolIE-ID ::= 122

id-ResponseInformationSeNBReconfComp









ProtocolIE-ID ::= 123

id-UE-ContextInformationSeNBModReq










ProtocolIE-ID ::= 124

id-E-RABs-ToBeAdded-ModReqItem











ProtocolIE-ID ::= 125

id-E-RABs-ToBeModified-ModReqItem










ProtocolIE-ID ::= 126

id-E-RABs-ToBeReleased-ModReqItem










ProtocolIE-ID ::= 127

id-E-RABs-Admitted-ToBeAdded-ModAckList









ProtocolIE-ID ::= 128

id-E-RABs-Admitted-ToBeModified-ModAckList








ProtocolIE-ID ::= 129

id-E-RABs-Admitted-ToBeReleased-ModAckList








ProtocolIE-ID ::= 130

id-E-RABs-Admitted-ToBeAdded-ModAckItem









ProtocolIE-ID ::= 131

id-E-RABs-Admitted-ToBeModified-ModAckItem








ProtocolIE-ID ::= 132

id-E-RABs-Admitted-ToBeReleased-ModAckItem








ProtocolIE-ID ::= 133

id-E-RABs-ToBeReleased-ModReqd











ProtocolIE-ID ::= 134

id-E-RABs-ToBeReleased-ModReqdItem










ProtocolIE-ID ::= 135

id-SCGChangeIndication













ProtocolIE-ID ::= 136

id-E-RABs-ToBeReleased-List-RelReq










ProtocolIE-ID ::= 137

id-E-RABs-ToBeReleased-RelReqItem










ProtocolIE-ID ::= 138

id-E-RABs-ToBeReleased-List-RelConf










ProtocolIE-ID ::= 139

id-E-RABs-ToBeReleased-RelConfItem










ProtocolIE-ID ::= 140

id-E-RABs-SubjectToCounterCheck-List









ProtocolIE-ID ::= 141

id-E-RABs-SubjectToCounterCheckItem










ProtocolIE-ID ::= 142

id-CoverageModificationList












ProtocolIE-ID ::= 143

id-ReportingPeriodicityCSIR












ProtocolIE-ID ::= 145

id-CSIReportList














ProtocolIE-ID ::= 146

id-UEID

















ProtocolIE-ID ::= 147

id-enhancedRNTP















ProtocolIE-ID ::= 148

id-ProSeUEtoNetworkRelaying












ProtocolIE-ID ::= 149

id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18








ProtocolIE-ID ::= 150

id-ULCOUNTValuePDCP-SNlength18











ProtocolIE-ID ::= 151

id-DLCOUNTValuePDCP-SNlength18











ProtocolIE-ID ::= 152

id-UE-ContextReferenceAtSeNB











ProtocolIE-ID ::= 153

id-UE-ContextKeptIndicator












ProtocolIE-ID ::= 154

id-New-eNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 155

id-Old-eNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 156

id-MeNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 157

id-SeNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 158

id-LHN-ID
















ProtocolIE-ID ::= 159

id-FreqBandIndicatorPriority











ProtocolIE-ID ::= 160

id-M6Configuration














ProtocolIE-ID ::= 161

id-M7Configuration














ProtocolIE-ID ::= 162
id-Tunnel-Information-for-BBF











ProtocolIE-ID ::= 163

id-SIPTO-BearerDeactivationIndication









ProtocolIE-ID ::= 164

id-GW-TransportLayerAddress












ProtocolIE-ID ::= 165

id-Correlation-ID














ProtocolIE-ID ::= 166

id-SIPTO-Correlation-ID













ProtocolIE-ID ::= 167

id-SIPTO-L-GW-TransportLayerAddress










ProtocolIE-ID ::= 168

id-X2RemovalThreshold













ProtocolIE-ID ::= 169

id-CellReportingIndicator












ProtocolIE-ID ::= 170

id-BearerType















ProtocolIE-ID ::= 171

id-resumeID
















ProtocolIE-ID ::= 172

id-UE-ContextInformationRetrieve










ProtocolIE-ID ::= 173

id-E-RABs-ToBeSetupRetrieve-Item










ProtocolIE-ID ::= 174

id-NewEUTRANCellIdentifier












ProtocolIE-ID ::= 175

id-V2XServicesAuthorized












ProtocolIE-ID ::= 176

id-OffsetOfNbiotChannelNumberToDL-EARFCN








ProtocolIE-ID ::= 177

id-OffsetOfNbiotChannelNumberToUL-EARFCN








ProtocolIE-ID ::= 178
id-AdditionalSpecialSubframeExtension-Info








ProtocolIE-ID ::= 179

id-BandwidthReducedSI













ProtocolIE-ID ::= 180

id-MakeBeforeBreakIndicator












ProtocolIE-ID ::= 181

id-UE-ContextReferenceAtWT












ProtocolIE-ID ::= 182

id-WT-UE-ContextKeptIndicator











ProtocolIE-ID ::= 183

id-UESidelinkAggregateMaximumBitRate









ProtocolIE-ID ::= 184

id-uL-GTPtunnelEndpoint













ProtocolIE-ID ::= 185

id-DL-scheduling-PDCCH-CCE-usage










ProtocolIE-ID ::= 193

id-UL-scheduling-PDCCH-CCE-usage










ProtocolIE-ID ::= 194

id-UEAppLayerMeasConfig













ProtocolIE-ID ::= 195
id-extended-e-RAB-MaximumBitrateDL










ProtocolIE-ID ::= 196

id-extended-e-RAB-MaximumBitrateUL










ProtocolIE-ID ::= 197

id-extended-e-RAB-GuaranteedBitrateDL









ProtocolIE-ID ::= 198

id-extended-e-RAB-GuaranteedBitrateUL









ProtocolIE-ID ::= 199

id-extended-uEaggregateMaximumBitRateDownlink







ProtocolIE-ID ::= 200

id-extended-uEaggregateMaximumBitRateUplink








ProtocolIE-ID ::= 201

id-NRrestriction















ProtocolIE-ID ::= 202

id-SgNBSecurityKey














ProtocolIE-ID ::= 203

id-SgNBUEAggregateMaximumBitRate











ProtocolIE-ID ::= 204

id-E-RABs-ToBeAdded-SgNBAddReqList










ProtocolIE-ID ::= 205

id-MeNBtoSgNBContainer













ProtocolIE-ID ::= 206

id-SgNB-UE-X2AP-ID














ProtocolIE-ID ::= 207

id-RequestedMCGSplitSRBs













ProtocolIE-ID ::= 208

id-E-RABs-ToBeAdded-SgNBAddReq-Item










ProtocolIE-ID ::= 209

id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAckList







ProtocolIE-ID ::= 210

id-SgNBtoMeNBContainer













ProtocolIE-ID ::= 211 

id-AdmittedMCGSplitSRBs













ProtocolIE-ID ::= 212 

id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAck-Item







ProtocolIE-ID ::= 213 

id-ResponseInformationSgNBReconfComp










ProtocolIE-ID ::= 214 

id-UE-ContextInformation-SgNBModReq
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id-E-RABs-ToBeAdded-SgNBModReq-Item
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id-E-RABs-Admitted-ToBeModified-SgNBModAckList
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id-E-RABs-Admitted-ToBeReleased-SgNBModAckList







ProtocolIE-ID ::= 221 

id-E-RABs-Admitted-ToBeAdded-SgNBModAck-Item








ProtocolIE-ID ::= 222 

id-E-RABs-Admitted-ToBeModified-SgNBModAck-Item







ProtocolIE-ID ::= 223 

id-E-RABs-Admitted-ToBeReleased-SgNBModAck-Item







ProtocolIE-ID ::= 224 

id-E-RABs-ToBeReleased-SgNBModReqdList









ProtocolIE-ID ::= 225 

id-E-RABs-ToBeModified-SgNBModReqdList









ProtocolIE-ID ::= 226 

id-E-RABs-ToBeReleased-SgNBModReqd-Item









ProtocolIE-ID ::= 227

id-E-RABs-ToBeModified-SgNBModReqd-Item
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id-E-RABs-ToBeReleased-SgNBChaConfList
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id-E-RABs-ToBeReleased-SgNBChaConf-Item
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id-E-RABs-ToBeReleased-SgNBRelReqList
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id-E-RABs-ToBeReleased-SgNBRelReq-Item
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id-E-RABs-ToBeReleased-SgNBRelConfList
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id-E-RABs-ToBeReleased-SgNBRelConf-Item









ProtocolIE-ID ::= 234 

id-E-RABs-SubjectToSgNBCounterCheck-List









ProtocolIE-ID ::= 235 

id-E-RABs-SubjectToSgNBCounterCheck-Item









ProtocolIE-ID ::= 236 

id-RRCContainer















ProtocolIE-ID ::= 237 

id-SRBType
















ProtocolIE-ID ::= 238 

id-Target-SgNB-ID














ProtocolIE-ID ::= 239

id-HandoverRestrictionList












ProtocolIE-ID ::= 240

id-SCGConfigurationQuery













ProtocolIE-ID ::= 241

id-MCGSplitSRB















ProtocolIE-ID ::= 242

id-UENRMeasurement
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id-InitiatingNodeType-EndcX2Setup
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id-InitiatingNodeType-EndcConfigUpdate
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id-RespondingNodeType-EndcX2Setup
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id-RespondingNodeType-EndcConfigUpdate
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id-NRUESecurityCapabilities
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id-PDCPChangeIndication
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id-ServedEUTRAcellsENDCX2ManagementList
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id-CellAssistanceInformation
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id-Globalen-gNB-ID
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id-ServedNRcellsENDCX2ManagementList
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id-UE-ContextReferenceAtSgNB
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id-SecondaryRATUsageReport
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id-ActivationID















ProtocolIE-ID ::= 256

id-MeNBResourceCoordinationInformation
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id-SgNBResourceCoordinationInformation









ProtocolIE-ID ::= 258

id-ServedEUTRAcellsToModifyListENDCConfUpd








ProtocolIE-ID ::= 259

id-ServedEUTRAcellsToDeleteListENDCConfUpd








ProtocolIE-ID ::= 260

id-ServedNRcellsToModifyListENDCConfUpd
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id-ServedNRcellsToDeleteListENDCConfUpd
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id-E-RABUsageReport-Item
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id-Old-SgNB-UE-X2AP-ID
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id-SecondaryRATUsageReportList
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id-ServedNRCellsToActivate
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id-SelectedPLMN
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END
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