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1
Introduction

This TP proses to include the RANAC IE into the served cell information IEs.
The TP only shows changes for the Served Cell Information NR IE and would need to go into the Served Cell Information E-UTRA IE as well, once defined.
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.2.13
Served Cell Information NR
This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID

	Cell ID
	M
	
	<reference>
	

	TAC
	M
	
	9.2.2.17
	Tracking Area Code

	RANAC
	O
	
	9.2.2.x
	RAN Area Code

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs

	>PLMN Identity
	M
	
	9.2.2.25
	

	CHOICE NR-Mode-Info
	M
	
	
	

	>FDD
	
	
	
	

	>>FDD Info
	
	1
	
	

	>>>UL NR Frequency Info
	M
	
	NR Frequency Info

9.2.2.15
	

	>>>DL NR Frequency Info
	M
	
	NR Frequency Info

9.2.2.15
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.16
	

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.16
	

	>TDD
	
	
	
	

	>>TDD Info
	
	1
	
	

	>>>Frequency Info
	M
	
	NR Frequency Info

9.2.2.15
	

	>>>Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.16
	

	SUL Information 
	O
	
	9.2.2.14
	


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. Value is FFS.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.2.x
RAN Area Code
This IE defines the RAN Area Code

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RANAC
	M
	
	INTEGER (0..FFS)
	


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
