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1
Introduction

Something.
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.2.4
Retrieve UE Context

8.2.4.1
General

Editor’s Note:
The content of this chapter is FFS
The purpose of the Retrieve UE Context procedure is to retrieve the UE context from the NG-RAN node where the UE has been sent to RRC_INACTIVE (old NG-RAN node) and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established from RRC_INACTIVE (new NG-RAN node).

The procedure uses UE-associated signalling.

Editor’s Note:
Details are FFS.

8.2.4.2
Successful Operation

Editor’s Note:
The content of this chapter is FFS
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation

The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node. 

If the old NG-RAN node is able to identify the UE context by means of the I-RNTI, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.
If the Location Reporting Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, then the newt NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
Editor’s Note:
Details are FFS.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.1.9
RETRIEVE UE CONTEXT RESPONSE
This message is sent by the old NG-RAN to transfer the UE context to the new NG-RAN.

Direction: old NG-RAN ( new NG-RAN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.21
	
	YES
	ignore

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.2.33
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.2.33
	Allocated at the old NG-RAN node
	YES
	ignore

	GUAMI
	M
	
	9.2.2.39
	
	YES
	reject

	UE Context Information
	M
	
	9.2.1.14
	
	YES
	reject

	Trace Activation
	O
	
	9.2.2.45
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.2.41
	
	YES
	ignore

	Location Reporting Information
	O
	
	9.2.2.48
	Includes the necessary parameters for location reporting.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2.32
	
	YES
	ignore


Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS. 

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.2.48

Location Reporting Information

This information element indicates how the location information should be reported.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Event Type
	M
	
	ENUMERATED (report upon change of servingce cell, report UE moving presence into or out of the Area of Interest, …)
	

	Report Area
	M
	
	ENUMERATED (Cell, …)
	

	Area Of Interest 
	O
	
	9.2.2.49
	


9.2.2.49
Area of Interest
This IE indicates the area of interest.

Editor note:
The need of this IE and the definition are FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	List of Area Of Interest
	
	1..

<maxnoofAOIs>
	
	

	
	
	

	
	

	>List of TAIs
	
	0..1
	
	

	>>TAI List Item
	
	1..< maxnoofTAIsinAoI >
	
	

	>>>PLMN
	M
	
	9.2.2.25
	

	>>>TAC
	M
	
	9.2.2.17
	

	>List of Cells
	
	0..1
	
	Editor’s Note: This needs to be clarified with SA2

	>>Cell List Item
	
	1..<maxnoofcellsinAoI>
	
	

	>>>PLMN
	M
	
	9.2.2.25
	

	>>>NG-RAN Cell Identity
	M
	
	9.2.2.42
	


	Range bound
	Explanation

	maxnoofAoIs
	Maximum no. of areas of interest. Value is 64 [FFS].

	maxnoofTAIsinAoI
	Maximum no. of tracking areas in an area of interest. Value is 16 [FFS].

	maxnoofcellsinAoI
	Maximum no. of cells in an Area of Interest. Value is 256. [FFS]


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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