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Beginning of Text Proposal1 to TS 38.425

5.5.2.2
DL DATA DELIVERY STATUS (PDU Type 1)

This frame format is defined to transfer feedback to allow the receiving node (i.e. the node that hosts the NR PDCP entity) to control the downlink user data flow via the sending node (i.e. the corresponding node).
The following shows the respective DL DATA DELIVERY STATUS frame. The Figure shows an example of how a frame is structured when all optional IEs (i.e. those whose presence is indicated by an associated flag) are present.
Absence of such an IE changes the position of all subsequent IEs on octet level.
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=1)
	Highest Transmitted NR PDCP SN Ind 
	Highest Delivered NR PDCP SN Ind
	Final Frame Ind.
	Lost Packet Report
	1

	Spare
	Highest Retransmitted NR PDCP SN Ind
	Highest Delivered Retransmitted NR PDCP SN Ind
	Cause Report
	1

	Desired buffer size for the data radio bearer
	4

	Minimum desired buffer size for the UE
	4

	Number of lost NR-U Sequence Number ranges reported
	0 or 1

	Start of lost NR-U Sequence Number range
	0 or (6* Number of reported lost NR-U SN ranges)

	End of lost NR-U Sequence Number range
	

	Highest successfully delivered NR PDCP Sequence Number
	0 or 3

	Highest transmitted NR PDCP Sequence Number
	0 or 3

	Cause Value
	0 or 1

	Highest successfully delivered retransmitted NR PDCP Sequence Number
	0 or 3

	Highest retransmitted NR PDCP Sequence Number
	0 or 3

	Padding
	0-3



Figure 5.5.2.2-1: DL DATA DELIVERY STATUS (PDU Type 1) Format

End of Text Proposal1 to TS 38.425
