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1. Introduction
LTE-NR in-device coexistence is a key issue to resolve for MR-DC. In last 3GPP Reno meeting, RAN2/RAN3 agreed basic TDM/FDM solution for coordination between a MeNB cell and a SgNB cell in R3-174947. 
However, MN/SN may not know there is coexistence interference for this UE because MN may not know the serving cells of SCG and SN may not know serving cells of MCG.

This paper proposes to resolve this issue by making MN/SN mutually serving cell aware.
2.  Discussion 
In X2/Xn setup, MN/SN exchanges the cell list and frequency information of each cell.  This is non-UE related signaling. In EN-DC establishment/modification, MN tells candidate SCG cell list to SN, but MN may not know the exact decision of SN. Also SN doesn’t know the MCG cell list of MN. 
Observation 1: MN doesn’t exactly know the SCG cell list. SN doesn’t know the MCG cell list.
Intermodulation and harmonic issues are discovered by MN/SN by frequency combinations. The frequency combination information is derived from the serving cells of the UE. So, for LTE-NR coordination for RF coexistence, MN and SN need to know exactly which SCells are configured for the UE.
Observation 2: For LTE-NR coordination for RF coexistence, MN and SN need to know exactly which SCells are configured for the UE. 
There are two options to provide the serving cell list information to MN/SN:
· Option 1: in RRC container

· Option 2: in X2AP/XnAP.

When SRB3 is configured, NR RRC may not be sent to MeNB. So, it is not easy for MeNB reliably know the SCG cell list. X2AP/XnAP based way is more reliable and RAN3 can decide by ourselves.

In RAN3#99bis meeting F1 discussion, “The information that is required for the gNB-CU and the gNB-DU to interoperate over the F1 interface should be signalled explicitly over the F1AP” proposed in R3-182259(“RRC container over F1AP”, Ericsson)) got wide support. Following the same logic, X2 should allow not to decode RRC container for resource coordination.

Proposal 1: Introduce serving cell list in:

· SN Addition Request/Response

· SN Modification Request/Response

· SN Change Required/Confirm.
3. Conclusion

Based on above analysis, we have following proposals.

Observation 1: MN doesn’t exactly know the SCG cell list. SN doesn’t know the MCG cell list.
Observation 2: For LTE-NR coordination for RF coexistence, MN and SN need to know exactly which SCells are configured for the UE. 

Proposal 1: Introduce serving cell list in:

· SN Addition Request/Response

· SN Modification Request/Response

· SN Change Required/Confirm.

Example TP is attached in appendix.
4. Text Proposal to 36.423 vf.1.0

---------------------------Start TP---------------------------------

9.1.4.1
SGNB ADDITION REQUEST

This message is sent by the MeNB to the en-gNB to request the preparation of resources for EN-DC operation for a specific UE
Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	NR UE Security Capabilities
	M
	
	9.2.107
	
	YES
	reject

	SgNB Security Key
	M
	
	9.2.101
	The S-KgNB which is provided by the MeNB, see TS 33.401 [18].
	YES
	reject

	SgNB UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate 

9.2.12
	The UE Aggregate Maximum Bit Rate is split into MeNB UE Aggregate Maximum Bit Rate and SgNB UE Aggregate Maximum Bit Rate which are enforced by MeNB and en-gNB respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	E-RABs To Be Added List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes the E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>MeNB DL GTP TEID at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>MeNB UL GTP TEID at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	MeNB to SgNB Container
	M
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	SgNB UE X2AP ID
	O
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.70
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	reject

	Requested MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for MCG Split SRB are requested.
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	E-UTRA Cell List
	
	
	0..< maxnoofCCforCA>
	E-UTRA Cell list contains list of E-UTRA cell ID configured to the UE.
	
	

	>EUTRA Cell ID
	M
	
	ECGI

9.2.14
	
	
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256.


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in  Full E-RAB Level QoS Parameters IE.


9.1.4.2
SGNB ADDITION REQUEST ACKNOWLEDGE

This message is sent by the en-gNB to confirm the MeNB about the SgNB addition preparation.
Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	E-RABs Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP TEID at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP TEID at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP TEID at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	–

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	M
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS 38.331[31].
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	Admitted MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore

	NR Cell List
	
	
	0..< maxnoofCCforCA>
	NR Cell list contains list of NR CGI configured to the UE.
	
	

	>NRl CGI
	M
	
	NR CGI
9.2.111
	
	
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".


---------------------------Start of next change ---------------------------------
9.1.4.5
SGNB MODIFICATION REQUEST

This message is sent by the MeNB to the en-gNB to request the preparation to modify en-gNB resources for a specific UE, to query for the current SCG configuration, or to provide the S-RLF-related information to the en-gNB.

Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	SCG Configuration Query 
	O
	
	9.2.103
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>NR UE Security Capabilities
	O
	
	9.2.107
	
	–
	

	>SgNB Security Key
	O
	
	9.2.101
	
	–
	

	>SgNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.12
	
	–
	

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	–
	

	>>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>>MeNB DL GTP TEID at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes necessary E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP TEID at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	M
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Full E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters to be modified as received on S1-MME
	–
	

	>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 

9.2.9
	Includes the E-RAB Level QoS parameters admittable by the MCG
	–
	

	>>>>MeNB GTP TEID at MCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP TEID at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	–

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	E-UTRA Cell List
	
	
	0..< maxnoofCCforCA>
	E-UTRA Cell list contains list of E-UTRA cell ID configured to the UE.
	
	

	>EUTRA Cell ID
	M
	
	ECGI

9.2.14
	
	
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in  Full E-RAB Level QoS Parameters IE.


9.1.4.6
SGNB MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the en-gNB to confirm the MeNB’s request to modify the en-gNB resources for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	E-RABs Admitted List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added List
	
	1
	
	
	–
	

	>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>S1 DL GTP TEID at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>>SgNB UL GTP TEID at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode

9.2.119
	Indicates the RLC mode.
	–
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	–

	>E-RABs Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs Admitted To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>S1 DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP TEID at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters 
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	–

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>E-RABs Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs Admitted To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	Note: no further information contained in the IE container
	
	

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR SCG-Confi message as defined in TS 38.331 [31].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	ignore

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore

	NR Cell List
	
	
	0..< maxnoofCCforCA>
	NR Cell list contains list of NR CGI configured to the UE.
	
	

	>NRl CGI
	M
	
	NR CGI
9.2.111
	
	
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".


---------------------------Start of next change ---------------------------------
9.1.4.8
SGNB MODIFICATION REQUIRED

This message is sent by the en-gNB to the MeNB to request the modification of en-gNB resources for a specific UE.

Direction: en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.109
	
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>Cause
	M
	
	9.2.6
	
	–
	

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR SCG-Config message as defined in TS 38.331 [31].
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	E-RABs To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL configuration
	O
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	–

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>SgNB DL GTP TEID at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between the en-gNB and the MeNB.
	YES
	ignore

	NR Cell List
	
	
	0..< maxnoofCCforCA>
	NR Cell list contains list of NR CGI configured to the UE.
	
	

	>NRl CGI
	M
	
	NR CGI
9.2.111
	
	
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


9.1.4.9
SGNB MODIFICATION CONFIRM

This message is sent by the MeNB to inform the en-gNB about the successful modification.

Direction: MeNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	MeNB to SgNB Container 
	O
	
	OCTET STRING
	Includes the NR RRCReconfigurationComplete message as defined in TS 38.331 [31].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	ignore

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between the MeNB and the en-gNB.
	YES
	ignore

	E-UTRA Cell List
	
	
	0..< maxnoofCCforCA>
	E-UTRA Cell list contains list of E-UTRA cell ID configured to the UE.
	
	

	>EUTRA Cell ID
	M
	
	ECGI

9.2.14
	
	
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256
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