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Discussion and Decision
1. Introduction
In RAN3#99bis the Partial Reset CR was agreed (R3-182484 36.423 CR1065r3). 
Both the MeNB UE X2AP ID and SgNB UE X2AP ID are mandatory present, this may prevent to use this Partial Reset procedure for a case that when only MeNB UE X2AP ID is available.
2. Discussion

There should be a case that when only MeNB UE X2AP ID is available in MeNB while SgNB UE X2AP ID is not available. For example MeNB establish EN-DC for a number of UEs by sending SgNB Addition Request message, but before any response from the SgNB, there is an unexpected happening e.g. receiving partial reset from S1 or any failure that cause the MeNB unable to continue (to wait for response). Such situation may become higher possibility specially when the en-gNB has CU-DU split (and CP-UP split). 
Therefore, the list of “UEs to be Reset List” should consider the case that both MeNB UE X2AP ID/SgNB UE X2AP ID are included and also the case that only MeNB UE X2AP ID is included. 
(In S1 this is also considered therefore both the MME UE S1AP ID IE and eNB UE S1AP ID IE are optional in the Reset message (for partial reset).)
Therefore in order to allow to use Partial Reset procedure for such situation when only MeNB UE X2AP ID is available, it is proposed that:

Proposal: To update the agreed CR by changing the presence SgNB UE X2AP ID to optional in both PARTIAL RESET REQUIRED message and PARTIAL RESET CONFIRM message.

Note that in X2 EN-DC it is only the MeNB initiate the initial UE procedure towards the SgNB, therefore the MeNB UE X2AP ID IE shall be mandatory in the Partial Reset procedure.
3. Conclusion and Proposal
In order to allow to use Partial Reset procedure for a situation when only MeNB UE X2AP ID is available, it is proposed that:

Proposal: To update the agreed CR by changing the presence SgNB UE X2AP ID to optional in both PARTIAL RESET REQUIRED message and PARTIAL RESET CONFIRM message.
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