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Introduction
At the last meeting, it was agreed to introduce the MeasConfig IE in the direction from gNB-CU to gNB-DU. The MeasConfig IE contains a list of frequencies for which the gNB-CU requests the gNB-DU to generate gaps. An LS was sent to RAN2 for confirmation. Even if RAN2 did not confirm the validity of the solution yet, since this is the last meeting before functional freeze, we suggest removing the FFS in TS 38.473. If RAN2 identifies issues with the solution, then the necessary corrections can be applied later. Note that eventual corrections will not require non-backward compatible changes.
Proposal 1:	Remove the FFS related to measurement configuration.    
Proposal 2:	RAN3 is kindly asked to agree with the TP in Annex I.   
Annex I: TP for SA BL CR for TS 38.473

[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Requested Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc511231740]9.3.1.25	CU to DU RRC Information
This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CG-ConfigInfo
	O
	
	OCTET STRING
	CG-ConfigInfo, as defined in TS 38.331 [8].

	[bookmark: _Hlk507487182]UE-CapabilityRAT-ContainerList
	O
	
	OCTET STRING
	UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].

	MeasConfig 
	O
	
	OCTET STRING
	MeasConfig, as defined in TS 38.331 (without MeasGapConfig). 
For EN-DC operation, includes the list of FR2 frequencies for which the gNB-CU requests the gNB-DU to generate gaps. 

The text above is FFS pending RAN2 confirmation.



[bookmark: _Toc511231741]9.3.1.26	DU to CU RRC Information
This IE contains the RRC Information that are sent from the gNB-DU to the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CellGroupConfig
	M
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [8].

	MeasGapConfig
	O
	
	OCTET STRING
	MeasGapConfig as defined in TS 38.331 [8].
For EN-DC operation, includes the gap for FR2, as requested by the gNB-CU via MeasConfig IE. 

The text above is FFS pending RAN2 confirmation.



<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
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