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9.2.6.7
AMF CONFIGURATION UPDATE

This message is sent by the AMF to transfer updated information for an NG-C interface instance.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	O
	
	9.3.3.22
	
	YES
	reject

	Served GUAMI List
	
	0..1
	
	
	GLOBAL
	reject

	>Served GUAMI Item IEs
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name

9.3.3.22
	
	-
	

	Relative AMF Capacity
	O
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	0..1
	
	
	GLOBAL
	reject

	>PLMN Support Item IEs
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN
	-
	

	AMF TNL Association to Add List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	AMF Transport Layer information used to set up the new TNL association.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both.
	-
	

	>>TNL Association Weight Factor
	M
	
	INTEGER (0..255)
	Value 0 indicates the TNL association is not permitted for the initial NGAP message. If the value for each TNL association is the same, it indicates the deployments that rely solely on 5GC-based load balancing.
	-
	

	AMF TNL Association to Remove List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Remove Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be removed.
	-
	

	AMF TNL Association to Update List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be updated.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both.
	-
	

	>>TNL Association Weight Factor
	O
	
	INTEGER (0..255)
	Value 0 indicates the TNL association is not permitted for the initial NGAP message. If the value for each TNL association is the same, it indicates the deployments that rely solely on 5GC-based load balancing.
	-
	


	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is FFS.

	maxnoofPLMNs
	FFS

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 16.


9.2.6.8
AMF CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by the NG-RAN node to acknowledge the AMF transfer of updated information for an NG-C interface instance.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF TNL Association Setup List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Assocation Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	Previously received AMF Transport Layer information for the TNL association.
	-
	

	AMF TNL Association Failed to Setup List 
	O
	
	TNL Association List

9.3.2.7
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 16.


================= Next Change ============
9.3.2.7
TNL Association List

This IE contains a list of TNL associations. It is used for example to indicate failed TNL association(s).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TNL Association Item IEs
	
	1..<maxnoofTNLAssociations>
	
	

	>TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	

	>Cause
	M
	
	9.3.1.2
	


	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 16.


================= Next Change ============
9.4
Message and Information Element Abstract Syntax (with ASN.1)

--

-- Lists

--

-- **************************************************************


maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12

-- FFS (12 in NR SIB1)

maxnoofCellIDforWarning



INTEGER ::= 65535

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256

maxnoofE-RABs





INTEGER ::= 256

-- FFS (256 in TS 36.413)

maxnoofErrors





INTEGER ::= 256


maxnoofMultiConnectivities


INTEGER ::= 256

-- FFS (dummy value)

maxnoofNGConnectionsToReset


INTEGER ::= 256

-- FFS (256 in TS 36.413)

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12

-- FFS (same as BPLMNs)

maxnoofQosFlows





INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofReqAoI





INTEGER ::= 256

-- FFS (dummy value)

maxnoofServedGUAMIs




INTEGER ::= 256

-- FFS (dummy value)

maxnoofSliceItems




INTEGER ::= 256

-- FFS (dummy value)

maxnoofTACs






INTEGER ::= 256

-- FFS (256 in TS 36.413)

maxnoofTAIs






INTEGER ::= 256

-- FFS (256 in TS 36.413)

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535

maxnoofTNLAssociations



INTEGER ::= 16



maxnoofXnExtTLAs




INTEGER ::= 2

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 16
