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1   Introduction
This paper contains the Text Proposal for further discussion on correction of bearer context management procedures. 
2   Text Proposals to 38.460
Beginning of Text Proposals to TS 38.460
5.1.2
E1 bearer context management function
The establishment of the E1 bearer context is initiated by the gNB-CU-CP and accepted or rejected by the gNB-CU-UP based on admission control criteria (e.g., resource not available).

The modification of the E1 bearer context can be initiated by either gNB-CU-CP or gNB-CU-UP. The receiving node can accept or reject the modification. The E1 bearer context management function also supports the release of the bearer context previously established in the gNB-CU-UP. The release of the bearer context is triggered by the gNB-CU-CP either directly or following a request received from the gNB-CU-UP. 

This function is used to setup and modify the QoS-flow to DRB mapping configuration. The gNB-CU-CP decides flow-to-DRB mapping and provides the generated SDAP and PDCP configuration to the gNB-CU-UP.
The mapping between QoS flows and radio bearers is performed by gNB-CU-CP. 
For each PDU Session Resource to be setup or modified, the S-NSSAI may be provided by gNB-CU-CP to the gNB-CU-UP in the E1 bearer context setup procedure and the E1 bearer context modification procedure.
End of Text Proposals to TS 38.460
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