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1
Introduction
This paper provides text proposal for correction of cell frequency related information. The TP is based on R3-182580.
Annex
- TP for CR to TS 38.473
<<< start of changes >>>
9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	-

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	TAC
	M
	
	9.3.1.29
	Tracking Area Code
	YES
	reject

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	–
	–

	>>>DL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>>NR FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	
	
	
	
	
	
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
	–
	–


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


<<< next change >>>
9.3.1.17
NR Frequency Info
The NR Frequency Info defines the carrier frequency used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD or for an SUL carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)
	RF Reference Frequency as defined in TS 38.104 [17] section 5.4.2.1. The frequency provided in this IE identifies the absolute frequency position of the reference resource block (Common RB 0) of the carrier. Its lowest subcarrier is also known as Point A.

	SUL Information
	O
	
	9.3.1.28
	

	Frequency Band List
	
	1
	
	

	>Frequency Band Item
	
	1..<maxnoofNrCellBands>
	
	

	>>NR Frequency Band 
	M
	
	INTEGER (1.. 1024 ...)
	Operating Band as defined in TS 38.104 [17] section 5.4.2.3.

The value 1 corresponds to NR operating band n1, value 2 corresponds to NR operating band n2, etc.

	>>Supported SUL band List
	
	0..<maxnoofNrCellBands>
	
	

	>>>Supported SUL band Item
	M
	
	INTEGER (1.. 1024, ...)
	Supplementary NR Operating Band as defined in TS 38.104 [17] section 5.4.2.3 that can be used for SUL duplex mode as per TS 38.101-1 table 5.2.-1..

The value 80 corresponds to NR operating band n80, value 81 corresponds to NR operating band n81, etc.


	Range bound
	Explanation

	maxNRARFCN
	Maximum value of NR ARFCNs. Value is 3279165.

	maxnoofNrCellBands
	Maximum no. of frequency bands supported for a NR cell. Value is 32.


<<< next change >>>
9.3.1.28
SUL Information
This IE provides information about the SUL carrier.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SUL ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)

	RF Reference Frequency as defined in TS 38.104 [17] section 5.4.2.1. The frequency provided in this IE identifies the absolute frequency position of the reference resource block (Common RB 0) of the SUL carrier. Its lowest subcarrier is also known as Point A.

	SUL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	


	Range bound
	Explanation

	maxNRARFCN
	Maximum value of NR ARFCNs. Value is 3279165.


<<< next change >>>
-- F

FDD-Info ::= SEQUENCE {


uL-NRFreqInfo





NRFreqInfo,


dL-NRFreqInfo





NRFreqInfo,


uL-Transmission-Bandwidth

Transmission-Bandwidth,


dL-Transmission-Bandwidth

Transmission-Bandwidth,


iE-Extensions




ProtocolExtensionContainer { {FDD-Info-ExtIEs} } OPTIONAL,


...

}

FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
FreqBandNrItem ::= SEQUENCE {


freqBandIndicatorNr 


INTEGER (1..1024,...),


supportedSULBandList

SEQUENCE (SIZE(0..maxnoofNrCellBands)) OF SupportedSULFreqBandItem,

iE-Extensions



ProtocolExtensionContainer { {FreqBandNrItem-ExtIEs} } OPTIONAL,


...

}

FreqBandNrItem-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
FullConfiguration ::= ENUMERATED {full, ...}
-- G
<<< next change >>>
-- N

NRFreqInfo ::=  SEQUENCE {


nRARFCN


INTEGER (0..maxNRARFCN) ,

sul-Information
SUL-Information

OPTIONAL,

freqBandListNr
SEQUENCE (SIZE(1..maxnoofNrCellBands)) OF FreqBandNrItem,


iE-Extensions
ProtocolExtensionContainer { { NRFreqInfoExtIEs} } OPTIONAL,


...

}

NRFreqInfoExtIEs

F1AP-PROTOCOL-EXTENSION ::= {


...

}

NRCGI ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


nRCellIdentity


NRCellIdentity,


iE-Extensions


ProtocolExtensionContainer { {NRCGI-ExtIEs} } OPTIONAL,


...

}

NRCGI-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

NR-Mode-Info ::= CHOICE {


fDD

FDD-Info,


tDD

TDD-Info,


...

}

NRCellIdentity ::= BIT STRING (SIZE(36))

NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ...}

NRPCI ::= INTEGER(0..1007)
NRSCS ::= ENUMERATED { scs15, scs30, scs60, scs120, ...}

-- O

<<< next change >>>
Served-Cell-Information ::= SEQUENCE {


nRCGI






NRCGI,


nRPCI






NRPCI,


tAC







TAC,


servedPLMNs




BroadcastPLMNs-List,


nR-Mode-Info




NR-Mode-Info, 



measurementTimingConfiguration
OCTET STRING,

iE-Extensions

ProtocolExtensionContainer { {Served-Cell-Information-ExtIEs} } OPTIONAL,


...

}

Served-Cell-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

<<< next change >>>
SRBs-ToBeSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SUL-Information ::= SEQUENCE {


sUL-NRARFCN






INTEGER (0..maxNRARFCN),


sUL-transmission-Bandwidth


Transmission-Bandwidth,


iE-Extensions



ProtocolExtensionContainer { { SUL-InformationExtIEs} } OPTIONAL,


...

}

SUL-InformationExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

SupportedSULFreqBandItem ::= SEQUENCE {


freqBandIndicatorNr 


INTEGER (1..1024,...),


...

}

SupportedSULFreqBandItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
-- T

TAC ::= OCTET STRING (SIZE(3))

<<< end of changes >>>
