3GPP TSG-RAN3 Meeting #100
R3-183407
Busan, South Korea, May. 21 – 25 2018
Title: 
Completion of QoS Parameters (XnAP) 
Source: 
Huawei
Agenda item:
10.1.1
Document for:
pCR
1   Introduction
This paper provides text proposal to TS 38.423 for 
-
Not include a 5QI value in the QoS profile of dynamically 5QI;

-
The IE type and range of QoS parameters are updated.
2   Annex – TP

START OF CHANGES to 38.423
9.2.2.2
GBR QoS Flow Information

This IE indicates QoS Parameters for a GBR QoS Flow for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Flow Bit Rate Downlink
	M
	
	9.2.2.3
	Maximum Bit Rate in DL.

Details in TS 23.501 [7].

	Maximum Flow Bit Rate Uplink
	M
	
	9.2.2.3
	Maximum Bit Rate in UL.

Details in TS 23.501 [7].

	Guaranteed Flow Bit Rate Downlink
	M
	
	9.2.2.3
	Guaranteed Bit Rate (provided that there is data to deliver) in DL.

Details in TS 23.501 [7].

	Guaranteed Flow Bit Rate Uplink
	M
	
	9.2.2.3
	Guaranteed Bit Rate (provided that there is data to deliver).

Details in TS 23.501 [7].

	Notification Control
	O
	
	ENUMERATED (notification requested, ...)
	See details in TS 23.501 [7]

	Maximum Packet Loss Rate Downlink
	O
	
	Packet Loss Rate

9.2.2.x1
	Indicates the maximum rate for lost packets that can be tolerated in the downlink direction. See details in TS 23.501 [7].

	Maximum Packet Loss Rate Uplink
	O
	
	Packet Loss Rate

9.2.2.x1
	Indicates the maximum rate for lost packets that can be tolerated in the uplink direction. See details in TS 23.501 [7].


9.2.2.7
Dynamic 5QI Descriptor


This IE defines the QoS characteristics for a non-standardized or not pre-configured 5QI for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Priority level
	M
	
	INTEGER (1..127)
	For details refer to TS 23.501 [7].

	Packet Delay Budget
	M
	
	9.2.2.x2
	For details refer to TS 23.501 [7].

	Packet Error Rate
	M
	
	9.2.2.x3
	For details refer to TS 23.501 [7].

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (Delay critical, Non-delay critical)
	For details refer to TS 23.501 [7].

	Averaging window
	C-ifGBRflow
	
	9.2.2.x4
	For details refer to TS 23.501 [7].

	Maximum Data Burst Volume
	O
	
	9.2.2.x5
	For details refer to TS 23.501 [7].


	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.


9.2.2.8
Non dynamic 5QI Descriptor

This IE defines QoS characteristics for a standardized or pre-configured 5QI for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	5QI
	M
	
	INTEGER (0..255)
	See details in TS 23.501 [7]

	Priority level
	O
	
	INTEGER (1..127)
	For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.

	Averaging window
	O
	
	9.2.2.x4
	This IE applies to GBR QoS Flows only. For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.

	Maximum Data Burst Volume
	O
	
	9.2.2.x5
	For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.


--------------------------------------------------Next Change---------------------------------------------

9.2.2.x1
Packet Loss Rate
This IE indicates the Packet Loss Rate.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Packet Loss Rate
	M
	
	INTEGER(0..1000)
	Ratio of lost packets per number of packets sent, expressed in tenth of percent.


9.2.2.x2
Packet Delay Budget

This IE indicates the Packet Delay Budget.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Packet Delay Budget
	M
	
	INTEGER (0..63)
	This IE may need to be refined


9.2.2.x3
Packet Error Rate
This IE indicates the Packet Error Rate.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Packet Error Rate
	M
	
	INTEGER (0..63) 
	This IE may need to be refined


9.2.2.x4
Averaging Window

This IE indicates the Averaging Window.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Averaging Window
	M
	
	INTEGER (0..63) 
	This IE may need to be refined


9.3.1.x5
Maximum Data Burst Volume
This IE indicates the Maximum Data Burst Volume.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Data Burst Volume
	M
	
	INTEGER (0..63) 
	This IE may need to be refined
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