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1 Introduction
This paper tries to capture the following agreements:

· Remove Editor’s Note in 9.2.x2.1

· gNB-CU to provide SIB messages and gNB-DU to encode the final SI message. 

· remove the Broadcast Time Interval IE in the baseline TS 38.473. 

· gNB-CU to provide requested SIB type in SYSTEM INFORMATON DELIVERY COMMAND. 

2 Reference
[1] Email discussion, 101bis#13 NR Text Proposal on the ASN.1 for SIB content, Huawei, HiSilicon

3 Text Proposal for TS 38.473 v15.1.1
8.x2.1.1
General

The purpose of the System Information Delivery procedure is to command the gNB-DU to broadcast the requested Other SI. The procedure uses non-UE associated signalling.

8.x2.1.2
Successful Operation
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Figure 8.x2.1.2-1: System Information Delivery procedure. Successful operation.
The gNB-CU initiates the procedure by sending a SYSTEM INFORMATION DELIVERY COMMAND message to the gNB-DU. 

Upon reception of the SYSTEM INFORMATION DELIVERY COMMAND message, the gNB-DU shall broadcast the requested Other SI.
<Unchanged text omitted>

9.2.x2.1
SYSTEM INFORMATION DELIVERY COMMAND


This message is sent by the gNB-CU and is used to deliver the Other SI to enable the gNB-DU to broadcast for a defined time interval.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NR cell identifier
	-
	

	SIBTypeList
	M
	
	9.3.1.x15
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	
	

	
	


<Unchanged text omitted>
9.3.1.x15 SIBTypeList
This IE is used by gNB-CU to provide SIB list of other SI for gNB-DU.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	>SIB type item IEs
	
	1.. <maxnoofSIBTypes>
	
	

	>>SIB Type
	M
	
	ENUMERATED(sibType2, sibType3, sibType4, sibType5, sibType6, sibType7, sibType8, sibType9,…)
	


	Range bound
	Explanation

	maxnoofSIBTypes
	Maximum no. of SIB types, the maximum value is 32.


<Unchanged text omitted>


DUtoCURRCContainer,

PagingCell-Item, 

SIBType-Item,


SIBTypeList,

UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,

GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,

GNB-CU-TNL-Association-To-Remove-Item,

GNB-CU-TNL-Association-To-Update-Item,

<Unchanged text omitted>


id-NRCGI, 

id-PagingCell-Item,

id-PagingCell-List,

id-PagingDRX,

id-PagingPriority, 


id-SIBType-List,

id-UEIdentityIndexValue,

<Unchanged text omitted>


maxnoofSCells,


maxnoofSRBs,




maxnoofPagingCells,
maxnoofTNLAssociations
<Unchanged text omitted>

SystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {


{ ID id-NRCGI



CRITICALITY reject
TYPE NRCGI




PRESENCE mandatory
}|


{ ID id-SIBType-List


CRITICALITY reject
TYPE SIBTypeList



PRESENCE mandatory
},

...

}





<Unchanged text omitted>

IMPORTS

id-gNB-CUSystemInformation,

id-HandoverPreparationInformation,


id-TAISliceSupportList,


id-DuplicationIndication,
maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,


maxnoofDLUPTNLInformation, 


maxnoofNrCellBands,

maxnoofULUPTNLInformation,


maxnoofLCIDs,


maxnoofQoSFlows,


maxnoofSliceItems,


maxnoofSIBTypes
FROM F1AP-Constants
<Unchanged text omitted>

GNB-CUSystemInformation::= SEQUENCE {


sImessage

OCTET STRING,


iE-Extensions




ProtocolExtensionContainer { { GNB-CUSystemInformation-ExtIEs} } OPTIONAL,


...

}
<Unchanged text omitted>

-- O





<Unchanged text omitted>

SUL-InformationExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
SIBType ::= ENUMERATED {


sibType2,sibType3, sibType4, sibType5, sibType6, sibType7, sibType8, sibType9,

...
}
SIBTypeList ::= SEQUENCE (SIZE(1.. maxnoofSIBTypes)) OF SIBType-Item
SIBType-Item ::= SEQUENCE {


sIBType

SIBType
,

iE-Extensions
ProtocolExtensionContainer { { SIBtype-ItemExtIEs } }
OPTIONAL,


...

}

SIBtype-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
<Unchanged text omitted>

maxnoofNrCellBands





INTEGER ::= 32

maxnoofSIBTypes






INTEGER ::= 16
maxnoofPagingCells





INTEGER ::= 256

maxnoofTNLAssociations




INTEGER ::= 256

<Unchanged text omitted>

id-PagingPriority 







ProtocolIE-ID ::= 105

id-SIBType-Item








ProtocolIE-ID ::= 106

id-SIBType-List








ProtocolIE-ID ::= 107
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